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Crawler Crane CX700

HEDimensions
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Dimensions shown in ( ) are with tracks retracted.
W Specifications ™
Maximum rated load tonXm 7037 (}
Basic boom length m 9
Max. boom length m 54
Jib length m 9=18
Max. boom with jib length m 45+ 18
Main hoist drum m/min *100/65/32
Aux. hoist drum m/min *100/65/32
Boom hoist drum- m/min #53
Swing speed min~!(rpm) 3.0(3.0)
Travel speed km/h *1.3/09
Gradeability %) 40(22)
Engine model Hino HOICT
Rated power  kW/min ' (PS/rpm) 132.4/2 000(180/2 000)
Ground pressure kPa(kgf/cm?®) 77.6(0.79)
Operating weight ton 64.9

(Equipped with 3m boom and 70ton capacity hook)

NOTE: Data expressed above are in Sl units(International System of Unit),
followed by data in conventional units in( Ja
#Data in the crane mode will vary with the load.
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78% Tipping Load (JIS Rating)

B Crane Ratings(Main Boom in 360" Working Area) Unit:ton
Working Boom length (m)
Radius
(m) 9 12 15 18 21 24 27 30 33 36 39 42 45 48 51 54
35 70.00 |3Tmx7000t
40 65.00 | 65.00 |42mx6185 4‘
45 58.35 | 58.15 | 57.95 |4Imx3HiRt
5.0 52.10 | 51.95 | 51.85 | 51.80 |53mx47lit
5.5 44.80 | 44.70 | 4455 | 44.45 | 44.35 |5Emx&)8h |
6.0 39.30 | 39.15 | 39.00 | 38.90 | 38.80 | 38.75 [f4mxil%t|8ims3l3t
70 3145 | 31.30 | 3115 | 31.05 | 3095 | 30.85 [ 30.80 | 30.70 |I5mx7iilt
8.0 2505 | 2595 | 2580 | 25.70 | 2560 | 2550 | 25.45 | 2535 | 25.25 | 25.20 |8fmx22ilt
9.0 1930 | 2215 | 2195 | 2190 | 21.75 | 21.65 | 21.60 | 21.50 | 21.40 | 21.35 | 21.20 |3Imx135%t|%7mx 1850t
10.0 1930 | 19.10 | 19.00 | 1885 | 1875 | 1870 | 1860 | 18.45 | 18.40 | 18.30 | 18.20 | 18.10 [i02mx1750t|10.7mx1520t]113m3 1300
12.0 Nemx152t| 15.05 | 14.95 | 14.75 | 1465 | 1460 | 1450 | 1435 | 1430 | 14.20 | 14.10 | 1400 | 1390 | 13.75 | 13.00
14.0 1235 | 1220 | 1205 | 1195 | 11.90 | 11.75 | 11.60 | 1155 | 11.40 | 11.35 | 11.25 | 11.10 | 11.00 | 10.95
16.0 W2mx121%) 10.30 | 10.10 | 10.00 9.90 9.80 9.65 9.60 9.45 9.40 9.30 9.15 9.00 9.00
18.0 168mx35t| 8.65 8.55 8.45 8.30 8.20 8.15 1.95 7.90 7.80 7.65 150 7.50
200 1%4mx785t]  7.40 7.30 7.20 7.05 1.00 6.80 6.75 6.65 6.50 6.35 6.35
22.0 6.50 6.40 6.25 6.15 6.05 5.90 5.80 5.70 5.55 5.45 5.4
24.0 570 | 555 | 540 | 530 | 5.5 | 505 | 495 | 480 | 4.70 *
26.0 Uimx3¥t|  4.90 4.75 4.70 4.55 4.45 4.35 4.20 4.05 3.
28.0 Mmx4ft| 4.25 4.15 4.00 3.90 3.80 3.60 3.45 3.40
300 M8mx38t| 370 355 3.45 3.30 3.10 2.95 2.85
320 3.3 3.15 3.00 2.85 2.65 250 2.40
34.0 Qmeais| 280 2.65 2.50 2.30 2.10 2.05
36.0 Bim:260| 230 2.15 1.95 1.80 1.70
38.0 Feme20t| 1.85 1.65 1.50 1.40
40.0 1.60 1.40
NOTES 1. The rated loads shown do not exceed 78% of tipping load with the machine on firm level ground, and are not less than 1.15 times

over-front stability stipulated by the mobile crane construction standards.
2. To calculate the maximum load that can actually be lifted, deduct weight of all lifting accessories. such as main hook, from figures shown

above.
3. Working radius is the horizontal distance from the swing center to the center of gravity of a lifted load.
4. The counterweight is 23.8ton.
5. Be sure to fully extend the side frames before operating the machine.
6. Correlation between the number of falls, maximum rated loads, hook weights are shown in the table below.

Hook | Hook _ Maximum rated load (t) &
RS (o] e s 765 ]a]3 2]
700 0.80 700 | 585 | 52.0 | 455 | 39.0 | 325 | 26.0 | 195 | 130 [ —
400 0.41 400 | 390 | 325 | 260 | 195 | 130 | -
15.0 0.36 150 | 130 | -
6.5 0.18 6.5




75% Tipping Load(PCSA Rating)

C

B Crane Ratings(Main Boom in 360" Working Area) Unit:ton
Working Boom length(m)
R?rﬂ)us 9 12 15 18 21 24 27 30 33 36 39 42 45 48 51 54
35 [ 70.00 |3imx7000t
4.0 65.00 | 65.00 |4ZmxBlEt
45 58.35 | 58.15 | 57.95 [4Imx31Zt
50 50.10 | 49.95 | 49.85 | 49.80 |3imx42%%
55 4310 | 4295 | 4285 | 4275 | 4265 |[5&mxRIt
6.0 3775 | 3765 | 3750 | 3745 | 37.30 | 37.25 |6dmx338n[8Smx2853t
7.0 30.25 | 30.10 | 2995 | 29.85 | 29.75 | 29.65 29.60 | 29.55 |75mx2H6h
8.0 25.05 | 2495 | 24.80 | 24.70 | 2460 | 2450 | 24.45 | 24.40 | 24.25 | 23.80 |Bfm:2lTR
9.0 19.30 | 2130 | 2115 | 21.05 | 2090 | 20.80 | 20.75 [ 2065 | 2055 | 20.50 | 20.40 |3Imx1350t[37mx 1820t
10.0 1855 | 1835 | 1825 | 1810 | 1800 | 17.95 | 1785 | 17.75 | 17.70 [ 17.60 | 17.50 | 17.45 ([102mx1680}107m X 1540t]11.3mx 1300t
12.0 116mx1520t) 14.45 14.35 14.20 14.10 14.05 13.95 13.80 13.75 13.65 13.55 13.45 13.35 13.20 13.00
14.0 11.90 11.75 | 1160 | 1150 | 11.40 11.30 | 11.20 | 11,15 | 11.00 1090 | 10.80 10.70 1055 | 10.55
16.0 W2mx116%)  9.90 9.70 9.60 9.55 9.40 9.30 9.25 9.10 9.00 8.90 8.80 8.65 8.65
18.0 188mx33t| 8.35 8.20 8.15 8.00 1.85 7.80 765 7.60 7.50 1.35 1.25 7.20
20.0 194mx75t)  7.10 7.05 6.90 6.75 6.70 6.55 6.50 6.40 6.25 6.10 6.10
ﬁZZ.D 6.25 6.15 6.05 5.90 5.85 5.70 5.60 5.50 5.35 5.25 5.20
( .0 545 | 530 | 520 | 510 | 495 | 48 | 475 | 460 | 450 | 445
6.0 Uemx53t| 4.75 4.60 4.50 4.35 4.25 4.15 4.00 3.90 3.85
28.0 Dmxd&t| 4.0 4.00 3.85 3.75 3.65 3.50 3.40 3.35
30.0 Bimx3Mt| 360 340 3.35 3.20 3.05 2.95 2.85
320 3.20 3.05 2.95 2.85 2.65 2.50 2.40
34.0 Rimx3lst| 2.75 2.65 2.50 2.30 2.10 2.05
36.0 Blmx28t| 2.30 2.15 1.95 1.80 1.70
38.0 NEmx205t| 1.85 1.65 1.50 1.40
40.0 i L 1.60 1.40
NOTES 1.The rated loads shown do not exceed 75% of tipping load with the machine on firm level ground.

2. To calculate the maximum load that can actually be lifted. deduct weight of all lifting accessories, such as main hook, from figures shown

above.

3. Working radius is the horizontal distance from the swing center to the center of gravity of a lifted load.
4. The counterweight is 23.8ton.
5. Be sure to fully extend the side frames before operating the machine.
6. Correlation between the number of falls, maximum rated loads, hook weights are shown in the table below.

Hook | Hook Maximum rated load(t) &
capacity| weight — ; v
® SEENEREE T Y TR
70.0 0.80 70.0 | 585 | 52.0 | 455 | 39.0 | 325 | 260 | 195 | 130 =
40.0 0.41 400 | 390 | 325 | 260 | 195 | 130 | -
15.0 0.36 150 | 130 | -

6.5 0.18 6.5




78% Tipping Load (JIS Rating)

B Crane Rating(Auxiliary Jib in 360" Working Area) Unit:ton
Working Boom Length(m) : i
radius :

(m) 12 15 18 21 24 27 30 33 36 39 42 45 48 51

4.4 6.50

45 6.50

5.0 6.50 6.50

55 6.50 6.50 6.50

6.0 6.50 6.50 6.50 | Slmxt | 66mx650t

7.0 6.50 6.50 6.50 6.50 6.50 | Timx@S0t | TImx850t

8.0 6.50 6.50 6.50 6.50 6.50 6.50 6.50 | 83mx65r | BEmxoSht

9.0 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 | BmxbSlt | dSmx6n

10.0 6.50 6.50 6.50 6.50 6.50 650 650 6.50 6.50 6.50 6.50 | 105mx650 | 110mX650t | 115m X650t
120 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50
14.0 12Imx650t |  6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50
16.0 153mx65 | 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50
18.0 11%mx65t | 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50
200 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.35 6.25
22.0 05mx650t |  6.40 6.30 6.15 6.00 5.95 5.80 5.70 5.60 5.45 5.30
24.0 Bmx60t | 555 5.40 5.25 5.20 5.00 4.95 4.80 4.65 455 |
26.0 255m X506t 4.80 4.65 4.55 4.40 4.30 4,20 4.00 3.9’
28.0 4.25 410 4.00 3.85 3.75 3.60 3.40 3.2
300 Bimxdt | 365 355 340 325 3.10 2.90 275
32.0 Pemx3%t | 3.15 2.95 2.80 2.65 2.45 2.30
34.0 Wmx29t [ 2,60 2.45 2.30 2.10 1.90
36.0 2.25 2.10 1.95 1.75 1.55
38.0 1.80 1.65 1.45
400 l. BbmKIt | 140

NOTES 1.The rated loads shown do not exceed 78% of tipping load with the machine on firm level ground, and are not less than 1.15 times
over-front stability stipulated by the mobile crane construction standards.
2. To calculate the maximum load that can actually be lifted, deduct weight of all lifting accessories, such as main hook, from figures shown

above.

Hook Capacity Weight
70.0t 0.80t
40.0t 041t
15.0t 0.36t

6.5t 0.18t

3. Working radius is the horizontal distance from the swing center to the center of gravity of a lifted load.
4. The counterweight is 23.8ton.
5.Be sure to fully extend the side frames before operating the machine.
6. Correlation between the number of falls, maximum rated loads. hook weights are shown in the table below.



75% Tipping Load(PCSA Rating)

B Crane Rating(Auxiliary Jib in 360" Working Area) Unit ton
Working Boom Length(m)
radius
(m) 12 15 18 21 2 21 30 33 36 39 42 45 48 51
4.4 6.50
4.5 6.50

5.0 6.50 6.50
5.5 6.50 6.50 6.50
6.0 6.50 6.50 6.50 [ &lmxEd | Bmxhsh
7.0 6.50 6.50 6.50 6.50 6.50 | 72mxG3t | TImxd3ht
8.0 6.50 6.50 6.50 6.50 6.50 6.50 6.50 | 83mxfSt | BEmxS0t
9.0 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 | 93mxhSlt | 35mx65it
10.0 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 [ 105mx630t | 11.0mx650t | 115650t
12.0 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50
14.0 12im65 | 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50

16.0 153m*65t | 650 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50
180 18m*65t | 6,50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50
20.0 6.50 6.50 6.50 6.50 6.50 650 6.45 6.35 6.25 6.10 6.00
22.0 DimGt | 6.15 6.05 5.90 5.80 5.70 555 5.45 535 5.20 5.10
| 240 BimGsE | 535 5.20 5.05 5.00 4.80 4.75 4.65 450 4.35
} 26.0 Bimid%t| 460 4.45 4.40 4.20 4.15 4.00 3.85 3.75
280 4.10 395 3.85 3.70 3.60 3.50 3.35 3.20
300 BimxiEt | 355 345 3.5 3.20 3.05 2.90 205
320 Nmi3d | 3.05 2.90 2.80 2.65 2.45 2.30
34.0 [imea2ke | 260 2.45 230 2.10 1.90
36.0 2.5 2.10 1.95 1.75 155
380 1.80 1.65 1.45
40.0 B T B/omxI 5t | 1.40

NOTES 1. The rated loads shown do not exceed 75% of tipping load with the machine on firm level ground.
2. To calculate the maximum load that can actually be lifted. deduct weight of all lifting accessories, such as main hook, from figures shown

above.

Hook Capacity Weight
70.0t 0.80t
40.0t 041t
15.0t 0.36t

6.5t 0.18t

3. Working radius is the horizontal distance from the swing center to the center of gravity of a lifted load.

4. The counterweight is 23.8ton.

5. Be sure to fully extend the side frames before operating the machine.

6. Correlation between the number of falls, maximum rated loads. hook weights are shown in the table below.

O



78% Tipping Load(JIS Rating)

B Crane Ratings(Main boom with Auxiliary Jib in 360" Working Area) Unit:ton
Working Boom Length(m)
radius
(m) 12 15 18 21 24 27 30 33 36 39 42 45 48 51
36 70.00
4.0 64.60 | 4ZmxEl4%t
45 57.75 5755 | 4imx%06t
5.0 51.55 51.45 51.40 | 53mx4565
5.5 44.30 44.15 44.05 43.95 | S8mx 44
6.0 38.75 38.60 38.50 38.40 3835 | bdmxHTt | 6%mx30%t
7.0 30.90 30.75 30.65 30.55 30.45 30.40 30.30 | Timx2130t
8.0 25.55 25.40 25.30 25.20 25.10 25.05 24.95 24.85 24.80 | 8fme222t
9.0 21.75 21.55 21.50 21.35 21.25 21.20 21.10 21.00 20.95 20.80 | SImx185%t | 97mx 1850t
100 18.90 18.70 18.60 18.45 18.35 18.30 18.20 18.05 18.00 17.90 17.80 17.70 | 102mx17.0¢ | 107mx 1580t
120 1emx 1480 [ 14.65 14.55 14.35 14.25 14.20 14.10 13.95 13.90 13.80 13.70 13.60 13.50 13.35
14.0 11.95 11.80 11.65 11.55 11.50 11.35 11.20 11.15 11.00 10.95 10.85 10.70 10.60
16.0 14 2mx 1175t 9.90 9.70 9.60 9.50 9.40 9.25 9.20 9.05 9.00 8.90 8.75 8.60
18.0 168mx 95 8.25 8.15 8.05 7.90 7.80 1.15 1.55 7.50 7.40 1.25 7.10
200 194m X745 7.00 6.90 6.80 6.65 6.60 6.40 6.35 6.25 6.10 595
220 6.10 6.00 5.85 5.75 5.65 5.50 5.40 5.30 5.15 5.05
24.0 5.30 5.15 5.00 4.90 4.75 4.65 4.55 4.40 4.3
26.0 UEmx3llt 4.50 4.35 4.30 4.15 4.05 3.95 3.80 3.6!
28.0 2mxd 2t 385 3.75 3.60 3.50 3.40 3.20 3.05
30.0 28mx 345t 3.30 3.15 3.05 2.90 2.70 2.55
320 2.95 2.75 2.60 2.45 2.25 2.10
34.0 Rdm 285 240 2.25 2.10 1.90 1.70
36.0 Hlmx 22 1.90 1.75 1.55 1.40
38.0 306mx 1 65t 1.45
NOTES 1.The rated loads shown do not exceed 78% of tipping load with the machine on firm level ground. and are not less than 1.15 times

10

over-front stability stipulated by the mobile crane construction standards.
2. To calculate the maximum load that can actually be lifted, deduct weight of all lifting accessories, such as main hook, from figures shown

above.

3. Working radius is the horizontal distance from the swing center to the center of gravity of a lifted load.
4. The counterweight is 23.8ton.
5.Be sure to fully extend the side frames before operating the machine.
6. Correlation between the number of falls, maximum rated loads. hook weights are shown in the table below.

Hook quht _ Maximum rated load(t)

R | E™ [0 o[8[ 76 [543 ezl
70.0 0.80 70.0 | 585 | 520 | 455 | 390 | 325 | 26.0 [ 195 [ 130 | —
400 041 400 | 390 | 325 [ 26.0 | 195 [ 130 | —
15.0 0.36 150 | 130 | -

6.5 0.18 6.5




75% Tipping Load(PCSA Rating)

B Crane Ratings(Main boom with Auxiliary Jib in 360" Working Area) Unit:ton
Working Boom Length(m)
radius
i) 12 15 18 21 24 21 30 33 3% 39 a2 45 48 51
37 70.00

4.0 64.60 | 42mx6l%
45 57.75 57.55 [ 48mx5285t
5.0 49.55 49.45 49.40 | 33mx4f
5.5 42.55 4240 42.35 4225 | 38mx318h
6.0 31.25 37.10 37.00 36.90 36.85 | Gdmx33%t | 8Smx2I5
70 29.70 29.55 29.45 29.35 29.25 29.20 29.15 | Timx220t
8.0 24.55 24.40 24.30 24.20 24.10 24.05 23.95 23.85 2340 | 8fmx213t
9.0 20.90 20.70 20.65 20.50 2040 20.35 20.25 20.15 20.10 20.00 | 8mx1830t | STmx 1781
100 18.15 17.95 17.85 17.70 17.60 17.55 17.45 17.35 17.30 17.15 17.10 17.00 | 102mX16.40t | 10.7m > 1500t
12.0 1lfm* 1480 | 14.05 13.95 13.80 13.70 13.65 1355 13.40 13.35 13.20 13.15 13.05 12.95 12.80

14.0 11.45 11.35 11.20 11.05 11.00 10.90 10.75 10.70 10.60 10.50 10.40 10.30 10.15
16.0 WmxI1Zt| 950 9.30 9.20 9.15 9.00 8.90 8.85 8.70 8.60 8.50 8.40 8.25
18.00 168m<8%t | 7.95 7.80 1.70 1.60 1.45 7.40 1.25 1.20 7.10 6.95 6.85
200 Bimx115% |  6.70 6.65 6.50 6.35 6.30 6.15 6.10 6.00 5.85 5.70
22.0 5.85 5.75 5.60 5.50 5.40 5.25 5.20 5.10 4.95 4.80
24.0 5.05 4.90 4.75 4.70 4.55 4.45 4.35 4.20 4.10
26.0 Ufmddt | 435 4.20 4.10 395 3.85 375 360 3.50
28.0 Wmxd0it | 3.70 3.60 3.45 3.35 3.25 3.10 2.95
300 2mx33t | 315 3.00 290 2.80 265 255
320 2.80 2.65 2.55 245 2.25 2.10
34.0 Rimx2Tt | 230 2.20 2.10 1.90 1.70
36.0 Hmx220 1.90 1.75 1.55 1.35
38.0 3mx185t 1.45

NOTES 1. The rated loads shown do not exceed 75% of tipping load with the machine on firm level ground.
2. To calculate the maximum load that can actually be lifted. deduct weight of all lifting accessories. such as main hook, from figures shown
above.
3. Working radius is the horizontal distance from the swing center to the center of gravity of a lifted load.
4. The counterweight is 23.8ton.
5. Be sure to fully extend the side frames before operating the machine.
6. Correlation between the number of falls, maximum rated loads, hook weights are shown in the table below.

Hook | Hook Maximum rated load(® d
ca:z%cltv we(lght — -

= w

10 |79 [asliin Ren | om ol 2l 2 4 %

70.0 0.80 70.0 | 585 | 52.0 | 455 | 39.0 | 325 | 260 | 195 | 130 | —

40.0 0.41 400 | 390 | 325 | 260 | 195 | 130 | -

15.0 0.36 150 | 130 | -
6.5 0.18 6.5




78% Tipping Load (JIS Rating)

ECrane Ratings(Jib in 360" Working Area) (1) Unit: ton
Main Boom Length(m) 27
Jib Boom Length(m) 9.0 135 18.0
Offset Angle(’)
Working Radius(m) 10 A 10 ¥ 10 30
9.4 6.50
10.0 6.50 11.0m X 6.50t
12.0 6.50 12.1m X 6.50t 6.50 12.6m % 5.90t
14.0 6.50 6.50 6.50 15.0m x 6.50t 5.70
16.0 6.50 6.50 6.50 6.50 5.40 17.9m % 4.30t
18.0 6.50 6.50 6.50 6.25 5.15 4.30
20.0 6.50 6.50 6.50 5.85 4.95 4.15
220 6.45 6.50 6.50 5.55 4.75 4.05
24.0 5.70 5.80 5.85 5.25 4.55 3.95
26.0 5.05 5.15 5.20 5.00 4,40 3.85
28.0 4.50 4.55 4.65 4.80 4.25 3.65
30.0 4.05 4.10 4.20 4.30 4.10 350 Y
320 3.65 3.65 3.80 3.85 3.90 3.35 .
34.0 33.3m X 3.45t 33.8m x3.35t 3.45 3.50 3.50 3.20
36.0 3.10 3.15 3.20 3.10
38.0 37.5m x 2.90t 2.85 2.95 3.00
40.0 38.3m % 2.80t ? 2.70 2.75
420 41.7m % 2.50t 2.50
440 42.8m < 2.40t
Unit:ton
Main Boom Length(m) & 30
Jib Boom Length(m) 9.0 135 8 18.0
~_Offset Angle(’)
Working Radius(m) 10 3 1 po 10 %
10.0 6.50 LN _11.5mX6.50t 7
12.0 6.50 12.7m % 6.50t 6.50 13.1m % 5.90t
140 6.50 6.50 6.50 15.6m *6.50t 5.80
16.0 6.50 6.50 6.50 650 5.50
18.0 6.50 6.50 6.50 6.35 5.25 18.5m = 4.30t
20.0 6.50 B 6500 6.50 = 6.00 5.05 4.20
220 6.35 6.50 6.50 5.70 4.85 4,10
24.0 5.55 5.70 5.75 5.40 4.65 4.00
26.0 4,90 5.00 5.10 5.15 4.50 3.90
28.0 4.40 4.45 4.55 4.70 4.35 3.75 .
300 390 3950 % 4.05 4.20 4.15 3.60
320 350 390 3.65 3.75 3.75 3.45
34.0 3.15 3.20 3.30 3.40 3.40 3.30
36.0 35.9m % 2.85t 2.85 3.00 3.05 3.05 3.20
38.0 36.4m x 2.80t 2.70 2.75 2.80 2.90
40.0 4 2.40 2.45 2.55 2.60
42.0 40.1m x 2.40t 40.9m < 2.30t 2.25 2.35
44.0 2.05 2.10
46.0 44.3m x 2.00t 45.4m % 1.90t

NOTES

over-front stability stipulated by the mobile crane construction standards.
2. To calculate the maximum load that can actually be lifted. deduct weight of all lifting accessories. such as main hook, from figures shown

above.

Hook Capacity Weight
70.0t Hook 0.80t
40.0t Hook 0.41t
15.0t Hook 0.36t

6.5t Hook 0.18t

3. Working radius is the horizontal distance from the swing center to the center of gravity of a lifted load.
4. The counterweight is 23.8ton.
5. Be sure to fully extend the side frames before operating the machine.
6. Correlation between the number of falls, maximum rated loads, hook weights are shown in the table below.

1. The rated loads shown do not exceed 78% of tipping load with the machine on firm level ground. and are not less than 1.15 times



78% Tipping Load(JIS Rating)

over-front stability stipulated by the mobile crane construction standards.
2. To calculate the maximum load that can actually be lifted. deduct weight of all lifting accessories, such as main hook, from figures shown

above.

Hook Capacity Weight
70.0t Hook 0.80t
40.0t Hook 041t
15.0t Hook 0.36t

6.5t Hook 0.18t

3. Working radius is the horizontal distance from the swing center to the center of gravity of a lifted load.
4. The counterweight is 23.8ton.
5.Be sure to fully extend the side frames before operating the machine.
6. Correlation between the number of falls. maximum rated loads. hook weights are shown in the table below.

BMCrane Ratings(Jib in 360" Working Area)(2) Unit: ton
[Main Boom Length(m) 33
Jib Boom Length(m) 9.0 135 18.0
™ Offset Angle‘ ) 10 10 0 20 10 30
Working Radius(m)
10.0 10.5m % 6.50t
12.0 6.50 13.2m % 6.50t 12.1m x6.50t 13.7m % 5.90t
14.0 6.50 6.50 6.50 5.85
16.0 6.50 6.50 6.50 16.1m % 6.50t 5.60
180 6.50 6.50 6.50 6.50 5.35 19.0m % 4.30t
20.0 6.50 6.50 6.50 6.15 5.15 4.20
220 6.20 6.40 6.40 5.85 4.95 4.10
24.0 5.40 5.55 5.60 5.55 4.75 4.00
26.0 4.80 4.90 4.95 5.15 4.60 3.95
28.0 4.25 4.35 4.40 4.60 4.45 3.85
300 3.75 3.85 390 4.10 4.05 3.0
(} 320 3.35 3.40 350 3.65 3.60 3.55
e 34.0 3.00 3.05 3.15 3.25 3.5 3.40
36.0 2.65 2.70 2.85 2.95 2.95 3.10
38.0 2.35 2.35 2.50 2.60 2.65 2.80
40.0 38.5m x2.30t 39.0m % 2.20t 2.25 230 2.35 2.50
42.0 2.00 200 2.10 2.20
44.0 42.7m > 1.90t 43.5m < 1.85t 1.85 1.95
46.0 1.65 1.70
48.0 46.9m * 1.60t 1.50
Unit: ton
Main Boom Length(m) N B "T36 e
Jib Boom Length(m) 9.0 o 135 180
“_Offset Angle(')
Working Radius(m) 10 30 0 3 10 3
100 11.0m X650t i & .
120 6.50 13.7m % 6.50t 12.6m *6.50t
14.0 6.50 6.50 6.50 14.2m % 5.90t
16.0 6.50 6.50 6.50 16.7m x 6.50t 5.65
18.0 6.50 6.50 6.50 6.50 5.45 19.6m * 4.25t
20.0 6.50 ____ 650 __6.50 6.25 5.20 4.25
1 20 6.10 6.30 6.30 595 5.05 4.15
O 24.0 5.35 5.50 5.50 5.70 4.85 4.05
> 26.0 4.70 4.85 4.85 5.10 4.70 3.95
28.0 4.15 4.25 4.30 4.50 4.45 3.90
30.0 3.70 380 3.85 4.00 3.95 3.15
320 3.25 3.35 3.40 3.60 3.55 3.60
34.0 2.90 2.95 3.05 3.20 3.15 3.40
36.0 2.55 2.60 2.70 2.85 2.85 3.05
380 2.25 2.25 240 2.50 2.50 2.75
40.0 1.95 1.95 2.10 2.20 2.5 2.40
420 41.1m > 1.80t 41.6m x 1.75t 1.85 1.95 2.00 2.15
44.0 1.65 1.70 1.75 1.85
46.0 45.3m x 1.50t 1.45 1.55 1.65
48.0 46.1m % 1.45t 1.35 1.40
NOTES 1. The rated loads shown do not exceed 78% of tipping load with the machine on firm level ground, and are not less than 1.15 times



78% Tipping Load (JIS Rating)

ECrane Ratings(Jib in 360" Working Area) (3) Unit: ton
Main Boom Length(m) 39
Jib Boom Length(m) 9.0 13.5 18.0
Offset Angle(")
Working Radius(m) 10 30 . 0 10 0
116 6.50
12.0 6.50 13.2m % 6.50t
14.0 6.50 14.3m x 6.50t 6.50 14.7m < 5.90t
16.0 6.50 6.50 6.50 17.2m % 6.50t 5.75
18.0 6.50 6.50 6.50 6.50 5.50
200 6.50 6.50 6.50 6.40 5.30 20.1m X 4.25t
22.0 5.95 6.20 6.15 6.10 5.10 4.15
24.0 5.20 5.40 5.35 5.70 4,95 4.05
26.0 4.55 4.70 4.70 5.00 4,75 4.00
28.0 4.00 4.15 4.15 4.40 4.30 3.90
30.0 3.50 3.65 3.70 390 3.80 3.85
320 3.10 3.20 3.25 3.45 3.40 3.65 g
34.0 2.70 2.80 2.85 3.05 3.00 3.25 0
36.0 2.35 2.40 2.50 2.70 2.65 2.90
38.0 2.00 2.10 2.20 2.35 2.35 2.60
40.0 1.75 1.80 1.90 2.05 205 2.25
420 1.50 1.55 1.65 1.75 1.80 1.95
44.0 43.7m % 1.30t 1.30 1.45 1.50 1.55 1.70
46.0 1.30 1.35 1.50
Unit: ton
Main Boom Length(m) 42 ol
Jib Boom Length(m) 9.0 T RS W AR 18.0
Offset Angle(')
Working Radius(m) 10 0 10 30 10 0
120 12.1m % 6.50t 13.7m X 6.50t
14.0 6.50 14.8m x6.50t 6.50 15.3m % 5.90t
16.0 6.50 6.50 6.50 17.8m x 6.50t 5.80
18.0 6.50 6.50 6.50 6.50 5.60
20.0 6.50 6.50 650 650 5.35 20.7m % 4.25t
220 5.90 6.15 6.10 6.20 5.20 4.20
24.0 5.10 5.30 5.30 5.65 5.00 4.10
26.0 4.45 4.65 4.65 4.95 4.75 4.00
28.0 3.90 4.05 4.05 4.35 4.20 3.95
30.0 340 355 3.60 3.85 3.70 3.85
320 2.95 3.10 3.15 3.40 3.30 3.60
34.0 2.55 2.65 2.75 2.95 290 3.20
36.0 2.20 2.30 2.40 2.60 2.55 2.85
38.0 1.90 1.95 2.05 2.25 2.20 2.50
40.0 1.60 1,65 1.80 1.95 1.90 2.15
420 1.35 1.40 1.55 1.65 1.65 1.85
44.0 1.30 1.40 1.45 1.60
46.0 1.35

NOTES

over-front stability stipulated by the mobile crane construction standards.
2. To calculate the maximum load that can actually be lifted. deduct weight of all lifting accessories, such as main hook, from figures shown

above.

Hook Capacity Weight
70.0t Hook 0.80t
40.0t Hook 0.41t
15.0t Hook 0.36t

6.5t Hook 0.18t

3. Working radius is the horizontal distance from the swing center to the center of gravity of a lifted load.
4. The counterweight is 23.8ton.
5. Be sure to fully extend the side frames before operating the machine.
6. Correlation between the number of falls, maximum rated loads. hook weights are shown in the table below.

1. The rated loads shown do not exceed 78% of tipping load with the machine on firm level ground. and are not less than 1.15 times



78% Tipping Load(JIS Rating)

B Crane Ratings(Jib in 360" Working Area) (4) Unit: ton
Main Boom Length(m) 45
Jib Boom Length(m) 9.0 135 18.0
Of.fset Ang.le{‘ ) 10 %0 10 3 10 20
Working Radius(m)
12.7 6.50
14.0 6.50 15.4m X 6.50t 14.3m X 6.50t 15.8m % 5.90t
16.0 6.50 6.50 6.50 5.85
18.0 6.50 6.50 6.50 18.3m x 6.50t 5.65
20.0 6.50 6.50 6.50 6.50 5.45 21.2m X4.25¢
22.0 5.75 6.05 5.95 6.30 5.25 4.20
240 5.00 5.20 5.20 5.55 5.10 4.10
26.0 4.35 4.55 4.50 4.85 4.65 4,05
28.0 3.80 3.95 3.95 4.25 4.10 3.95
30.0 3.25 3.45 3.45 3.75 3.60 3.90
320 2.80 2.95 3.00 3.30 3.15 3.50
(- 34.0 2.40 2.55 2.60 2.85 2.75 3.10

4 36.0 2.05 2.15 2.5 2.45 2.40 2.70
38.0 1.75 1.85 1.90 2.10 2.05 2.35
40.0 1.45 1.55 1.65 1.80 1.75 2.05
42.0 1.40 1.55 1.50 1.75
44.0 1.30 1.50

NOTES |.The rated loads shown do not exceed 78% of tipping load with the machine on firm level ground. and are not less than 1.15 times
over-front stability stipulated by the mobile crane construction standards.
2. To calculate the maximum load that can actually be lifted. deduct weight of all lifting accessories. such as main hook, from figures shown

above.

Hook Capacity Weight
70.0t Hook 0.80t
40.0t Hook 0.41t
15.0t Hook 0.36t

6.5t Hook 0.18t

3. Working radius is the horizontal distance from the swing center to the center of gravity of a lifted load.

4. The counterweight is 23.8ton.

5. Be sure to fully extend the side frames before operating the machine.

6. Correlation between the number of falls, maximum rated loads, hook weights are shown in the table below.



75% Tipping Load(PCSA Rating)

BCrane Ratings(Jib in 360" Working Area) (1) Unit: ton
Main Boom Length(m) 27
Jib Boom Length(m) 9.0 135 18.0
Offset Angle(')
Working Radius(m) 10 2 10 ® 0 0
9.4 6.50
100 6.50 11.0m % 6.50t
120 6.50 12.1m % 6.50t 6.50 12.6m x5.90t
14.0 6.50 6.50 6.50 15.0m x 6.50t 5.70
16.0 6.50 6.50 6.50 6.50 5.40 17.9m x4.30t
18.0 6.50 6.50 6.50 6.25 5.15 4.30
20.0 6.50 6.50 6.50 5.85 4.95 4.15
22.0 6.20 6.40 6.40 5.55 4.75 4.05
24.0 5.50 5.60 5.65 5.25 4.55 3.95
26.0 4.85 4.95 5.00 5.00 4.40 3.85
28.0 4.35 4.45 450 4,65 4.25 3.65
30.0 3.90 3.95 4.05 4.15 4.10 3.50 Y
320 3.50 3.55 3.65 3.75 3.75 3.35 ‘
34.0 3.33mx3.30t 33.8m x3.25t 3.30 340 340 3.20
36.0 3.00 3.05 3.10 3.10
38.0 37.5m x 2.80t 2.75 2.80 2.90
40.0 | 383mXx2.70t 2.60 2.65
42.0 41.7m = 2.40t 2.40
44.0 42.8m x2.30t
Unit: ton
Main Boom Length(m)| 30 s
Jib Boom Length(m) 9.0 L R STRLEE TR ' 18.0
Offset Angle(')
Working Radius(m) 10 3 10 3 10 30
10.0 6.50 ! _ 11.5m X650t . a
120 6.50 12.7m % 6.50t 6.50 13.1m % 5.90t
14.0 6.50 6.50 6.50 15.6m X 6.50t 5.80
16.0 6.50 6.50 6.50 6.50 5.50
18.0 6.50 6.50 6.50 6.35 5.25 18.5m x 4.30t
200 6.50 e 650ETR V| VW50 Sk #F6.00 5.05 4.20
220 6.10 6.30 6.25 5.70 4.85 4.10
24.0 5.35 5.50 5.50 5.40 4.65 4,00
26.0 4.75 4.85 4.90 5.10 4.50 3.90 .
28.0 4.20 4.30 4.35 4.55 435 3.75
30.0 375 38 . 390 4.05 4.00 3.60
320 3.35 3.45 3.50 3.65 3.60 3.45
34.0 3.05 3.10 3.15 3.30 3.25 3.30
36.0 35.9m =< 2.75t 2.75 2.85 2.95 2.95 3.10
38.0 36.4m x 2.70t 2.60 2.65 2.70 2.80
40.0 TN 40.1m % 2.35t 240 2.45 2.55
42.0 40.9m = 2.30t 2.25 2.30
44.0 2.05 2.10
46.0 44.3m % 2.00t 45.4m % 1.90t

NOTES 1. The rated loads shown do not exceed 75% of tipping load with the machine on firm level ground.
2. To calculate the maximum load that can actually be lifted, deduct weight of all lifting accessories. such as main hook. from figures shown

above.

Hook Capacity Weight
70.0t Hook 0.80t
40.0t Hook 041t
15.0t Hook 0.36t

6.5t Hook 0.18t

3. Working radius is the horizontal distance from the swing center to the center of gravity of a lifted load.

4. The counterweight is 23.8ton.

5. Be sure to fully extend the side frames before operating the machine.

6. Correlation between the number of falls. maximum rated loads. hook weights are shown in the table below.



75% Tipping Load (PCSA Rating)

B Crane Ratings(Jib in 360° Working Area) (2) Unit: ton
Main Boom Length(m) E 3 3 33 ' g B ik
Jib Boom Length(m) 9.0 135 18.0
Oitastbnglel) 10 30 10 0 10 20
Working Radius(m)
10.5 6.50
12.0 6.50 13.2m % 6.50t 12.1m % 6.50t 13.7m % 5.90t
14.0 6.50 6.50 6.50 5.85
16.0 6.50 6.50 6.50 16.1m % 6.50t 5.60
180 6.50 6.50 6.50 6.50 5.35 19.0m x 4.30t
200 6.50 6.50 6.50 6.5 5.15 4.20
220 5.95 6.20 6.15 5.85 4.95 4.10
24.0 5.20 5.40 5.40 5.55 4.75 4.00
26.0 4.60 4.75 4.75 5.00 4.60 3.95
28.0 4.05 4.20 4.20 4.45 4.35 3.85
300 360 375 375 395 3.90 3.70
- 320 3.25 3.30 3.40 355 3.50 3.55
J 34.0 2.90 2.95 3.05 3.15 3.15 3.35
36.0 2.60 2.65 2.75 2.85 2.85 3.00
38.0 2.35 2.35 2.45 255 2.55 2.10
40.0 38.5m % 2.30t. 39.0m x2.20t 225 230 2.30 2.45
42.0 2.00 2.00 2.10 2.20
44.0 42.7Tm % 1.90t 43.5m x 1.85t 1.85 1.95
46.0 1.65 1,70
48.0 46.9m x 1.60t 1.50
Unit: ton
Main Boom Length(m) i AR M T Toaah LTI Ry ikt il
Jib Boom Length (m) 9.0 T CokiEra3s AT A 180
Offset Angle(') -
Working Radius(m) 10 30 18 » 0 0
11.0 6.50
120 6.50 3.7m x6.50t 12.6m % 6.50t
14.0 6.50 6.50 6.50 14.2m x5.90t
16.0 6.50 6.50 6.50 16.7m X 6.50t 5.65
18.0 6.50 6.50 6.50 6.50 5.45 19.6m x 4.25t
20.0 6.50 . 6500 | 650 . b5 5.20 4.25
22.0 5.90 6.10 6.05 5.95 5.05 4.15
g Y 24.0 5.15 5.35 5.30 5.60 4.85 4.05
e 26.0 450 4.70 4.70 495 4.70 3.95
28.0 4.00 _ 4.15 4.15 4.40 4.25 3.90
30.0 355 365 ‘ 3.70 : 3.90 3.80 3.75
320 3.15 3.25 3.30 3.45 3.40 3.60
34.0 2.80 2.90 2.95 3.10 3.05 3.30
36.0 250 2.60 265 2.80 2.15 2.95
38.0 2.25 2.25 2.35 2.50 2.45 2.65
40.0 1.95 195 2.10 2.20 2.20 240
42.0 41.1m x 1.80t 41.6m % 1.75t 1.85 1.95 2.00 2.15
44.0 1.65 1.70 1.75 1.85
46.0 45.3m = 1.50t 46.1m x 1.45¢ 1.55 1.65
48.0 1.35 1.40

NOTES 1.The rated loads shown do not exceed 75% of tipping load with the machine on firm level ground.
2. To calculate the maximum load that can actually be lifted. deduct weight of all lifting accessories, such as main hook, from figures shown

above.

Hook Capacity Weight
70.0t Hook 0.80t
40.0t Hook 041t
15.0t Hook 0.36t

6.5t Hook 0.18t

3. Working radius is the horizontal distance from the swing center to the center of gravity of a lifted load.

4. The counterweight is 23.8ton.

5. Be sure to fully extend the side frames before operating the machine.

6. Correlation between the number of falls, maximum rated loads. hook weights are shown in the table below.



75% Tipping Load(PCSA Rating)

ECrane Ratings(Jib in 360" Working Area) (3) Unit: ton
Main Boom Length(m) 39
Jib Boom Length(m) 9.0 135 18.0
Offset Angle(')
Working Radius{m) 10 s 10 ha 10 30
11.6 6.50
12.0 6.50 13.2m X 6.50t
14.0 6.50 14.3m % 6.50t 6.50 14.7m % 5.90t
16.0 6.50 6.50 6.50 17.2m X 6.50t 5.75
18.0 6.50 6.50 6.50 6.50 5.50
200 6.50 6.50 6.50 6.40 530 20.1m %X 4.25t
22.0 5.75 6.00 5.95 6.10 5.10 4.15
24.0 5.00 5.20 5.15 5.50 4.95 4.05
26.0 4.35 4.55 4.55 4.85 4.65 4,00
28.0 3.85 4.00 4.00 4.25 4.15 3.90
300 3.40 3.55 355 3.80 3.65 3.85
320 3.00 3.10 3.15 335 3.5 355 ’
34.0 2.65 2.75 2.80 3.00 2.90 3.20 /
36.0 2.35 2.40 2.50 2.65 2.60 2.85
38.0 2.00 2.10 2.20 2.35 2.35 2.55
40.0 1.75 1.80 1.90 205 2.05 2.5
42.0 1.50 1.55 1.65 1.75 1.80 1.95
44.0 43.7m x 1.30t 1.30 1.45 1.50 1.55 1.70
46.0 1.30 1.35 1.50
Unit: ton
Main!Boom Length(m) o bl RO TR 5
Jib Boom Length (m) 9.0 A0 135 &" TR 180
Offset Angle(')
Working Radius{m) 1 % 10 0 10 %
12.0 12.1m % 6.50t 13.7m X 6.50t
14.0 6.50 14.8m X 6.50t 6.50 15.3m % 5.90t
16.0 6.50 6.50 6.50 17.8m % 6.50t 5.80
18.0 6.50 6.50 6.50 6.50 5.60
200 6.50 O 65500 el | g 650 ~6.50 5.35 20.7m X 4.25t
220 5.65 595 5.85 6.20 5.20 4.20
24.0 4.90 5.15 5.10 5.45 5.00 4.10
26.0 4.30 4.50 4.45 4.80 4.60 4.00
28.0 3.75 395 3.90 4.20 4.05 3.95 .
300 330 34508 )P 345 370 360 385 ,
320 2.90 3.05 3.05 3.30 3.20 3.50
34.0 2.55 2.65 2.70 2.90 2.80 3.10
36.0 2.20 2.30 240 2.60 2.50 2.75
38.0 1.90 1.95 2.05 2.25 2.20 2.45
40.0 1.60 1165 1.80 1.95 1.90 2.15
42.0 1.35 1.40 1.55 1.65 1.65 1.85
44.0 1.30 1.40 1.45 1.60
46.0 1.35
NOTES 1. The rated loads shown do not exceed 75% of tipping load with the machine on firm level ground.
2. To calculate the maximum load that can actually be lifted, deduct weight of all lifting accessories, such as main hook. from figures shown
above.
Hook Capacity Weight
70.0t Hook 0.80t
40.0t Hook 041t
15.0t Hook 0.36t
6.5t Hook 0.18t

3. Working radius is the horizontal distance from the swing center to the center of gravity of a lifted load.
4. The counterweight is 23.8ton.
5.Be sure to fully extend the side frames before operating the machine.
6. Correlation between the number of falls, maximum rated loads. hook weights are shown in the table below.
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75% Tipping Load(PCSA Rating)

B Crane Ratings(Jib in 360° Working Area) (4) Unit: ton
Main Boom Length(m) : 45
Jib Boom Length(m) 9.0 135 18.0
Qffsat Angle’ ) 10 20 10 0 10 0
Working Radius(m)

12.7 6.50
14.0 6.50 15.4m x 6.50t 14.3m % 6.50t 15.8m % 5.90t
16.0 6.50 6.50 6.50 5.85
18.0 6.50 6.50 6.50 18.3m x6.50t 5.65
20.0 6.45 6.50 6.50 6.50 5.45 21.2m % 4.25t
22.0 5.55 5.85 5.75 6.20 5.25 4.20
24.0 4.80 5.05 5.00 5.40 5.10 4.10
26.0 4.15 4.40 4.35 4.70 4.50 4.05
28.0 3.65 3.85 3.80 4.10 3.95 3.95
30.0 3.20 3.35 3.35 3.65 3.45 3.85
320 2.80 2.95 2.95 3.20 3.05 3.40

. 34.0 2.40 2.55 2.60 2.80 2.70 3.05

S 36.0 2.05 2.15 2.25 2.45 2.40 2.70

38.0 1.75 1.85 1.90 2.10 2.05 2.35
40.0 145 1.55 1.65 1.80 1.75 2.05
420 1.40 1.55 1.50 1.75
440 1.30 1.50

NOTES 1. The rated loads shown do not exceed 75% of tipping load with the machine on firm level ground.
2. To calculate the maximum load that can actually be lifted. deduct weight of all lifting accessories, such as main hook, from figures shown

above.

Hook Capacity Weight
70.0t Hook 0.80t
40.0t Hook 0.41¢
15.0t Hook 0.36t

6.5t Hook 0.18t

3. Working radius is the horizontal distance from the swing center to the center of gravity of a lifted load.

4. The counterweight is 23.8ton.

5.Be sure to fully extend the side frames before operating the machine.

6. Correlation between the number of falls. maximum rated loads, hook weights are shown in the table below.



78% Tipping Load(JIS Rating)

B Crane Ratings(Main boom with Jib in 360" Working Area) (1) Unit:ton
Boom Length(m) 21
Jib Boom Length(m) 9.0 135 18.0
Offset Angle(')
Working Radius(m) . = 10 3 10 30
6.4 34.45 34.00 34.20 33.60 33.85 33.05
7.0 30.10 29.70 29.85 29.30 29.55 28.85
8.0 24.75 24.40 24.50 24.05 24.20 23.60
90 20.85 20.60 20.65 20.25 20.35 19.85
10.0 17.95 17.70 17.75 17.40 17.45 17.00
12.0 13.85 13.65 13.65 13.40 13.35 13.05
14.0 11.10 10.95 10.90 10.70 10.65 10.40
16.0 9.15 9.00 8.95 8.75 8.70 8.50
18.0 7.70 755 7.45 7.35 1.25 7.05
20.0 6.55 6.45 6.35 6.20 6.10 5.95
220 5.65 5.55 5.45 5.35 5.20 5.10
24.0 4.90 4.85 4.70 4.65 4.45 4.40 .
246 4.70 4.65 450 4.45 4.25 4.20 v
Unititon
Main Boom Length(m) 30
Jib Boom Length(m) 9.0 135.. 38 18.0
Offset Angle(’)
Working Radius(m) 10 3 10 30 10 30
6.9 30.70 30.30 30.45 29.90 30.15 29.40
7.0 30.05 29.65 29.80 29.25 29.50 28.80
8.0 24.65 24.35 24.40 23.95 24.15 23.55
9.0 20.80 20.50 20.55 20.15 20.30 19.80
10.0 17.85 17.60 17.65 1130 17.35 16.95
12.0 13.75 13.55 13.55 13.30 13.30 12.95
14.0 11.00 10.85 10.80 10.60 10.55 10.30
16.0 9.05 8.90 8.85 8.65 8.60 8.35
18.0 755 7.45 1.35 1.20 7.10 6.95
20.0 6.40 16:308 TEEIE 6.200 ~SIE0 6.00 5.85
22.0 5.50 5.40 5.30 5.20 5.05 4.95
240 4.75 4.70 4,55 4,50 4.30 4.20
26.0 4.15 4.10 3.90 385 3.65 355
21.2 3.80 3.75 355 3.50 3.30 3.20

NOTES 1. The rated loads shown do not exceed 78% of tipping load with the machine on firm level ground, and are not less than 1.15 tir.
over-front stability stipulated by the mobile crane construction standards. d
2. To calculate the maximum load that can actually be lifted. deduct weight of all lifting accessories., such as main hook, from figures shown

above.

3. Working radius is the horizontal distance from the swing center to the center of gravity of a lifted load.
4. The counterweight is 23.8ton.

5. Be sure to fully extend the side frames before operating the machine.
b. Correlation between the number of falls, maximum rated loads. hook weights are shown in the table below.

Hook Hgolllcit Maximum rated load (t)
RS e [ 5 [ a3 [2]1
70.0 0.80 |[34.45[325026.00(19.50|13.00| -
40.0 0.41 34.45) 3250 | 26.00 11950 [ 1300 -
15.0 0.36 1500 1300 —
6.5 0.18 6.50




78% Tipping Load (JIS Rating)

P Crane Ratings(Main boom with Jib in 360° Working Area) (2) Unit:ton
Main Boom Length(m) 33
Jib Boom Length(m) 9.0 135 18.0
Offset Angle(')
Working Radius(m) 10 20 L 2 10 %0
15 21.00 26.65 26.75 26.25 26.50 25.80
8.0 24.55 24.20 24.30 23.85 24.05 23.45
9.0 20.65 20.40 20.45 20.05 20.20 19.70
10.0 17.75 17.50 17.55 17.20 17.25 16.85
12.0 13.65 13.45 13.45 13.15 13.20 12.85
14.0 10.90 10.70 10.70 10.45 10.45 10.15
16.0 8.90 8.75 8.70 8.55 8.50 8.25
18.0 7.45 7.30 1.25 7.10 7.00 6.80
20.0 6.30 6.20 6.10 5.95 5.85 5.710
22.0 5.35 5.25 5.20 5.05 4.95 4.80
24.0 4.60 455 4.45 4.35 4.15 4.00
( ) 26.0 4.00 3.90 3.75 3.65 3.50 3.35
> o 28.0 3.40 3.35 3.20 3.10 2.90 2.80
| 298 2.95 2.90 2.75 2.65 245 2.40
Unit:ton
Main Boom Length(m) 36 €
Jib Boom Length(m) 9.0 135 18.0
. Offset Angle(')
Working Radius(m) 10 3 10 30 10 30
15
8.0 24.50 24.15 24.25 23.80 24.00 23.40
9.0 20.65 20.35 20.40 20.05 20.15 19.65
10.0 17.70 17.45 1750 17.15 17.25 16.80
12.0 13.60 13.40 13.40 13.15 13.15 12.80
14.0 10.85 10.65 10.65 10.40 10.40 10.15
16.0 8.85 8.70 8.65 8.50 8.45 8.20
18.0 7.40 1.25 7.20 7.05 6.95 6.75
20.0 6.20 6.10 ~ 605 ~ 590 5.80 5.65
22.0 5.30 5.20 5.10 5.00 4.90 4,75
24.0 455 4.45 4.35 4.25 4.10 3.95
26.0 3.90 3.80 365 355 3.40 3.25
L 28.0 3.30 3.25 3.10 3.00 2.80 2.70
( T 300 280 275 2601 250 235 225
- il 320 240 230 2.15 2.10 1.90 1.85
[ 324 2.30 2.25 2.10 2.00 1.85 1.75

NOTES 1. The rated loads shown do not exceed 78% of tipping load with the machine on firm level ground, and are not less than 1.15 times
over-front stability stipulated by the mobile crane construction standards.
2. To calculate the maximum load that can actually be lifted. deduct weight of all lifting accessories, such as main hook, from figures shown

above.

3. Working radius is the horizontal distance from the swing center to the center of gravity of a lifted load.
4. The counterweight is 23.8ton.

5.Be sure to fully extend the side frames before operating the machine.
6. Correlation between the number of falls, maximum rated loads, hook weights are shown in the table below.

Hook Hook Maximum rated load (t)
capacity | weight
® G T T e N
700 | 080 |27.00| 2235|1950 | 1300] —
200 | 041 2700|2235 19501300 =
150 | 036 1500 [ 13.00] =
65 | 0.8 550




78% Tipping Load(JIS Rating)

B Crane Ratings(Main boom with Jib in 360" Working Area) (3) Unit:ton
Main Boom Length(m) 39
Jib Boom Length(m) 9.0 135 180
Offset Angle(')
Working Radius(m) 19 % e A 1 30
8.6 21.90 21.60 21.70 21.30 21.45 20.90
9.0 20.50 20.20 20.30 19.90 20.05 19.55
10.0 17.60 17.35 17.35 17.05 17.15 16.70
120 13.45 13.25 13.25 13.00 13.05 12.70
14.0 10.70 10.55 10.50 10.30 10.30 10.00
16.0 8.70 8.55 8.55 8.35 8.30 8.05
18.0 1.25 7.10 7.05 6.90 6.85 6.65
20.0 6.05 5.95 5.90 5.75 5.70 5.50
220 5.15 5.05 4,95 4.85 4,75 4.55
24.0 4.40 4.30 4.15 4.05 3.90 3.75
26.0 3.70 3.60 3.45 3.35 3.20 3.05 |
280 3.0 3.00 2.90 280 265 250 ‘
30.0 2.60 2.55 2.40 2.30 2.15 2.05
320 2.15 2.10 1.95 1.90 1.70 1.60
34.0 1.80 1.75 1.60 1.50 1.35
35.0 1.65 1.60 1.40 1.35
Unit:ton
Main Boom Length(m) - 42 it
Jib Boom Length(m) 9.0 135 " 4 18.0
Offset Angle(')
Working Radius(m) L % = 3 10 s
9.1 19.50 19.50 19.50 19.50 19.50 19.15
10.0 17.50 17.25 . 780 700" | N AT 16.65
12.0 13.40 13.20 13.20 12.95 13.00 12,60
14.0 10.65 10.45 10.45 10.20 10.25 9.95
16.0 8.65 8.50 8.45 8.30 8.25 8.00
18.0 7.15 7.05 7.00 6.80 6.75 6.55
200 6.00 A8 590 UE|EEEETessTE " 5.0 5.60 4.45
220 5.05 5.00 4.90 4.75 4.65 4.45
24.0 4.30 4.20 4.05 3.95 3.80 3.65
26.0 3.60 3.50 3.35 3.25 3.10 2.95
28.0 3.00 2.90 2.75 2.65 2.50 2.40
300 250 B i 2ZE1 4 215 2.00 190 0
320 2.05 1.95 1.85 1.75 1.60 1.50 i
34.0 1.65 1.60 1.45 1.40
36.0 1.35

NOTES 1. The rated loads shown do not exceed 78% of tipping load with the machine on firm level ground. and are not less than 1.15 times

over-front stability stipulated by the mobile crane construction standards.

2. To calculate the maximum load that can actually be lifted. deduct weight of all lifting accessories, such as main hook. from figures shown
above.

3. Working radius is the horizontal distance from the swing center to the center of gravity of a lifted load.

4. The counterweight is 23.8ton.

5. Be sure to fully extend the side frames before operating the machine.

6. Correlation between the number of falls, maximum rated loads, hook weights are shown in the table below.

Hook Hook Maximum rated load(t)
capacity | weight
® Rk P R R

700 0.80 219 | 1765(1300| —

400 041 219 |1765]1300| —
15.0 0.36 15001300 -
6.5 0.18 6.50

(5
[



78% Tipping Load(JIS Rating)

B Crane Ratings(Main boom with Jib in 360° Working Area) (4) Unit:ton
Main Boom Length(m) 45
Jib Boom Length(m) 9.0 135 180
Offset Angle(')
Working Radius(m) 10 0 10 30 10 3
9.7 18.25 17.95 18.05 17.70 17.80 17.35
10.0 17.45 17.20 17.25 16.90 17.00 1655
12.0 13.30 13.10 13.10 12.85 12.90 12.55
14.0 10.55 10.35 10.35 10.10 10.15 9,85
16.0 8.55 8.40 8.35 8.20 8.15 7.90
18.0 7.05 6.95 6.90 6.70 6.70 6.45
20.0 5.90 5.80 5.75 5.60 5.55 5.35
220 4.95 4.85 4.80 4.60 4.55 4.35
240 4.15 4,05 3.95 3.80 3.70 3.50
26.0 3.45 3.35 3.25 3.10 3.00 2.85
) 28.0 2.85 2.715 2.65 2.55 2.40 2.25
(( 3 30.0 2.35 2.25 2.15 2.05 1.90 175
ol 320 1.90 1.85 1.70 1.60 1.45 1.35
[ 34.0 1.50 1.45 1.30

NOTES 1.The rated loads shown do not exceed 78% of tipping load with the machine on firm level ground, and are not less than 1.15 times

over-front stability stipulated by the mobile crane construction standards.

2. To calculate the maximum load that can actually be lifted. deduct weight of all lifting accessories, such as main hook. from figures shown

above.

3. Working radius is the horizontal distance from the swing center to the center of gravity of a lifted load.
4. The counterweight is 23.8ton.
5.Be sure to fully extend the side frames before operating the machine.

6. Correlation between the number of falls, maximum rated loads, hook weights are shown in the table below.

Hook Hook Maximum rated load (t)
capacity | weight
® ke || T L
70.0 080 [18.25]|14.25[13.00| -
40.0 0.41 1825 14.25[1300| -
15.0 0.36 1425 (1300 -
6.5 0.18 6.50

@



75% Tipping Load(PCSA Rating)

B Crane Ratings(Main boom with Jib in 360° Working Area) (1) Unit:ton
[Main Boom Length(m) 21
% Boom Length(m) 9.0 135 18.0
Offset Angle(’)
Working Radius(m) 10 i e % 10 %
6.4 33.15 32.90 32.85 3250 32.55 3200
70 28.95 28.75 28.710 28.35 28.40 27.90
8.0 23.80 23.60 2355 23.25 23.25 22.85
9.0 20.05 19.95 19.85 19.60 19.55 19.20
10.0 17.25 17.15 17.05 16.85 16.80 16.50
12.0 13.30 13.25 13.10 12.95 12.85 12.65
14.0 10.70 10.60 1050 10.35 10.25 10.05
16.0 8.80 8.75 8.60 8.50 8.35 8.20
18.0 7.40 7.35 7.20 7.10 6.95 6.85
20.0 6.30 6.25 6.10 6.05 5.85 5.75
22.0 5.40 5.40 5.20 5.15 5.00 4.95
24.0 4.70 4.70 4.50 450 4.30 4.25 0
24.6 4.50 4.50 4.35 4.30 4.10 4.05 ;
Unit:ton
Main Boom Length(m) #3098
"Jib Boom Length(m) 9.0 135 18.0
Offset Angle(’)
Working Radius(m 1 % P’ 30 10 X
6.9 28.90 28.70 28.65 28.30 28.35 21.85
7.0 28.90 28.710 28.65 28.30 28.35 21.85
8.0 23.70 23.55 23.50 23.20 23.20 22.80
9.0 20.00 19.85 19.75 19.55 19.50 19.15
10.0 17.15 17.05 Jo - Tees | 1675 1670 16.40
12.0 13.20 13.00 12.85 12.75 12.55
14.0 10.60 10.40 10.25 10.15 9.95
16.0 8.70 8.50 8.40 8.25 8.10
18.0 1.25 1.05 7.00 6.85 6.75
200 6.15 Ak e | ERETH 5195 TR & 5907 5.75 5.65
220 5.30 5.10 5.05 490 4.80
24.0 4.55 4.40 4.35 4.15 4.10
26.0 4.00 3.80 3.75 3.60 3.55
21.2 3.65 3.50 3.45 3.30 3.20

NOTES 1. The rated loads shown do not exceed 75% of tipping load with the machine on firm level ground.
2. To calculate the maximum load that can actually be lifted, deduct weight of all lifting accessories, such as main hook, from figures sho

above.

3. Working radius is the horizontal distance from the swing center to the center of gravity of a lifted load.
4. The counterweight is 23.8ton.
5. Be sure to fully extend the side frames before operating the machine.

6. Correlation between the number of falls. maximum rated loads. hook weights are shown in the table below.

Ho_ol_:t Hti:call_(‘t Maximum rated load (t)
O |MS [s [5[e[3 ]2
700 0.80 |34.45|3250]26.00/19.50[1300] -
40.0 041 34.45 (3250 26.00 | 1950 | 13.00] -
15.0 0.36 1500 (1300 -
6.5 0.18 6.50

[y



75% Tipping Load (PCSA Rating)

B Crane Ratings(Main boom with Jib in 360° Working Area) (2) Unit:ton
Main Boom Length(m) 33
Jib Boom Length(m) 9.0 135 18.0
Offset Angle(")
Working Radius(m) 0 30 ke 2 " .
75 25.95 25.80 25.75 25.45 25.45 25.00
8.0 23.60 23.45 23.40 23.10 23.10 22.70
9.0 19.85 19.75 19.65 19.40 19.40 19.05
10.0 17.05 16.95 16.85 16.65 16.60 16.30
12.0 13.10 13.00 12.90 12.75 12.65 12.45
14.0 10.45 10.40 10.25 10.15 10.05 9.85
16.0 8.55 8.50 8.40 8.25 8.15 8.00
18.0 7.15 7.10 6.95 6.85 6.75 6.60
20.0 6.05 6.00 5.85 5.80 5.65 5.55
22.0 5.15 5.10 5.00 4.90 4.75 4.70
24.0 4.45 4.40 4.25 4.20 4.05 4.00
o 26.0 3.85 3.80 3.65 3.60 3.45 3.35
()= 33 330 315 310 290 280
1 29.8 295 2.90 2.75 2.65 2.45 2.40
Unit:ton
Main Boom Length(m) 3o
Jib Boom Length(m) 9.0 135 18.0
Offset Angle(")
Working Radius(m) 10 3 i 4 10 3
8.0 23.15 23.00 22.95 22.65 22.65 22.25
9.0 19.85 19.70 19.65 19.40 19.40 19.05
10.0 17.05 16.90 16.85 ] 16,60 16.60 16.30
12.0 13.05 12.95 12.90 12.70 12.65 12.40
14.0 10.40 10.35 10.25 10.10 10.00 9.80
16.0 8.50 8.45 8.35 8.25 8.10 7.95
18.0 7.10 7.05 6.90 6.80 6.70 6.55
200 6.00 5.95 £l 580 1L &ab. 75 5.60 5.50
220 5.10 5.05 4.90 4.85 4.70 4.60
24.0 4.35 4.35 4.20 4.15 4.00 3.90
26.0 3.75 3.75 3.60 3.55 3.40 3.25
28.0 3.25 3.25 3.10 3.00 2.80 2.0
30.0 2.80 i 2.5 - 260 250 2.35 2.5
P 320 2.40 2.30 2.15 2.10 1.0 1.85
() 32 230 225 210 200 185 175

NOTES 1. The rated loads shown do not exceed 75% of tipping load with the machine on firm level ground.

2. To calculate the maximum load that can actually be lifted, deduct weight of all lifting accessories. such as main hook, from figures shown

above.

3. Working radius is the horizontal distance from the swing center to the center of gravity of a lifted load.
4. The counterweight is 23.8ton.
5.Be sure to fully extend the side frames before operating the machine.

6. Correlation between the number of falls, maximum rated loads, hook weights are shown in the table below.

Hook Hook Maximum rated load (t)
capacity | weight
(t) (t) 5 4 3 2 1
70.0 0.80 27.00 [ 22.35(1950]13.00| -
40.0 0.41 210022351950 1300| —
15.0 0.36 15.00 [ 13.00| -
6.5 0.18 6.50

(353
w



75% Tipping Load(PCSA Rating)

B Crane Ratings(Main boom with Jib in 360° Working Area)(3) Unit:ton
Main Boom Length(m) 39
Jib Boom Length(m) 9.0 135 18.0
Offset Angle(')
Working Radius(m) L 3 . 2 10 30
8.6 21.10 20.95 20.85 20.60 20.65 20.25
9.0 19.70 19.55 19.50 19.25 19.25 18.90
10.0 16.90 16.80 16.70 16.50 16.45 16.15
120 12.95 12.85 12.75 12.60 12.55 12.30
14.0 10.30 10.20 10.10 9.95 9.90 9.70
16.0 8.40 8.30 8.20 8.10 8.00 7.85
18.0 6.95 6.90 6.80 6.70 6.55 6.45
20.0 5.85 5.80 5.65 5.60 5.45 5.35
22.0 4.95 4.90 4.80 4.70 4.60 4.50
24.0 4.25 4,20 4.05 4,00 3.85 3.75
26.0 3.60 3.60 3.45 3.35 3.20 3.05
280 3.10 3.00 2.90 2.80 2.65 2.50
30.0 260 2.55 2.40 2.30 2.15 2.05 ﬁ
320 2.15 2.10 1.95 1.90 1.70 1.60
34.0 1.80 1.75 1.60 1.50 1.35
35.0 1.65 1.60 1.40 1.35
Unit:ton
Main Boom Length(m) 42
Jib' Boom Length(m) 9.0 13.5 18.0
Offset Angle(’)
Working Radius(m) 1 X 10 X 10 30
9.1 19.05 18.90 18.85 18.60 18.60 18.25
100 16.85 16.70 16.65 1645 i 16.45 16.10
12.0 12.90 12.80 12.70 12.55 12.50 12.25
14.0 10.20 10.15 10.05 9.90 9.85 9.65
16.0 8.30 8.25 8.15 8.05 7.95 1.75
18.0 6.90 6.80 6.70 6.60 6.50 6.35
20.0 5.75 « ST0EE WSS 60, 550 5.40 5.30
22.0 4.90 4.85 4.70 4.65 4.50 4.40
24.0 4,15 4.10 4.00 390 3.80 3.65
26.0 355 3.50 335 3.5 3.10 2.95
28.0 3.00 2.90 2.75 2.65 2.50 2.40
30.0 2.50 240 R 2258 2.15 2.00 1.90
320 2.05 1.95 1.85 .75 1.60 1.50 0
34.0 1.65 1.60 1.45 1.40 [
36.0 1.35

NOTES

1. The rated loads shown do not exceed 75% of tipping load with the machine on firm level ground.

2. To calculate the maximum load that can actually be lifted, deduct weight of all lifting accessories, such as main hook. from figures shown

above.

3. Working radius is the horizontal distance from the swing center to the center of gravity of a lifted load.
4. The counterweight is 23.8ton.
5. Be sure to fully extend the side frames before operating the machine.

6. Correlation between the number of falls, maximum rated loads, hook weights are shown in the table below.

Hooli(t H?Dl':t Maximum rated load(t)
e Ak T LS
70.0 0.80 219 17651300 -
400 041 219 |17.65]13.00] —
15.0 0.36 15.00 1300 -
6.5 0.18 6.50




75% Tipping Load (PCSA Rating)

B Crane Ratings(Main boom with Jib in 360° Working Area) (4) Unit:ton
Main Boom Length(m) 45
Jib Boom Length(m) 9.0 135 18.0
Offset Angle(*)
Working Radius(m) 10 30 10 30 10 20
9.7 17.55 17.40 17.35 17.10 17.10 16.80
10.0 16.75 16.65 16.55 16.35 16.35 16.05
12.0 12.80 12.70 12.60 12.45 12.40 12.15
14.0 10.15 10.05 9.95 9.80 9.75 9.55
16.0 8.20 8.15 8.05 7.95 7.85 7.70
18.0 6.80 6.70 6.60 6.50 6.40 6.30
20.0 5.65 5.60 5.50 5.40 5.30 5.20
220 4.80 4.75 4.60 4,55 4.45 4.30
24.0 4.05 4.00 390 3.80 3.70 350
26.0 3.45 335 3.25 3.10 3.00 2.85
28.0 2.85 2.75 2.65 2.55 2.40 2.25
P 300 235 2.25 2.15 205 1.90 1.75
({C_') 320 1.90 1.85 1.70 1.60 1.45 1.35
1 34.0 1.50 1.45 1.30

NOTES 1. The rated loads shown do not exceed 75% of tipping load with the machine on firm level ground.

2. To calculate the maximum load that can actually be lifted, deduct weight of all lifting accessories. such as main hook, from figures shown

above.

3. Working radius is the horizontal distance from the swing center to the center of gravity of a lifted load.
4. The counterweight is 23.8ton.
5. Be sure to fully extend the side frames before operating the machine.

6. Correlation between the number of falls, maximum rated loads. hook weights are shown in the table below.

Hook | Hook Maximum rated load (t)
capacity | weight
(t) ® 4 3 2 1
70.0 080 [18.25[1425[1300] —
40.0 0.41 1825[1425]11300| —
15.0 0.36 142511300 —
6.5 0.8 6.50

[
-1



B Crane Boom Construction

Elements

Boom length

(m)

42 45 48 51

Lower boom 5m 1 1

Lower boom 4m 1 1

Boom inserts

combination | I

—_—

3m boom

insert 1

6m boom

insert

9m boom

insert

— ==

s PR

— | =

o
[ A% =y ) o
P = =
rofro|—]—
) P =
w|—[ro|—
WIry | —]—

I P DY

9m(B) boom insert

2
1
1
1

—_ =] —]—
—_]— |-
— =N
-] =

—| —]—

Available

jib

Jib length 9m~18m

'\/—-N—-—-:

Avaiable aux. jib

[

4

LY

b

Boom inserts combination :
I : For operation of crane boom only
Il ! For operation of crane boom with jib

6m boom insert can be replaced with two 3m boom inserts, and 9m boom insert with a combination of 3m and 6m boom inserts.

B Crane Jib Construction

Jib length
Elemenits m)| 9 135 18
Lower jib 45m| 1 1 1
Upper jib 45m| 1 1 1
4.5m jib insert 1 2

B Component Weights and Dimensions for Transport

Components Weight(t) | Q'ty [LengthXWidthXHeight(m)| Remarks
Basic machine 36.8 1 798 320 340 Gantry, ropes and side frames included, except counterweight
Basic Aux. counterweight 0.6 2 069 029 067 Mounted to side for raise winch
i Counterweight 7.4 1 320 062 137 Inner

Counterweight 7.9 1 320 073 137 Center

Counterweight 8.5 | 320 071 1.48 Quter

Lower boom 1.01 1 516 163 172 Backstop included

Upper boom 1.14 1 443 149 154 Pendant rope included

Bridle 0.29 1 172 069 0.28

3m boom insert 0.42 1 310 150 1.6 Pendant rope included

6m boom insert 0.70 1 610 150 1.61

9m boom insert 0.93 1 910 150 161

9m (B)boom insert 0.94 1 910 150 162

?:::: Lower jib 0.57 1 462 082  0.75 Jib mast included o

Upper jib 0.25 1 493 078 1.1

4.5m jib insert 0.14 1 460 064 074

Aux jib 0.21 1 126 082 087

70ton hook 0.80 1 062 059 1.8

40ton hook 0.41 1 062  0.32 1.59

15ton hook 0.36 1 062 031 136

6.5ton hook 0.18 1 030 030 084

28




Full-Luffing Tower Crane CX700

EDimensions Unit:mm

HETower Jib Construction

Jib length(m) 19 22 25 28 31
Tower anglé
Tower > *[30/80/70(60]90|80/70|60{90(80|70|60|30|8070{60| 30|80 70|60
height(m)

25 X|X|X
28 X[ x| x
3 x| x| %
3 |0[C|O
37 O ] [@] (@] b
; 40 o) Olo[x
/ 43 O[O0 X|OC|OIC[ X [O]O|O X |CIO|C[ % 0] [S]

O ! Available X : Not available

W
19 R Y
15
&
/ /,.0’
\%69
M Specifications
Maximum rated load . o
el Y g _ tonxm 13.0%12.0(25m tower + 19m jib)
Tower length m 25~43
| Tower foot height = m 1.75
Jib lenght m 19~31
g | Tower+Jib = m 43+31
) Working radius m 8.3~46.9
é Max. lift above ground m 704
= 2 Hoist/lower line speeds m/min * 100/65/32
R Jib.hoist/lower line speed m/min *32
( O $ Tower hoist/lower line speed  m/min *53
} ,& Ground pressure kPa (kgf/cm?) 86.3(0.88)
S Operating weight ton 73.6(43m tower +31m jib)
/ & NOTES 1.Data is expressed in Sl units, along with conventional unitsin( ).
. 2. Other specifications, not shown, are similar to those for the crane.
/ *Data in the bucket mode will vary with the load.
/N
1 000
B
n 28
L )
5 090
5 930

Figures in( )indicate crawlers retracted.




78% Tipping Load (JIS Rating)

25 m Tower(2-Rope Reevings)

B Rated Loads for Tower Crane Unit: ton
Working Jib length (m)
radius 19m 22m
(m) 90° 80" 70 60 90 80 70° 60°
8.3 13.00
9.0 13.00 9.1m % 13.00t
0.0 3.00 13.00
2.0 3.00 13.00
4.0 1.70 15.0m x 10.25t 11.65
16.0 10.15 9.55 10.10 16.2m x 9.35t
18.0 8.55 8.35 8.85 8.30
20.0 6.80 7.40 1.55 730
22.0 20.7m % 6.10t 6.55 6.05 6.25 6.50 23.7Tm X 5.45¢
24.0 5.90 5.45 23.6m x5.20t 5.85 5.40
26.0 25.0m *5.65t 4.95 5.30 4.90
28.0 4.50 28.3m < 4.10t 27.9m x 4.85t 4.45
30.0 29.2m % 4.30t 3.80 4.10 30.4m X3.70t
320 3.50 3.75 3.45
34.0 33.0m x 3.40t 32.1m % 3.70t 3.20
359 3.00

NOTES:

over-front stability stipulated by the mobile crane construction standards.

2. The load to be actually lifted will be the rated load shown minus the weight of all lifting attachments such as a hook.

15ton hook::---weight 0.36ton

3. Working radius is a horizontal distance between swing center of the machine and center of gravity of the load lifted.

4. Counterweight is 23.8ton.
5.In operation with 1-rope reeving. use a 6.5ton hook(option). In this case, the rated loads for tower crane(with l-rope reeving)described

in the Operation Manual will be applied.
6. Crawlers must be extended into position before crane operation.

HWWorking Ranges

22mjib

70

55

19m jib

Swing center

45

40

35

Height above ground(m)

25

1.0m

1.75m

20 25

30 35 40

Working radius(m)

45 50

30

Working ranges are shown for unloading.

1. The rated loads shown do not exceed 78% of tipping load with the machine on firm level ground., and are not less than 1.15 tim|



78% Tipping Load (JIS Rating)

28 m Tower(2-Rope Reevings)

HMRated Loads for Tower Crane Unit:ton
Working Jib length (m)
radius 19m 22m 25m
(m) 90 80 ~ 10 60 a0 80 10 60° 90 80 10" 60°
83 13.00
9.0 13.00 92m <1300t
10.0 13.00 13.00 13.00
12.0 13.00 13.00 13.00
14.0 11.70 155m x 9.5t 1.65 11.55
6.0 10.10 9.45 0.05 16.7m x 8.5t 10.00
8.0 8.60 8.30 8.85 8.20 8.75 8.15
20.0 6.80 1.3 7.60 1.25 7.0 7.15
22.0 0.7mx5.05t 6.50 230m *560t 6.25 6.45 6.70 6.35
24.0 5.85 5.35 23mx5.15¢ 5.80 24.7m 505t 5.65 5.70
26.0 25.6mx540t 4.85 5.25 4.75 4.65 5.15 B.4m 455
28.0 4.40 798m 300t 4.80 4.35 26.5m <440t 4.70 4.25
30.0 4.05 3.65 B5mx 4.0t 4.00 319mx3.30t 4.30 3.90
320 30.2m x40t 3.40 3.65 3.30 33mx 410t 3.60
34.0 3.15 3.imx 350t 3.05 3.30 Himx 255t
36.0 WSmx 305t B 2.85 3.05 2.75
"N 380 3dmx 270t 2.55
¥ 40.0 235
403 2.30
For notes, refer to those on the 25m tower.
HWorking Ranges
IE]
70
65
60
25m jib
22m jib 55 _
™ 19mjib £
" 0 == 35 0 B
. o 3
\‘Ak: s 45
=~ 1 % 5
D \\ . @
L7~ X )ﬁ\({ 40 2
3 R o
\‘3\\ SRV N 5 =
1.35m o N R Lo =
A i\( - y ®
— 0 =z
[ — \ \
—
5 4 25
b
]
7] 20
o
c
s 4115
7]
— 110
5
- i |
1.0m 5 10 . 15 20 25 30 3B 40 45 50
‘.‘".'1- Working radius(m)

Working ranges are shown for unloading.
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78% Tipping Load (JIS Rating)

31 m Tower(2-Rope Reevings)

HMRated Loads for Tower Crane Unit:ton
Working Jib length(m)
radius 19m 22m 25m 28m
(m) 90" 80’ 70° 60* 90" 80 70° 60" 90 80" 10 60" 90* 80 70" 60°
8.4 13.00
9.0 13.00 U2m <130k
10.0 3.00 13.00 [0ImX 130 [0S % T07]
12.0 3.00 13.00 12.95 10.75
14.0 1.70 11.65 11.55 10.75
16.0 10.10 9.35 10.05 [173mx852 10.00 9.95
8.0 860 | 820 885 | 810 8.75 |1B5m+irt 8.70 [198m <6
20.0 6.85 | 7.20 760 | 7.15 .70 | 7.05 765 | 685
22.0 Nim=813t|  6.40 6.25 6.35 6.70 6.25 6.80 6.20
24.0 5.75 5.15 Afm32t) 570 |[Bim< 45t 565 [ 5.65 5.95 5.55
26.0 5.25 4.70 5.20 4.60 4.65 | 5.10 |[Zimx42t 5.10 5.05
28.0 Bim¥320| 4.25 4.75 4.20 Bimxddn| 4.65 4.10 4.35 4.60 [Zimx38t
30.0 390 [313mx313t BAlmx40t| 3.85 425 | 375 Aimx3%t| 4.20 | 3.70
320 mx3%|  3.20 355 |Bim:2% Nm=3%t| 345 38 | 340
340 2.95 3.30 2.85 3.20 [%fme251t 3.60 3.10
36.0 2.15 Alm*3B| 2.65 2.95 2.55 Winx35t) 290 |3Imx2¥t]
38.0 2.50 Ulmx285t| 2.40 2.70 2.
40.0 Bmx 24t 2.20 Wmx250t[ 2,15
420 dimx210 2.00
44.0 1.85
44.7 1.80
For notes, refer to those on the 25m tower.
MWorking Ranges
75
70
65
28mijib
25mijib \F
— 65.
22mjib
19mjib ;i\ /f 5 -
E
[Sap— f\_\\ [ » 50 S \
~ % AV AN v 5 Q
; /4 VLY AN A 45 el
s ~ < X L4 o
/ // Wa A X' o
/ A% AN (TN el W 0 8
V1A g
= e ’/.4\"’,"\\ )( AV | 5
|— ';jf’ — 10 ;:,
5 | ==
s WA A
g J 2 25
o / //
3 /] VY 20
w .
: B. 15
—5%' 0
& 5
[ FF—
1.0m 5 10 . 15 20 25 30 35 40 a5 50
n
- Working radius(m)

Working ranges are shown for unloading.



78% Tipping Load (JIS Rating)

34 m Tower(2-Rope Reevings)

B Rated Loads for Tower Crane Unit: ton
Working Jib length(m)
radius 19m 22m 25m 28m
(m) 90 80" 10 60° 90 80° 70° 60" 90" 80° 70 60" 90" 80° 70 60
85 13.00
9.0 13.00 93m 1300t
10.0 13.00 13.00 [Imx 130 T@cm
12.0 13.00 13.00 12.60 10.60
14.0 11.65 11.60 11.40 10.60
16.0 10.10 |165m 8%z 10.05 [178mx&I% 10.00 9.90
18.0 .60 8.05 8.80 8.00 8.75 |I8Im=13%t 8.70
20.0 .85 7.10 760 | 7.05 7.70 6.95 7.65 |23mx6Tt
220 Dimx2t| 6.35 6.25 6.25 6.70 6.15 6.80 6.10
24.0 570 [Blmxdit Bemx520t] 5.65 5.65 5.55 5.95 5.50
26.0 5.15 4.50 510 [%8mxd3h 4.65 5.00 5.10 4.95
28.0 Bom<30t| 4.10 4.65 4.05 Bomxddi| 4.55 |Bimx3ft 4.35 4.50
30.0 3.80 Bimxd%t| 3.70 4.20 3.60 Bimx38| 4.15  [N2mx35
320 350 |328mx240t 3.40 3.85 3.30 3.80 3.25
34.0 Wimx3d| 2.80 3.15 | ¥Smx26t 2imE| 3.05 3.50 3.00
36.0 2.60 im0 250 2.85 |Imx23t Bim 3B 275
e 38.0 35m 285t 2.30 265 | 2.20 255 |BIm 20t
40.0 2.15 Bimx260t] 2.05 240 2.00
42.0 Ddmx 210t 1.90 mx230t| 1.85
44.0 3mx 155t 1.70
46.0 1.60
48.0 Himx 15t
Working Jib length (m)
radius 3Im
(m) 90° 80" 70 60°
:;g g'gg W Working Ranges
14.0 8.60
16.0 8.15
18.0 740
200 6.75_|Zbm75t L
220 6.20 5.40
24.0 5.65 5.40 3Imjib » 70
26.0 4.95 4.85 .. 1
280 | 430 | 440 i g5 &
300 [ 375 | 405 [ Zmiib i~ [P
320 330 | 370 | 315 2miib 2 A 5 -
34.0 LinaiM| 3.45 2.90 - a
360 320 | 200 19mjib t\ 7
380 295 | 250 n RN 5 55
40.0 BImx2%t| 230 [d13mx]. .
120 215 | 1.70 ~ N X\Q\ - "
44.0 %mx 20| 155
460 45 /\\ A, \

45

48.0 .35 ;

49.1 .30 1.35 / )ﬁ‘\« >

For notes. refer to those on the 25m tower. T 7 ZAIA)
e e

A(f’r
s

>
o
¢ —
w4
L~
[5,1
Height above ground(m)

40
 —
~4 /l 4'
H- — / = 35
1.
% 30
2 il 1L/
-t
g - / 25
o 7
g [ /// 20
2 |H /
w
f 2, 15
D.
. 10
D.
5
1.0m 5 10 . 15 20 25 30 35 40 45 50
un
= Working radius(m)

Working ranges are shown for unloading.
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78% Tipping Load (JIS Rating)

37 m Tower(2-Rope Reevings)

B Rated Loads for Tower Crane Unit: ton
Working Jib length (m)
radius 19m 22m 25m 28m
(m) 90 80° 10° 60° 90 80 10 60° 90 80" 70 60 90" 80" 70° 60
8.5 13.00
9.0 13.00 $imx 1300t
10.0 13.00 13.00 [0z Tmx]
120 13.00 12.75 2.20 10.45
14.0 11.65 11.50 1.05 10.45
16.0 10.10 |170m*85¢ 10.05 9.95 9.75
18.0 8.60 7.95 8.80 |!&3m<7Tt 8.70 [1%8mx700t 8.65
20.0 6.85 7.00 7.60 6.95 765 | 6.85 . 208m¥645¢
220 Dim=55t| 6.25 6.25 6.15 6.70 6.10 6.75 6.00
24.0 5.60 BemAM|  5.55 5.65 5.45 5.95 5.40
26.0 5.10 |AImxi¥t 5.00 |718mx3%t 4.65 4.95 5.10 4.85
28.0 Timx4%t[ 4.00 4.60 3.90 Bimeidit] 450 [Z3mx3Ht 4.35 4.45
30.0 365 4.20 3.55 4.1 3.45 Bimx3Bt| 4.05 [312mx320t
32.0 3.3 3.30 3.80 3.20 3.75 3.10
34.0 Wimx 3N | W3mx 260t 3.05 Wmxift| 295 3.45 2.85
36.0 2.40 280 |®imr23ht 2.70 HEmx3%t) 2.65
38.0 2.25 HimxiBt| 2.15 255 [Rimx<20t 2.45
40.0 HAlmx215 2.00 Rimx2$6t] 1.90 230 [0Imxi )’
42.0 {18m 193 1.75 2.15 1.65
44.0 1.60 1.50
46.0 Uim«15t 1.40
47.7 1.30
Working Jib length(m)
radius 3im
(m) 90 80" 70"
11.8 8.50 1
170 850 HEWorking Ranges
14.0 8.50
16.0 8.15
180 | 740 o
20.0 6.75
22.0 6.20 [Z2!m«530t 3Imjib L % -
24.0 5.70 5.30 i g
260 | 490 | 480 HBiib | Ny 65
28.0 420 | 4.3 5miib \.,g,\ y: -
300 370 | 395 22m jib S
320 | 325 | 365 |midn lgm"'.:b \‘Ib\\\q\ £ 60
340 |Zmeidz| 335 | 205 . ~ <
36.0 3.10 2.55 -~
380 290 | 235 e s DR N NV - 55
40.0 Bin st 220 K\ Q"\ \\>o T
440 190 / NS c ‘.
419 1.85 /) Na DS o N 18 W
For notes. refer to those on the 25m tower. 138 jﬁ @ %)\\i\‘\ o
i 1/ _’,/ o § ! g
4 A. 23] 49
| = B ' A o o
A ]
1 - - ¥ F
? k )]
I/ /4
L J 4 k' -
ML
c
3 ; / 25
e\
.§ P 20
m -
%. 15
%.
> 10
B. .
faa ]
1.0m 5 10 15 20 % 0 % 40 &5 %N
uwn
= Working radius(m)

34

Working ranges are shown for unloading.



78% Tipping Load (JIS Rating)

40 m Tower(2-Rope Reevings)

M Rated Loads for Tower Crane

Unit:ton

Working Jib length{m)

radius 19m 22m 25m 28m
(m) 90" 80" 0" 60" o0 80" 70" 60° 90" 80" 0 60° a0 80" 0
8.6 3.00
9.0 3.00 U130t

100 3 13.00 02m 1225 110m X105

12.0 12.85 12.35 11.85 10.35

14.0 11.60 1.20 10.75 10.35

6.0 10.05_| 17Em 80t 0.00 9.85 950
0 865 | 1.85 B.80 | TEm~15t 8.70 B85

20.0 6.85 | 690 760 | 6.80 7.65 | Almx6ht T60_| 2m*bilt

220 |@im6%t| 6.15 625 | 6.05 6.70 | 595 6.75 | 590

240 550 Limf| 545 565 | 535 595 | 5.0

26.0 500 | Zim 3%t 495 465 | 485 510 | 4.80

280 TEm<i5t | 3.80 450 | BBm 381 Eimeidt| 4.40 435 | 4.35

30.0 3.50 4.10 3.40 4.05 | 03mx3%t B4mx3%t|  4.00

320 320 AmriBt| 315 370 | 3.05 365 | Wmil%t

340 295 | Himr 1%t 290 Tim<35t | 2.80 340 | 27
[ 360 Him 2% | 2.20 270 | me 13t 260 305 | 250

380 2.05 im0 | 1.95 240 Zmal] 2.35

40.0 1.90 1.80 2.25 | Wim*15% 2.15

420 DEm e 15t 1.65 Am 2% |__1.50 2.00

44.0 434m 155 1.40 30mx 15t

46.0 1.30

46.3 1.25

Working Jib length (m)
radius 3lm

(m) 90 80 10

19 8.40 :

20 820 HEWorking Ranges

1.0 8.40

16.0 8.15

18.0 7.40 -

200 6.75 3imiib 75

220 6.20 | Zfm 5%t 28miib \’5‘

24.0 565 | 5.20 “"‘_‘25 b 85 0

26.0 485 | 4.70 Lm0 | N r

28.0 4.15 4.25 2Zmjib [N p ~] 55 6

300 360 390 19mjib 7]

320 | 320 | 355 =07 ~ - g

340 |@madlk| 330 | 260 A N = 60

360 305 | 240 ] N % N\

380 285 | 225 N Y &

40.0 RIm¥2me| 2.05 N N \ \< =
| 420 90 /; NONUAN E
e 44.0 1.80 Il / \ 5 a2t - CUNI -
v 459 1.70 i Yy \ A\-ﬁ‘s E
For notes, refer to those on the 25m tower. — L A} "’Yr\ 'RRRE ” 45 5

H 71/-' — T 40 g
LA w4 T :
; 3 £
] // ud =
| 2
B [ r _l// 30 T
2 0
g
E 20
()]
15
10
5
1.0m | 5 10 _[15 20 25 30 35 40 45 50

1.75m

Working radius(m)

Working ranges are shown for unloading.
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78% Tipping Load (JIS Rating)

43 m Tower(2-Rope Reevings)

B Rated Loads for Tower Crane Unit: ton
Working Jib length(m) P
radius 19m 22m 25m ___ 28m 3lm
(m) 90 80" 70" 90" 80 70 90" 80" 10 90° 80 | 700 [ 90" 80° 10
8.6 13.00
9.0 13.00 PEER
10.0 13.00 11.95 103mX 1075 11.1m X365t 115m %83t
12.0 12.40 11.80 10.75 9.65 8.35
14.0 11.30 10.85 10.40 9.60 8.35
16.0 10.05 9.95 9.60 9.15 8.15
18.0 8.65 | 1Bim«765% 8.75 |19imx%e 8.70 8.55 7.40
20.0 6.85 6.75 7.60 6.70 71.65 | Mbmxb3Ht 7.60 | 213mx580t 675 |0 ™
220 Aimxa%t|  6.05 6.25 5.95 6.70 5.85 6.75 5.80 6.20 | 2mx5%t
240 5.40 Domx32At| 535 5.65 5.25 5.95 5.20 5.60 5.10
26.0 4.90 4.85 4.65 4.75 5.10 4.70 4.80 4.60
28.0 450 | Rlm=36% 4.40 | B8me3¥t | BSmeddit| 430 4.35 4.25 4.15 4.15
30.0 Bimxddt| 335 4.05 3.25 395 |316mx2%t | Bd4mx3%t]" 3.90" 2355 | 380 i
320 3.05 Imx38t]  3.00 3.65 290 3.60 |3mx28t| 3.10 350
34.0 2.85 2.75 3.3 2.65 3.30 260 [ RImx36t| 320 [ HOmx2%t
36.0 Himx2 M 2.55 2.45 3.05 2.40 3.00 2.30
38.0 2.35 2.25 Bmx2%t| 2.20 2.75 2.1 \
40.0 Bimx 23k 210 2.05 Tim#260t 0
42.0 41.Imx 206t .90 .15
44.0 NE .65
46.0 .50
46.9 45
For notes, refer to those on the 25m tower.
HWorking Ranges
3Imjib ,
= 5+
28m jib 5
—] 55.'
%5mjib yi\ [,\ '
22mjib 4
‘s‘.
19m jib ﬂp‘*\ \’;5 Wi 65
FARNNNA .
RSN
' : - 55
JODIRRAY L
1.35m ‘ - . 5 50 o o
AN :
—7 /7‘ i . . = ;
;L//‘ | — S
; / 0 2
I 4 o
Y/ :
177 s £
I/ :
AT ?
§ / 25
g
§ 20
o
15
10
5
1.0m 5 10 & 15 20 25 30 35 40 45 50

Working radius(m)

36

Working ranges are shown for unloading.



Tower/Crawler Crane CX700
78% Tipping Load (JIS Rating)

B Crane Ratings (Main Boom in 360° Working Area) Unit:ton
Working Boom length (m)
radius
(m) 9 12 15 18 21 24 27 30 33 36 39 42 45 48 51 54

35 70.00 |3fmxT00
4.0 70.00 | 64.80 |+2mxllt
4.5 5830 | 57.95 [ 57.75 |4Imx%%t
5.0 52.05 | 51.90 [ 51.80 | 51.75 [S3mx41C%t
5.5 44.80 | 4460 | 44.50 | 44.45 | 4435 |3Emx 48t
6.0 3925 | 39.05 | 3895 | 38.90 | 38.80 | 38.70 |6dmxi0Rt|6SmxdlHt
1.0 3140 | 31.20 | 31.05 | 31.00 | 3090 | 30.80 | 30.75 | 30.70 |Iim*21%t
80 2500 | 2585 | 25.70 | 25.65 | 25.55 | 25.45 | 2535 | 2535 | 25.20 | 25.15 |8hmx226lt
9.0 19.25 | 2205 | 21.90 | 21.80 | 21.70 | 21.60 | 21.50 | 21.45 | 21.35 | 21.30 | 21.20 |&ImxI135t|%7m18%02

100 19.15 | 19.00 | 1890 | 1880 | 18.70 | 1860 | 1855 | 18.40 [ 1835 | 1825 | 18.20 | 18.10 [102mx1750t)I07mx 1520t)113m X1
12.0 Ifm* 1500t 14.95 | 14.85 | 14.70 | 1460 | 1450 | 14.45 | 1430 | 14.25 | 1415 | 14.10 | 13.95 | 1385 | 13.75 | 13.00
14.0 1225 | 1215 | 12.00 | 11.90 | 11.75 | 11.70 | 1155 | 11.50 | 11.40 | 11.30 | 11.20 | 11.10 | 10.95 | 10.90

. 16.0 142mx120 10.20 | 10.05 9.95 980 | 975 960 | 950 | 945 935 | 920 | 910 9.00 | 895
18.0 168mx360t| 8.60 848 | 835 | 830 8.10 | 805 7.95 785 | 175 7.65 7.50 7.45
20.0 W4mx78| 7.35 | 720 | T.15 695 | 690 | 6.80 670 | 655 | 645 6.35 | 6.30
22.0 6.45 630 | 6.20 605 | 595 5.85 575 | 565 | 555 5.40 5.35
24.0 5.5 | 5.50 530 | 520 | 5.10 500 | 490 | 480 465 | 4.60
260 Uime3%t| 4.85 470 | 460 | 450 440 | 425 | 415 4.00 3.90
280 Mmx4%t| 420 | 405 | 395 3.85 370 | 3.60 340 | 330
300 BEmx3%t| 365 | 3.50 3.35 320 | 3.05 285 | 280
320 325 | 310 2.95 275 | 265 245 | 2.3
340 Limedli| 275 2.55 240 | 225 2.05 1.95
360 BHlm: 25|  2.25 2.05 1.90 1.70 1.60
380 Jmx20| 175 1.60 1.40 1.30
40.0 : 1.50 1.35

NOTES 1. The rated loads shown do not exceed 78% of tipping load with the machine on firm level ground, and are not less than 1.15 times

over-front stability stipulated by the mobile crane construction standards.

2. To calculate the maximum load that can actually be lifted. deduct weight of all lifting accessories, such as main hook. from figures shown
above.

3. Working radius is the horizontal distance from the swing center to the center of gravity of a lifted load.

4. The counterweight is 23.8ton.

5.Be sure to fully extend the side frames before operating the machine.

6. Correlation between the number of falls, maximum rated loads. hook weights are shown in the table below.

Hook | Hook _ Maximum rated load(t)
capacity| weight —
O ® @ [0 ne R R Al 3] 2] o
\ 700 080 | 700 | 585 | 520 | 455 | 390 | 325 | 260 | 195 [ 130 | -
400 041 400 | 390 | 325 | 260 | 195 | 130 | -
150 0.36 150 | 130 | -
65 0.18 65
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Tower/Crawler Crane CX700
78% Tipping Load (JIS Rating)

M Crane Ratings(Auxiliary Jib in 360° Working Area) Unit:ton
Working Boom Length(m)
radius
(m) 12 15 18 21 24 27 30 33 36 39 42 45 48 51
4.4 6.50
45 6.50

5.0 6.50 6.50
5.5 6.50 6.50 6.50
6.0 6.50 6.50 6.50 [6.Imx550t | 68m 650t
7.0 6.50 6.50 6.50 6.50 6.50 | 72mx<630t | T.Imx650t
8.0 6.50 6.50 6.50 6.50 6.50 6.50 6.50 | 83mx6.50t | 88m »6.50t
9.0 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 [ 33mx650t | 39m 630t
10.0 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 |105mx 650t ) 11.0mx6.50t | 11.5m X 6.50t
12.0 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50

140 |12Tmx<650t| 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50

16.0 15Im<650t| 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50
18.0 179mx650t| 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50
20.0 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.45 6.35 6.20
22.0 A5m<650t| 6.35 6.20 6.10 5.95 5.85 5.75 5.65 5.50 5.40 5.25
24.0 Bim<5%t| 545 5.35 5.20 5.10 5.00 4.90 4.75 4.65 450
26.0 Bimed%t| 4.75 455 4.45 4.35 4.25 4.10 4.00 3.80
28.0 4.20 4,05 3.95 3.80 3.70 350 3.40 3.20
30.0 Amx4i5t] 360 [ 350 335 3.20 3.00 2.85 2.65
32.0 Nemx345t| 3.05 2.90 2.75 2.55 2.40 2.20
34.0 Rim=280| 255 2.35 2.20 2.05 1.85
36.0 2.20 2.00 1.85 1.70 150
380 1.75 155 1.40

40.0 4 | E [ 7 Bbmx165t] 1.30

NOTES 1.The rated loads shown do not exceed 78% of tipping load with the machine on firm level ground, and are not less than 1.15 times
over-front stability stipulated by the mobile crane construction standards.
2. To calculate the maximum load that can actually be lifted, deduct weight of all lifting accessories. such as main hook, from figures shown
above.

Hook Weight
[ 6.5t Hook | 0.18t |

3. Working radius is the horizontal distance from the swing center to the center of gravity of a lifted load.
4. The counterweight is 23.8ton.
5.Be sure to fully extend the side frames before operating the machine.
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Tower/Crawler Crane CX700
78% Tipping Load (JIS Rating)

B Crane Ratings(Main Boom with Auxiliary Jib in 360° Working Area) Unit:ton
Working Boom Length(m)
radius
(m) 12 15 18 21 24 21 30 3 36 39 42 45 48 51
36 70.00

4.0 64.40 |42mx61.30t
4.5 57.55 57.35 |4Tmx5485t
5.0 51.50 51.40 51.35  [53mx4p65t
55 44.20 44.10 44.05 43.95 |58mx 4040t
6.0 38.65 38.55 38.50 38.40 38.30 | 6.4mx 3465t | 6.9m x 0.9t
70 30.80 30.65 30.60 30.50 30.40 30.35 3030 [75mx2125%t
8.0 25.45 25.30 25.25 25.15 25.05 24.95 24.95 24.80 24.75  [86mx 2220t
9.0 21.65 21.50 21.40 21.30 21.20 21.10 21.05 20.95 20.80 20.80 |3.1mx 1930t |8.Tmx 1850t
10.0 18.75 18,60 18.50 18.40 18.30 18.20 18.15 18.00 17.95 17.85 17.80 17.70  [102mX17.1010.7mX 1
120 [16mx1460t] 14.55 14.45 14.30 14.20 14.10 14.05 13.90 13.85 13.75 13.70 13.55 13.45 13.35

14.0 11.85 11.75 11.60 11.50 11.35 11.30 11.15 11.10 11.00 10.90 10.80 10.70 10.55
16.0 142mx 1165 9.80 9.65 9.55 9.40 9.35 9.20 9.10 9.05 8.95 8.80 8.70 8.60
18.0 168mx920t| 8.20 8.05 7.95 7.90 7.70 1.65 1.55 7.45 1.35 1.25 7.10
20.0 194mX740t|  6.95 6.80 6.75 6.55 6.50 6.40 6.30 6.15 6.05 5.95
22.0 6.05 5.90 5.80 5.65 5.55 545 5.35 5.25 5.15 5.00
24.0 5.15 5.10 4.90 4.80 4.70 4.60 4.50 4.40 4.25
26.0 Wbmx4%t| 445 4.30 4.20 4.10 4.00 3.85 3.75 3.60
280 N2mx415t)  3.80 3.65 3.55 3.45 3.30 3.20 3.00
30.0 28mx340t| 325 3.10 295 2.80 265 245
320 2.85 2.70 255 2.35 2.25 205
34.0 Rimx27t| 235 2.15 2.00 1.85 1.65
36.0 HImx215t| 1.85 1.65 1.50 1.30
38.0 Fomx160t|  1.35

NOTES 1. The rated loads shown do not exceed 78% of tipping load with the machine on firm level ground, and are not less than 1.15 times

over-front stability stipulated by the mobile crane construction standards.

2. To calculate the maximum load that can actually be lifted. deduct weight of all lifting accessories, such as main hook, from figures shown
above.

3. Working radius is the horizontal distance from the swing center to the center of gravity of a lifted load.

4. The counterweight is 23.8ton.

5.Be sure to fully extend the side frames before operating the machine.

6. Correlation between the number of falls, maximum rated loads. hook weights are shown in the table below.

Hook | Hook Maximum rated load(t)
capacity | weight =
® @ " [ 0% on|MEm vk clBselrs | 3% 2 | i
® 70.0 0.80 700 | 585 | 520 | 455 | 39.0 | 325 | 260 | 195 | 130 | —
40.0 0.41 40.0 | 390 | 325 | 26.0 | 195 | 130 —
15.0 0.36 150 | 13.0 -
6.5 0.18 6.5
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Tower/Crawler Crane CX700
78% Tipping Load (JIS Rating)

B Crane Ratings(Jib in 360° Working Area) Unit: ton
Boom length(m) 21 30
Jib length(m) 135 18 135 18
Offset angle
?.::,m“ : 10 30 10 30 10 30 10 30 10 30 10 30
9.4 6.50
10.0 6.50 11.0m<6.50¢ 6.50 115m X650t
12.0 6.50 12.1m =650t 6.50 126m>5.90t 6.50 127m= 650 6.50 13.1m *5.50t
14.0 6.50 6.50 6.50 15.0m = 6.50t 5.70 6.50 6.50 6.50 15.6m «6.50t 5.80
16.0 6.50 6.50 6.50 6.50 5.40 17.9m «4.30t 6.50 6.50 6.50 6.50 5.50
18.0 6.50 6.50 6.50 6.25 5.15 4,30 6.50 6.50 6.50 6.35 5.25 185m < 4.30t
200 6.50 6.50 6.50 5.85 4.95 4.15 6.50 6.50 6.50 6.00 5.05 4.20
22.0 6.40 6.50 6.50 5.55 4.75 4.05 6.30 6.45 6.50 5.70 4.85 4.10
24.0 5.60 5.70 5.80 5.25 4.55 3.95 5.55 5.65 5.70 5.40 4,65 4.00
26.0 4.95 5.05 5.15 5.00 4,40 3.85 4.90 5.00 5.05 5.15 4.50 3.90
280 4.45 4.50 4.60 4,75 4.25 3.65 4.35 4.40 4.50 4.65 4.35 375¢
300 395 4.00 4.10 4,25 4.10 350 390 3.95 4.05 4.15 4.15 3.60
320 3.55 3.60 3.70 3.80 3.80 3.35 3.45 350 3.60 3.75 375 3.45
340 333mx 335t | 338m 325t 3.35 3.40 3.45 3.20 3.10 3.15 3.25 3.35 3.35 3.30
36.0 3.05 3.10 3.15 3.10 35.9m 280t 2.80 2.95 3.00 3.05 3.20
380 375m =< 285t 2.80 2.85 2.95 36.4m* 2.0t 2.65 2.70 2.75 2.90
40.0 383Imx 2.5t 2.60 2.65 ® 2.35 240 2.50 2.60
420 41.7m 240t 2.40 NImx 235t | 409m 225t 2.25 2.30
44.0 428m < 225t 2.00 2.05
46.0 AImx 15t | 454m 185t
Boom lengthim 33 BB S VA 36
Jib length(m) 135 18 W 135 18
Offset anglal
Wi 10 30 10 30 10 30 10 30 10 30 10 30
radissim!
10.5 6.50 11.0m 650t
120 6.50 132m =650t | 12Imx650t 13 Im 550t 6.50 13.7m*650t | 126m>550t
14.0 6.50 6.50 6.50 5.85 6.50 6.50 6.50 142m <550t
16.0 6.50 6.50 6.50 16.Jm * 6,50t 5.60 6.50 6.50 6.50 16.7m * 650t 5.65
18.0 6.50 6.50 6.50 6.50 5.35 190m =430t 6.50 6.50 6.50 6.50 5.45 195m <425t
20.0 6.50 6.50 6.50 615 | 515 | 420 6.50 6.50 6.50 6.25 5.20 4.25
22.0 6.15 6.35 6.35 5.85 4.95 4.10 6.05 6.25 6.25 5.95 5.05 4.15
24.0 5.35 5.55 5.55 5.55 4.75 4.00 5.30 5.45 5.45 5.70 4.85 4.05
26.0 4.75 4.85 4.90 5.15 4.60 3.95 4.65 4,80 4.80 5.05 4.70 3.95
28.0 4.20 4.30 4.35 4.55 4.45 3.85 4.10 4.20 4.25 4.45 4.40 3.90
30.0 3.70 3.80 3.85 4.05 4.00 3.70 3.60 3.70 3.75 395 390 3.75
32.0 3.30 3.35 3.45 3.60 3.60 3.55 3.20 3.30 3.35 3.55 3.50 3.60
34.0 2.90 3.00 3.10 3.20 3.20 3.40 2.80 2.85 3.00 3.15 3.10 3.35
36.0 2.60 2.60 2.75 2.90 2.90 3.05 2.45 2.50 2.60 2.75 2.75 3.00
38.0 2.25 2.30 2.45 2.55 260 215 2.10 2.15 2.30 2.45 2.45 2.65
40.0 BSmx2.20t | 390m=x 215 2.15 2.25 2.30 245 1.85 1.85 2.00 2.10 2.15 2.35
42.0 1.90 1.95 2.05 2.15 ALIm« 170t | 41.6m= 165t 1.75 1.85 1.90 2.05
44.0 427m> 185t | 435mx 1.75¢ 1.80 1.90 1.55 1.60 1.65 1.80
46.0 1.60 1.65 45.3mx 140t 1.35 1.45 1.55
48.0 46%m ~1.50t 1.45 46.Im>1.35% 1.35

10
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Tower/Crawler Crane CX700
78% Tipping Load(JIS Rating)

ECrane Ratings(Jib in 360" Working Area) Unit: ton
Boom lengthim) 2 39 42
Jib length(m) 9 135 18 9 135 18
Offsetarge!
";‘;“‘”‘9 10 30 10 30 10 30 10 30 10 30 10 30
radiusim}
116 6.50
120 6.50 13.2m * 650t 121m =650t 13.7m x50t
14.0 6.50 14.3m x6.50t 6.50 14.7m <590t 6.50 148m <650t 6.50 15.3m x5.50t
16.0 6.50 6.50 6.50 17.2m <650t 5.75 6.50 6.50 6.50 17.8m *6.50t 5.80
18.0 6.50 6.50 6.50 6.50 5.50 6.50 6.50 6.50 6.50 5.60
200 6.50 6.50 6.50 6.40 5.30 DImx4z5t 6.50 6.50 6.50 6.50 5.35 0Imx 425t
220 5.95 6.20 6.15 6.10 5.10 4,15 5.85 6.10 6.05 6.20 5.20 4.20
240 5.15 5.35 5.35 5.70 4.95 4.05 5.05 5.30 5.25 5.60 5.00 4.10
26.0 4.50 4.70 4.70 5.00 4.75 4.00 4.40 4.60 4.60 4.90 4,75 4.00
28.0 3.95 4.10 4.15 4.40 4.30 3.90 3.85 4.00 4.05 4.30 4.20 3.95
300 3.50 3.60 3.65 3.90 3.80 3.85 3.35 350 3.55 3.80 3.70 3.85
320 3.05 3.15 3.25 3.45 3.40 3.65 2.90 3.05 3.10 3.35 3.25 3.60
340 2.65 2.75 2.85 3.05 3.00 3.25 2.50 2.60 2.70 2.90 2.85 3.20
36.0 2.30 2.35 2.50 2.65 2.65 2.90 2.15 8.25 2.35 2.55 2.50 2.80
38.0 2.00 2.05 2.15 2.30 2.30 2.55 1.80 1.90 2.00 2.20 2.15 2.45
400 1.70 1.75 1.90 2.00 2.00 2.25 1.55 1.60 1.75 1.90 1.85 2.10
420 1.45 1.50 1.65 1.75 1.75 1.95 1.30 1.35 1.45 1.60 1.60 1.80
440 1.40 1.45 1.55 1.70 1.35 1.35 1.55
46.0 1.30 1.45 1.30
Boom length(m) 45 -
Jid length(m) 9 135 R
Otfsetargiet
Warking 10 30 10 30 10 30
radiusim}
12.7 6.50
14.0 6.50 154m 650t | 14.3m <650t 158m x5.50t
16.0 6.50 6.50 6.50 5.85
18.0 6.50 6.50 6.50 18.3m <550t 5.65
20.0 6.50 6.50 6.50 ~6.50 5.45 212mx4.25¢
220 5.75 6.00 5.95 6.30 5.25 4.20
24.0 4.95 5.20 5.15 5.50 5.10 4.10
26.0 4.30 4.50 450 4.80 4.60 4.05
28.0 3.70 3.90 3.90 4.20 4.05 3.95
30.0 3.20 3.40 3.40 3.70 355 3.90
32.0 2.70 2.90 2.95 3.25 3.10 3.50
34.0 2.30 2.45 2.55 2.80 2.70 3.05
36.0 1.95 2.10 2.15 2.40 2.30 2.65
38.0 1.65 1.75 1.85 2.05 2.00 2.30
40.0 1.35 1.45 155 1.75 1.70 2.00
42.0 1.30 1.45 1.45 1.70
44.0 1.45

NOTES 1.The rated loads shown do not exceed 78% of tipping load with the machine on firm level ground, and are not less than 1.15 times
over-front stability stipulated by the mobile crane construction standards.
2. To calculate the maximum load that can actually be lifted. deduct weight of all lifting accessories, such as main hook. from figures shown
above.
Hook Weight
[ 65tHook | 0.18t ]

3. Working radius is the horizontal distance from the swing center to the center of gravity of a lifted load.

4. The counterweight is 23.8ton.

5. Be sure to fully extend the side frames before operating the machine.

6. Correlation between the number of falls, maximum rated loads. hook weights are shown in the table below.




Tower/Crawler Crane CX700
78% Tipping Load(JIS Rating)

B Crane Ratings(Main Boom with Jib in 360° Working Area) Unit: ton
[Boom tengtnim 27 30
Jib length(m) 135 18 9 135 18
Otfset angla!
Viorkmg 10 30 10 30 10 30 10 30 10 30 10 30
radiusim)
6.4 34.45 34.00 34.20 33.60 33.85 3305 | 69mx3060t | 69mx3020t | 63m=30.35t | 6Smx 2080t | 6Im=3005t | 69mx 293
7.0 30.05 29.65 29.75 29.25 29.45 28.75 30.05 29.65 29.80 29.25 29.45 28.75
8.0 24.65 24.30 24.40 23.95 24.10 23.50 24.65 24.30 24.40 23.95 24.10 23.50
9.0 20.75 20.50 20.55 20.15 20.25 19.75 20.75 20.45 20.55 20.15 20.25 19.75
10.0 17.85 17.60 17.60 17.30 17.35 16.90 17.85 17.60 17.60 17.30 17.35 16.90
120 13.75 13.55 1350 13.25 13.25 12.95 13.70 1350 13.50 13.25 13.25 12.90
14.0 11.00 10.85 10.80 10.55 10.50 10.25 10.95 10.80 10.75 10.55 10.50 10.25
16.0 9.05 8.90 8.80 8.65 8.55 8.35 9.00 8.85 8.80 8.60 8.55 8.35
18.0 7.55 7.45 7.35 1.20 7.10 6.95 7.50 7.40 7.30 7.15 7.10 6.90
20.0 6.40 6.30 6.20 6.10 5.95 5.80 6.35 6.25 6.15 6.05 5.95 5.80
220 5.50 5.40 5.30 5.20 5.05 4.95 5.45 5.35 5.25 5.15 5.05 490§
24.0 4.75 4.70 4.55 4.50 4.30 4.20 4.70 4.65 4.50 4.40 4.25 410 |
26.0 246mx 455t | 246mx 450t | 246mx 435t | 246mx430t | 26mxdi0t | 246mxd00t 4.10 4.00 3.85 3.75 3.55 3.45
21.2 3.75 3.65 3.50 3.40 3.20 3.15
Boom lengthim) 3 g 36
Jib length(m} 135 18 & -9 135 18
Offsetarge’
Ws,,,,_, 10 30 10 30 10 30 10 30 10 30 10 30
ragus'm!
75 21.00 26.65 26.75 26.25 26.50 25.80
8.0 24.50 24.20 24.30 23.85 24.00 23.40 24.45 24.10 24.20 23.75 23.95 23.35
9.0 20.65 20.35 20.40 20.00 20.15 19.65 20.60 20.30 20.35 19.95 20.10 19.60
10.0 17.70 17.45 1750 17.15 17254 | 16.80 1765 | 1740 | 1745 17.10 17.20 16.75
12.0 13.60 13.40 13.35 13.10 13.15 12.80 13.50 13.30 13.30 13.05 13.10 12.75
14.0 10.80 10.65 10.60 10.40 10.40 10.10 10.75 10.60 10.55 10.35 10.35 10.05
16.0 8.85 8.70 8.65 8.45 8.40 8.20 8.80 8.65 8.60 8.40 8.35 8.15
18.0 7.35 7.25 7.15 7.00 6.95 6.75 7.30 7.15 7.10 6.95 6.90 6.70
20.0 6.20 6.10 600 | 590 5.80 5.65 6:15 |0 6.05 5.95 5.80 5.75 5.55
220 5.30 5.20 5.10 5.00 4.90 4.70 5.20 5.10 5.05 4.90 4.80 4.60
24.0 4.55 4.45 4.35 4.20 4.05 3.90 4.45 4.35 4.25 4.10 3.95 3.80
26.0 3.90 3.80 3.65 3.55 340 3.25 3.75 3.65 3.55 3.40 3.25 3.15 a
28.0 3.30 3.20 3.05 3.00 2.80 2.70 3.15 3.10 2.95 2.85 2.70 2.55
30.0 28mx285t | Z28m>280t | 298mx265 | ABmx255t | M8mx 23t | BBmx230t 2.65 2.60 2.45 2.35 2.20 2.10
320 2.25 2.20 2.05 1.95 1.75 1.70
324 2.15 2.10 1.95 1.90 1.70 1.60

Continued on next page



Tower/Crawler Crane CX700
78% Tipping Load(JIS Rating)

M Crane Ratings(Main Boom with Jib in 360" Working Area) Unit:ton
Boom length(m) 39 42
Jib length(m) 135 18 135 18
Offse: angle!
xﬁ:&n 10 30 10 30 10 30 10 30 10 30 10 30
86 21.90 21.60 21.70 21.30 21.45 20.90
9.0 20.50 20.20 20.30 19.90 20.05 19.50 OImx1950t | 9Imx1950t | 9Imx1950t | 9Im>1950t | .Im<1950t | SImx13.15¢
10.0 17.55 17.30 17.35 17.00 17.10 16.65 17.50 17.25 17.30 16.95 17.05 16.60
120 13.45 13.25 13.25 12.95 13.00 12.65 13.35 13.15 13.15 12.90 12.95 12.60
14.0 10.65 10.50 10.50 10.25 10.25 9.95 10.60 10.40 10.40 10.20 10.20 9.90
16.0 8.70 8.55 8.50 8.30 8.30 8.05 8.60 8.45 8.40 8.25 8.20 7.95
18.0 7.20 7.10 7.00 6.85 6.80 6.60 7.10 7.00 6.95 6.75 6.75 6.50
200 6.05 5.95 5.85 5.70 5.65 5.50 5.95 5.85 5.80 5.65 5.55 5.40
220 5.10 5.00 4.95 4,80 4,70 4,50 5.00 4.90 4.85 4.70 4.60 4.40
24.0 4.35 4.25 4,10 4.00 3.85 3.70 4.20 4.10 4.00 3.85 3.75 3.55
26.0 3.65 3.55 3.40 3.30 3.15 3.00 3.50 3.40 3.30 3.15 3.05 2.90
28.0 3.05 2.95 2.85 2.715 2.60 2.45 2.90 2.80 2.70 2.60 2.45 2.30
300 255 2.45 2.35 2.25 2.10 1.95 2.40 2.30 2.20 2.10 1.95 1.80
320 2.10 2.05 1.0 1.80 1.65 1.55 1.95 1.90 1.75 1.65 1.50 1.40
34.0 1.75 1.70 1.55 1.45 1.30 1.60 1.50 1.35 1.30
350 1.55 1.50 1.35 1.30
Boom lengthim) 45
Jib length(m) 135 18
Otfset angie !
Working 10 30 10 30 10 30
raciusim!
9.7 18.25 17.95 18.05 17.70 17.80 17.35
10.0 17.40 17.15 17.20 16.85 16.95 1650
12.0 13.25 13.05 13.05 12.80 12.85 12.50
14.0 10.50 10.30 10.30 10.05 10.10 9.80
16.0 8.50 8.35 8.30 8.10 8.10 7.85
18.0 7.00 6.85 6.80 6.65 6.60 6.40
20.0 5.85 5.70 5.65 550 | 545 5.2
22.0 4.90 4.75 4.70 4.50 4.45 4.25
24.0 4.05 3.95 3.85 3.70 3.60 3.40
- 26.0 3.35 3.25 3.15 3.00 2.90 2.75
)28.0 2.5 2.65 2.55 240 2.30 2.15
30.0 2.25 2.15 2.05 195 | 180 1.65
320 1.80 1.70 1.60 1.50 1.35
34.0 1.40 1.35

NOTES 1.The rated loads shown do not exceed 78% of tipping load with the machine on firm level ground, and are not less than 1.15 times
over-front stability stipulated by the mobile crane construction standards.
2. To calculate the maximum load that can actually be lifted. deduct weight of all lifting accessories. such as main hook, from figures shown

3. Working radius is the horizontal distance from the swing center to the center of gravity of a lifted load.

above.

4. The counterweight is 23.8ton.
5.Be sure to fully extend the side frames before operating the machine.
6. Correlation between the number of falls. maximum rated loads, hook weights are shown in the table below.

Hook | Hook Maximum rated load (t)
capacity | weight
® i PR R R e B
70.0 0.80 34.45| 325 | 26.0 | 195 | 13.0 =
40.0 0.41 3445 325 | 260 | 195 | 130 | —
15.0 0.36 150 | 13.0 =
6.5 0.18 6.5
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HTower Boom Construction

M Tower Jib Construction

Tower length

Elements (m

25

31

37

£
o

43

_ Jiblength
Elements m)

19 2

3

Lower tower 5m

Lower tower jib 6.5m

Upper tower 2m

Upper tower jib 6.5m

1

1.5m tower insert. Lower

3m tower jib insert

2

1.5m tower insert, Upper

6m tower jib insert

Y [ Y (Y
- ==
XY [Py ) P

o] ==

3m tower insert

6m tower insert

PO || e | | =

—_— = =] =] =

N == = =] =

9m tower insert

9m (B) tower insert

— | | | — | — -] =

— o | | | = =
— ot P | ||| = —

19m

22m

Al

Available

25m

tower jibs
28m

3Im

vav*

B Tower/Crawler Crane Construction

Boom length

Elements (m)

12

15

18

21

3

39

e
~N

45

F3
(==}

51

£

Lower boom 5m

Upper boom dm

1.5m tower insert. Lower

1.5m tower insert, Upper

1
1
1
1

3m boom insert

1
1
1
1
1

6m boom insert

P = | == | =

— | || | —
N == ===

9m boom insert

Im(B)boom insert

1 1

1
1
1
1
1
1
1
1

—_lro| = | =] = =] -] -

1
1
1
1
1
2
1
1

—_ === =] -] -

—_ o= = ===

Py Y [V P [P [ N Y

Available jib

<

Jib length 9m~18m

)

Available aux. jib

|«

==
—

=

|

NOTES: 1.6m boom insert can be replaced with two 3m boom inserts, and 9m boom insert with a combination of 3m an

d 6m boom inserts.

2. When a maximum 43m tower is transformed into a crawler crane by using crane kit, boom length becomes 45m.
3.0ne 9m boom insert must be added to adjust boom length to 48m to 54m.

M Crane Jib Construction

ib len,
Elements s 3(?“”)" s e
Lower jib (4.5m) 1 1 1
Upper jib 4.5m)| 1 1 1
4.5m jib insert 1 2




ICornponent Weights and Dimensions for Transport

Component Weight(t) | Q'ty'|Lengthx WidthxHeight(m) Remarks
. | Basic machine 36.8 1 798 320 340 Including gantry, ropes and side frames. Excluding counter weight.
o3 ,‘i' Basic machine 224 1 6.96 3.20 3.02 Including gantry and ropes. Excluding side frames and counter weight.
: " | Side frame 72 2 593 092 101
Basn: Gantry 1.2 1 3.7 133 062
'machlne Aux.counter weight 0.6 2 069 029 067
Counter weight 74 1 320 062 1.37 Inner
.~ |Counter weight 7.9 1 320 073 137 Center
ng Counter weight 85 1 320 071 148 Outer
. |Lower tower 0.92 1 516 163 1.72
= 1.5m tower insert, Lower 0.45 1 162 153 198
, ~ | 1.5m tower insert, Upper 0.28 1 162 151 152
~ [ 3m boom insert 0.44 1 312 153 161
6m boom insert 0.73 1 612 153 161
- |9m boom insert 0.99 1 912 153 161
xg  [9m(B)boom insert 1.0 1 912 153 162
[ upper tower 0.69 1 271 152 238 Guide roller excluded
. |Swing levers 0.66 1 468 156 079 3 levers included
:er'ﬁg;'e:‘;; Tower stop, right 0.33 1 568 023 032
o | Tower stop, left 0.33 1 568 020 041
| Jib Boom, Lower 0.48 1 6.92 150 098 Jib stop included
g ‘| 3m tower jib insert 0.15 1 308 125 1.09
- |6m tower jib insert 0.26 1 608 125 109
@ 5 Jib boom, Upper 0.43 1 698 1.23 1.07
s Guide Roller 0.09 1 282 079 028
| Hanger(Tower Jib) 0.23 1 144 080 0.70
- |PBridle(Tower Jib) 0.19 1 099 068 062
: Bridle(Tower Boom) 0.28 1 172 069 028
. [I5ton hook 0.36 1 1.3 062 031
: 6.5ton hook 0.18 1 084 030 030




Clamshell ' (@), F40]0)

HEDimensions

Unit:mm
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o
£
| Working radius a
) fa)
M Specifications EClamshell Bucket
Bucket capacity m? 0.8/1.0/1.2 __Capacity(m®) Weight(t) Use
Allowable clamshell gross weight  ton 6.0 0.8 20 Excavation
Boom length m 9~18 1.0 2.45 Excavation
Max.digging depth m 36 1.2 24 Excavation light-duty)
Suspend line speeds m/min #174/37 %7100/65/32 NOTES l.Data is expressed in Sl units, along with conventional
Open/close line speeds _m/min *'74/37 %2 100/65/32 units in( ).
Boom hoist/lower line speeds  m/min *160 %253 2.Other specifications, not shown. are similar to those
0 *21.3/0. for the crane.
ifavelisgoods S TLS/_ 2 1300 3. %1 Data in the bucket mode (%2 crane mode) will vif )
Ground pressure  kPa (kgf/cm?) 79.4(0.81) it Ae doad. A
Operating weight ton| 66.7(9m boom+1.2m* bucket)
EWorking Ranges
Boom length m 9 12 15 18
Boom angle Degree| 35 45 55 65 35 45 55 65 35 45 55 65 35 45 55 65
Working radius m| 88 79 6.7 5.4 11.3 | 10.0 8.4 6.7 13.7 | 121 10.2 79 16.2 | 142 | 119 9.2
Rated load ton| 600 | 6.00 | 600 | 6.00 | 6.00 | 6.00 | 6.00 | 6.00 | 6.00 | 6.00 | 600 | 6.00 | 600 | 600 | 6.00 [ 6.00
Bucket dumping height
08m® bucket m 15 2.7 38 4.6 32 49 6.3 73 49 70 8.7 10.0 6.6 9.1 1.2 | 128
1.0m* bucket m| 1.3 25 36 4.4 3.0 4.7 6.1 7.1 4,7 6.8 85 9.8 6.5 89 11.0 | 126
1.2m* bucket m| 1.1 2.3 34 4.2 28 4.5 5.9 6.9 45 6.6 8.3 9.6 6.2 8.7 108 [ 124
NOTES 1.Rated loads for clamshell do not exceed $0% those for crane.

2. The rated loads shown are upper limits determined by the following equation. Please select a bucket in such a manner that its

rated load does not exceed the rated load shown below, according to kinds of the loads handled.

Rated load = Bucket capacity(m®) X Specific gravity of load(ton/m’) +Bucket weight(ton)

Be careful that brake will be overheated if the bucket is too heavy even within the rated loads.
3. Working radius is the horizontal distance from the swing center to the center of gravity of lifetd load.
4. The bucket weight is 2.45ton.(Max)
5. The counterweight is 23.8ton.
6. Be sure to fully extend the side frames before operating the machine.
7.Free fall using brake will vary with operating conditions such as bucket weight and work cycle. but its height should be within 10m.



Technical Data CX700

BMSTANDARD EQUIPMENT

BASIC MACHINE

Undercarriage

* Crawler-type undercarriage (with 760mm shoes)

+ Side frame extend cylinder(1pc)

Upperstructure

* Front lights(2pcs)

* Rearview mirrors (left and right)
* Hoist drum check mirror

* Centralized lubrication system
(for gantry and swing circle)

* Electric refuel device

* Under-cover(at upperstructure bottom)
« Cab climbing steps

* Ultra slow speed controller

* Drum rotation sensing system

- 23.8ton counterweight

+ Standard tool kit

Cab

* Intermittent-wipers(front and roof windows)
* Washers(front and roof windows)

~Rolled sunshade (roof windows)
unvisor
loor mat

+ Auto-tuning clock radio(AM)

+ Cigarette lighter

+ Ashtray

* Brake mode selector switch (interlocked)
* Work mode selector(interlocked)

* Room light * Electric tilt-type stand
Safety Devices
* Swing lock - Fail safe brake system

* Drum pawl lock
(main and auxiliary hoist, and boom raise)
« Swing alam

FRONT ATTACHMENTS

* Pilot control shut-off lever
+ Before-work check monitor

Crane

* 9m basic boom (lower 5m, upper 4m)
* Boom stop
* Boom angle indicator

* Boom raise rope (¢ 16mm x 135m)
* Moment limiter
* Overhoist prevention device

- 710ton hook (main hook, boom raise, secondary)

* Main hoist rope (¢22mm x215m)
Clamshell

+ 9m basic boom (lower 5m, upper 4m) * Suspend rope ($22mm x 60m) *

* Boom stop * Hydraulic tagline (¢ 10mm x45m rope included)

* Boom angle indicator

* Open/close and suspend rope disengagement
@revention device (for tubular chord boom)

“bpen/close rope ($22mm *x67m) *

and Boom raise rope (¢ 16mm * 135m)

#Q0Open/close and suspend ropes are determined based on 18m

boom length and 12m digging depth.









These specilications are subject to change without notice
illustrations and photos show the standard models, and may or may not include oplional
equipment, accessories, and all standard equipment.
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