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【SPECIFICATION】
■CRANE 
Description Rough terrain crane with maximum lifting capacity 70 ton
●Crane specifi cation
Maximum lifting capacity 70 ton × 2.5 m

Maximum rated lifting 
capacity

 10.0 m Boom  70,000kg × 2.5 m (Parts of line : 16)
 16.9 m Boom  32,000kg × 6.0 m (Parts of line : 7)
 23.8 m Boom  25,000kg × 5.5 m (Parts of line : 5)
 30.7 m Boom  12,500kg × 10.0 m (Parts of line : 4)
 37.6 m Boom  12,000kg × 10.0 m (Parts of line : 4)
 41.5 m Boom  10,000kg × 11.0 m (Parts of line : 4)
 44.5 m Boom  8,000kg × 13.0 m (Parts of line : 4)
 8.3 m Jib  4,000kg   (Parts of line : 1)
 12.9 m Jib  2,500kg   (Parts of line : 1)
 17.5 m Jib  1,500kg   (Parts of line : 1)
Rooster  5,000kg   (Parts of line : 1)

Boom length 10.0m ― 44.5m (6 section)
Fly jib length  8.3m ― 17.5m (3 section, offset 7° ― 60°)
Maximum rated lifting 
height

45.5m (Boom)
62.7m (jib)

Hoisting line 
speed (winch up)

Main winch 160m / min. (at 5th layer)
Auxiliary winch 150m / min. (at 4th layer)

Hoisting hook 
speed (winch up)

Main winch (Parts of line: 16) : 10m / min. (at 5th layer)
Auxiliary winch (Parts of line: 1) : 150m / min. (at 4th layer)

Boom derricking angle 0° ― 84°
Boom derricking time 66s / 0° ― 84°
Boom extending speed 10.0m ― 44.5m / 135s
Slewing speed 1.8min-1

Tail slewing radius 3,550mm
●Equipment and structure
Boom type Round shaped, 6-section hydraulically telescopic type

(Boom section 2 / 3, 4 / 5 / 6 simultaneously operated)

Jib type 3 sections (hydraulically telescopic type 2 / 3 section of simultaneously 
operated) Hydraulic stepless tilting type (offset angles 7° ― 60°)

Boom extension/
retraction equipment Three hydrauric cylinders and wire ropes used together

Jib extension/
retraction equipment Hydrauric cylinder and wire ropes used together

Boom derricking/lowering
equipment

Two hydraulic cylinders of direct acting type with pressure 
compensated fl ow control valve

Winch system
Main & Auxiliary winches

Driven by axial plunger type hoisting motor through planetary gear 
reduction. Controlled independently by respective operating lever.
Equipped with automatic brake.

Slewing equipment
Equipped with Hydraulic motor drive and a planetary gear speed 
reducer (built-in negative brake) Free/Lock change-over model,
High/Low speed switching system.

Slewing bearing Ball bearing type

Outriggers 

Type Hydraulic H-beam type (with fl oat and vertical cylinder in single unit)

Extension 
width

7,600mm (Fully extended)
7,200mm (Intermediately extended)
6,500mm (Intermediately extended)
5,400mm (Intermediately extended)
4,300mm (Intermediately extended)
2,690mm (Fully retracted)

Wire rope for 
hoisting

Main winch Diameter: 18mm×Length: 240m
Auxiliary winch Diameter: 18mm×Length: 131m

●Hydraulic equipment
Oil pump 4 pumps, plunger type

Hydraulic 
motor

Hoisting 
motor Axial plunger type

Slewing 
motor Axial plunger type

Control valve Double acting with integral check and relief valves
Cylinder Double acting type
Oil reservoir capacity 740L
●Safety devices

ACS (Automatic Crane System with Voice alarm),
Slewing automatic stop system,
Boom raise / lower dampening function,
Boom extension / retraction dampening function,
Working range limit mode, Outrigger status detector,
Boom derricking / telescoping holding valve,
Overhoist prevention device, Drum lock device (on auxiliary winch),
Winch holding valve, Automatic winch brake, Winch drum roller,
Hydraulic safety valves, Outrigger lock pins, Slewing lock,
Slewing warning lamp, Hydraulic oil temperature warning device,
Hydraulic oil return fi lter warning device

●Standard equipment
Air conditioner(with cold/warm box), Hydraulic oil cooler,
Working light (on boom, table and cab),
Winch drum turning indication device, Hook for 70 / 48 ton,
Hook for 34 ton, Hook for 5 ton, Winch view camera and color monitor

●Operator's cab
Hydraulic cab suspension, Adjustable steering wheel,
Adjustable suspension seat,
Power Window(external closing switch),
Front windscreen wiper & washer (2 speed wiper),
Roof window wiper & washer, Tea table, Cigarette lighter,
Access step light, Fire extinguisher, Floor mat, AM/FM Radio

●Optional equipment
ACS outside indicator, PA system, Door visor, Searchlight, 
Anemometer

■CARRIER
●Carrier specifi cation
Maximum traveling speed 49km/h
Grade ability (tanθ) 54 % (computed at G.V.W. = 41145 kg) 
Minimum turning radius
(center of extreme outer tire)

 11.6 m (4 wheel steer) 
 6.84 m (8 wheel steer) 

●Engine
Model Mitsubishi 6M70-TLE3A

Type 4 cycle, 6 cylinders, water cooled, direct injection turbo-charged 
diesel engine with intercooling

Piston displacement 12.882L
Max. power 272kW at 2,000min-1

Max. torque 1,510N･m at 1,600min-1

Diesel Fuel recommended by KATO must be used
●Equipment and structure
Drive system 8×4, 8×6

Torque converter Engine mounted 3 elements 
1 stage (with lock up clutch)

Transmission Remote mounted full automatic
Number of speeds 6 forward & 2 reverse speed

Axles

Front - Front 1 Planetary, drive/steer type, Reverse "ELLIOT" type
Front - Rear 2 Planetary, drive/steer type, Reverse "ELLIOT" type
Rear - Front 3 Steer type, Reverse "ELLIOT" type
Rear - Rear 4 Planetary, drive/steer type, Reverse "ELLIOT" type

Suspension Front & Rear Hydro-pneumatic suspension 
Hydraulic locking device with suspension cylinder

Brake system

Service
brake 2 circuit brake 8 wheels internal expanding type

Parking
brake Spring applied, electrically air released parking brake (2&3 Axles)

Auxiliary
brake

Engine brake (Decompression brake)
Hydraulic retarder

Steering
Full hydraulic power steering 
Completely independent front and rear steering
(with automatic rear wheel steering lock system)

Tire size Front 385 / 95 R25 170E ROAD
Rear 385 / 95 R25 170E ROAD

Fuel tank capacity 370 L
Batteries (12V－150AH)×2
●Safety devices

Emergency steering device,
Rear wheel steering lock system (automatic),
Brake fl uid leak warning device, Service brake lock,
Suspension lock, Engine overspeed alarm,
Radiator coolant level warning device,
Air fi lter service warning device, Automatic open/close side mirror

●Standard equipment
Centralized lubricating system, Bypass oil fi lter, 
Aluminum sheet for outrigger, Rear view camera,
Left side view camera

●Optional equipments
Wheel stopper, Right side view camera

■GENERAL Dimensions
Overall length 12,900mm
Overall width  2,990mm 
Overall height  3,740mm
Wheel base  1,500+3,800+1,500=6,800mm

Treads Front  2,540mm
Rear  2,540mm

Passenger capacity One person

Gross vehicle 
mass

Gross 
weight approx. 41,145kg

Front - Front 
1st axle approx. 10,260kg

Front - Rear
2nd axle approx. 10,400kg

Rear - Front
3rd axle approx.  7,965kg

Rear - Rear
4th axle approx. 12,520kg

● Stow the hooks in place before traveling.
● Before you use this machine, read the precautions in the instruction manual thoroughly to 

operate it correctly.
● KATO products and specifi cations are subject to improvements and changes without notice.
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■RATED LIFTING CAPACITY

Working
radius (m)

 (7.6m) 

Outriggers fully extended (over side and over rear)

10.0m
Boom

16.9m
Boom

23.8m
Boom

30.7m
Boom

37.6m
Boom

41.5m
Boom

44.5m
Boom

2.5 70.00* 32.00 25.00 12.50
3.0 61.00* 32.00 25.00 12.50
3.5 55.00* 32.00 25.00 12.50 12.00
4.0 49.20* 32.00 25.00 12.50 12.00 10.00
4.5 44.10 32.00 25.00 12.50 12.00 10.00 8.00
5.0 39.50 32.00 25.00 12.50 12.00 10.00 8.00
5.5 35.70 32.00 25.00 12.50 12.00 10.00 8.00
6.0 32.50 32.00 23.40 12.50 12.00 10.00 8.00
6.5 29.50 29.00 22.00 12.50 12.00 10.00 8.00
7.0 26.80 26.40 20.70 12.50 12.00 10.00 8.00
7.5 24.00 19.50 12.50 12.00 10.00 8.00
8.0 22.00 18.50 12.50 12.00 10.00 8.00
9.0 17.45 16.60 12.50 12.00 10.00 8.00

10.0 14.00 13.85 12.50 12.00 10.00 8.00
11.0 11.45 11.30 12.00 11.10 10.00 8.00
12.0 9.55 9.40 10.45 10.20 9.40 8.00
13.0 8.05 7.90 8.90 9.40 8.70 8.00
14.0 6.65 7.65 8.20 8.00 7.50
15.0 5.60 6.65 7.20 7.40 7.00
16.0 4.75 5.75 6.30 6.55 6.60
17.0 4.00 5.00 5.55 5.80 5.95
18.0 3.35 4.30 4.90 5.15 5.30
19.0 2.80 3.75 4.30 4.55 4.75
20.0 2.30 3.25 3.80 4.00 4.20
21.0 2.80 3.35 3.55 3.75
22.0 2.40 2.95 3.15 3.35
24.0 1.75 2.25 2.50 2.65
26.0 1.20 1.70 1.90 2.05
28.0 1.25 1.45 1.60
30.0 0.85 1.05 1.20
32.0 0.70 0.85
33.0 0.55 0.70
34.0 0.55
Critical 

boom angle ─ ─ ─ ─ 28° 30° 34°

Standard 
hook

for
70*/48 ton for 34 ton

Hook mass 530*/470kg 330kg
Parts of line 16*/10 7 5 4 4 4 4

(Unit : Metric ton)

10.0m ― 44.5m Boom

521-74302001

Working
radius (m)

 (7.2m)  (6.5m) 

Outriggers intermediately extended (over side) Outriggers intermediately extended (over side)

10.0m
Boom

16.9m
Boom

23.8m
Boom

30.7m
Boom

37.6m
Boom

41.5m
Boom

44.5m
Boom

10.0m
Boom

16.9m
Boom

23.8m
Boom

30.7m
Boom

37.6m
Boom

41.5m
Boom

44.5m
Boom

2.5 55.00* 32.00 25.00 12.50 50.00* 32.00 25.00 12.50
3.0 55.00* 32.00 25.00 12.50 50.00* 32.00 25.00 12.50
3.5 50.00* 32.00 25.00 12.50 12.00 46.00 32.00 25.00 12.50 12.00
4.0 46.00 32.00 25.00 12.50 12.00 10.00 42.00 32.00 25.00 12.50 12.00 10.00
4.5 42.00 32.00 25.00 12.50 12.00 10.00 8.00 38.00 32.00 25.00 12.50 12.00 10.00 8.00
5.0 38.50 32.00 25.00 12.50 12.00 10.00 8.00 34.50 32.00 25.00 12.50 12.00 10.00 8.00
5.5 35.00 32.00 25.00 12.50 12.00 10.00 8.00 31.50 32.00 25.00 12.50 12.00 10.00 8.00
6.0 32.00 32.00 23.40 12.50 12.00 10.00 8.00 29.00 31.65 23.40 12.50 12.00 10.00 8.00
6.5 29.50 29.00 22.00 12.50 12.00 10.00 8.00 25.50 26.20 22.00 12.50 12.00 10.00 8.00
7.0 26.80 26.40 20.70 12.50 12.00 10.00 8.00 22.00 22.15 20.70 12.50 12.00 10.00 8.00
7.5 23.35 19.50 12.50 12.00 10.00 8.00 19.10 19.00 12.50 12.00 10.00 8.00
8.0 20.25 18.50 12.50 12.00 10.00 8.00 16.65 16.55 12.50 12.00 10.00 8.00
9.0 15.75 15.60 12.50 12.00 10.00 8.00 13.00 12.90 12.50 12.00 10.00 8.00

10.0 12.65 12.50 12.50 12.00 10.00 8.00 10.45 10.35 11.45 12.00 10.00 8.00
11.0 10.35 10.20 11.30 11.10 10.00 8.00 8.60 8.45 9.50 10.10 10.00 8.00
12.0 8.60 8.50 9.50 10.10 9.40 8.00 7.10 6.95 7.95 8.55 8.80 8.00
13.0 7.25 7.10 8.10 8.65 8.70 8.00 5.90 5.75 6.75 7.30 7.55 7.70
14.0 5.95 6.95 7.50 7.75 7.50 4.70 5.75 6.30 6.55 6.70
15.0 4.95 6.00 6.55 6.80 6.95 3.90 4.90 5.45 5.70 5.90
16.0 4.15 5.15 5.75 5.95 6.15 3.15 4.15 4.75 5.00 5.15
17.0 3.45 4.45 5.00 5.25 5.45 2.55 3.55 4.10 4.35 4.50
18.0 2.85 3.85 4.40 4.65 4.80 2.05 3.00 3.55 3.80 3.95
19.0 2.35 3.30 3.85 4.10 4.25 1.55 2.50 3.05 3.30 3.45
20.0 1.85 2.80 3.35 3.60 3.75 1.15 2.10 2.65 2.85 3.05
21.0 2.40 2.95 3.20 3.35 1.75 2.25 2.50 2.65
22.0 2.05 2.55 2.80 2.95 1.40 1.95 2.15 2.30
24.0 1.40 1.90 2.15 2.30 0.85 1.35 1.60 1.75
26.0 0.90 1.40 1.60 1.75 0.90 1.10 1.25
28.0 0.95 1.15 1.30 0.70 0.85
30.0 0.60 0.80 0.95
32.0 0.60
Critical 

boom angle ─ ─ ─ ─ 30° 36° 39° ─ ─ ─ 25° 40° 43° 47°

Standard 
hook

for
70*/48 ton for 34 ton for

70*/48 ton for 34 ton

Hook mass 530*/470kg 330kg 530*/470kg 330kg
Parts of line 16*/10 7 5 4 4 4 4 16*/10 7 5 4 4 4 4

(Unit : Metric ton)

Working
radius (m)

 (5.4m)  (4.3m)  (2.69m) 

Outriggers intermediately extended (over side) Outriggers intermediately extended (over side) Outriggers completely
retracted (over side)

10.0m
Boom

16.9m
Boom

23.8m
Boom

30.7m
Boom

37.6m
Boom

41.5m
Boom

44.5m
Boom

10.0m
Boom

16.9m
Boom

23.8m
Boom

30.7m
Boom

37.6m
Boom

41.5m
Boom

44.5m
Boom

10.0m
Boom

16.9m
Boom

23.8m
Boom

2.5 50.00* 32.00 25.00 12.50 40.00 32.00 25.00 12.50 20.00 15.00 12.00
3.0 50.00* 32.00 25.00 12.50 40.00 32.00 25.00 12.50 20.00 15.00 12.00
3.5 46.00 32.00 25.00 12.50 12.00 40.00 32.00 25.00 12.50 12.00 18.70 15.00 12.00
4.0 42.00 32.00 25.00 12.50 12.00 10.00 32.00 31.00 25.00 12.50 12.00 10.00 14.60 14.30 12.00
4.5 38.00 32.00 25.00 12.50 12.00 10.00 8.00 25.70 25.30 21.90 12.50 12.00 10.00 8.00 11.70 11.40 10.50
5.0 33.00 31.50 25.00 12.50 12.00 10.00 8.00 20.60 20.30 18.50 12.50 12.00 10.00 8.00 9.60 9.30 8.90
5.5 26.60 26.20 23.50 12.50 12.00 10.00 8.00 17.00 16.70 15.90 12.50 12.00 10.00 8.00 8.00 7.70 7.50
6.0 22.05 21.60 20.30 12.50 12.00 10.00 8.00 14.40 14.00 13.70 12.50 12.00 10.00 8.00 6.80 6.50 6.30
6.5 18.70 18.25 17.70 12.50 12.00 10.00 8.00 12.30 11.90 11.90 12.00 12.00 10.00 8.00 5.80 5.50 5.40
7.0 16.10 15.65 15.60 12.50 12.00 10.00 8.00 10.70 10.30 10.20 10.90 10.80 10.00 8.00 5.00 4.60 4.60
7.5 13.60 13.50 12.50 12.00 10.00 8.00 8.90 8.90 9.70 9.70 10.00 8.00 3.90 3.90
8.0 11.90 11.80 12.50 12.00 10.00 8.00 7.80 7.70 8.70 8.80 8.80 8.00 3.30 3.20
9.0 9.35 9.25 10.35 10.40 10.00 8.00 6.10 6.00 6.90 7.30 7.30 7.40 2.30

10.0 7.50 7.40 8.40 8.80 8.80 8.00 4.80 4.70 5.60 6.10 6.10 6.20 1.30
11.0 6.00 5.90 6.95 7.50 7.50 7.50 3.70 3.55 4.55 5.05 5.20 5.30
12.0 4.85 4.70 5.75 6.30 6.50 6.60 2.80 2.70 3.65 4.20 4.40 4.50
13.0 3.90 3.75 4.75 5.35 5.60 5.75 2.10 1.95 2.90 3.50 3.70 3.80
14.0 2.95 3.95 4.50 4.75 4.95 1.35 2.30 2.85 3.10 3.25
15.0 2.30 3.25 3.80 4.05 4.25 1.75 2.30 2.55 2.75
16.0 1.75 2.70 3.20 3.45 3.65 1.30 1.85 2.10 2.25
17.0 1.25 2.20 2.70 2.95 3.15 1.45 1.70 1.85
18.0 0.80 1.75 2.25 2.50 2.70
19.0 1.35 1.90 2.10 2.30
20.0 1.05 1.55 1.75 1.95
21.0 0.75 1.25 1.45 1.65
22.0 0.95 1.20 1.35
Critical 

boom angle ─ ─ 30° 40° 50° 54° 57° ─ ─ 46° 53° 60° 63° 65° ─ 41° 64°

Standard 
hook

for
70*/48 ton for 34 ton for

48 ton for 34 ton for
48 ton for 34 ton

Hook mass 530*/470kg 330kg 470kg 330kg 470kg 330kg
Parts of line 16*/10 7 5 4 4 4 4 10 7 5 4 4 4 4 10 7 5

(Unit : Metric ton)

Working
radius (m)

Outriggers  extended (over front)

10.0m
Boom

16.9m
Boom

23.8m
Boom

30.7m
Boom

37.6m
Boom

41.5m
Boom

44.5m
Boom

2.5 70.00* 32.00 25.00 12.50
3.0 61.00* 32.00 25.00 12.50
3.5 55.00* 32.00 25.00 12.50 12.00
4.0 49.20* 32.00 25.00 12.50 12.00 10.00
4.5 44.10 32.00 25.00 12.50 12.00 10.00 8.00
5.0 39.50 32.00 25.00 12.50 12.00 10.00 8.00
5.5 35.70 32.00 25.00 12.50 12.00 10.00 8.00
6.0 32.50 32.00 23.40 12.50 12.00 10.00 8.00
6.5 29.50 29.00 22.00 12.50 12.00 10.00 8.00
7.0 26.80 26.40 20.70 12.50 12.00 10.00 8.00
7.5 24.00 19.50 12.50 12.00 10.00 8.00
8.0 22.00 18.50 12.50 12.00 10.00 8.00
9.0 19.00 16.60 12.50 12.00 10.00 8.00

10.0 16.30 14.90 12.50 12.00 10.00 8.00
11.0 13.70 13.60 12.00 11.10 10.00 8.00
12.0 11.50 12.40 10.90 10.20 9.40 8.00
13.0 10.00 11.40 10.00 9.40 8.70 8.00
14.0 10.50 9.20 8.60 8.00 7.50
15.0 9.45 8.50 8.00 7.50 7.00
16.0 8.25 7.80 7.40 7.00 6.60
17.0 7.20 7.30 6.90 6.50 6.20
18.0 6.25 6.80 6.40 6.10 5.80
19.0 5.50 6.30 6.00 5.80 5.40
20.0 4.80 5.80 5.60 5.40 5.10
21.0 5.15 5.30 5.10 4.80
22.0 4.60 5.00 4.80 4.50
24.0 3.70 4.20 4.20 4.00
26.0 2.90 3.45 3.60 3.50
28.0 2.80 3.00 3.10
30.0 2.20 2.50 2.60
32.0 1.70 2.00 2.10
34.0 1.30 1.60 1.70
36.0 1.20 1.30
38.0 0.90 1.00
40.0 0.70
Critical 

boom angle ─ ─ ─ ─  ─ ─ ─

Standard 
hook

for
70*/48 ton for 34 ton

Hook mass 530*/470kg 330kg
Parts of line 16*/10 7 5 4 4 4 4

(Unit : Metric ton)

521-74301001

Based on  ISO 4305
Not exceed 75% of static tipping loads
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44.5m Boom＋8.3m SLJib

44.5m Boom＋12.9m SLJib

521-74304001

521-74303001

 (6.5m) 

Outriggers intermediately extended (over side)

Boom 
angle
(°)

Offset 7° Offset 25° Offset 45° Offset 60°
Working

radius (m)
Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

84 5.8 4.00 8.7 3.50 10.5 2.20 11.5 1.40
80 10.1 4.00 12.8 3.50 14.2 2.20 15.0 1.40
77 13.3 4.00 15.6 3.20 16.9 2.15 17.5 1.40
75 15.4 4.00 17.5 2.90 18.7 2.10 19.2 1.40
73 17.3 3.65 19.2 2.65 20.4 2.05 20.8 1.40
70 19.9 2.80 21.6 2.45 23.0 2.00 23.2 1.40
68 21.4 2.20 23.0 2.05 24.6 1.80 24.7 1.40
65 23.5 1.50 25.2 1.40 26.2 1.35

Critical 
boom angle 64ﾟ 64ﾟ 64ﾟ 67ﾟ

Standard hook for 5 ton (Hook mass : 120kg)
Parts of line 1

 (7.2m) 

Outriggers intermediately extended (over side)

Boom 
angle
(°)

Offset 7° Offset 25° Offset 45° Offset 60°
Working

radius (m)
Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

84 5.8 4.00 8.7 3.50 10.5 2.20 11.5 1.40
80 10.1 4.00 12.8 3.50 14.2 2.20 15.0 1.40
77 13.3 4.00 15.6 3.20 16.9 2.15 17.5 1.40
75 15.4 4.00 17.5 2.90 18.7 2.10 19.2 1.40
73 17.3 3.65 19.2 2.65 20.4 2.05 20.8 1.40
70 19.9 3.20 21.7 2.45 23.0 2.00 23.2 1.40
68 21.5 2.80 23.2 2.25 24.6 1.90 24.7 1.40
65 23.8 2.00 25.6 1.75 26.8 1.70 26.9 1.40
63 25.2 1.60 27.0 1.40 28.1 1.35 28.3 1.35
60 27.4 0.95 29.0 0.90 30.0 0.80

Critical 
boom angle 59ﾟ 59ﾟ 59° 62ﾟ

Standard hook for 5 ton (Hook mass : 120kg)
Parts of line 1

 (5.4m) 

Outriggers intermediately extended (over side)

Boom 
angle
(°)

Offset 7° Offset 25° Offset 45° Offset 60°
Working

radius (m)
Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

84 5.8 4.00 8.7 3.50 10.5 2.20 11.4 1.40
80 10.1 4.00 12.8 3.50 14.2 2.20 15.0 1.40
77 13.3 4.00 15.6 3.20 16.9 2.15 17.5 1.40
75 15.4 3.60 17.5 2.90 18.7 2.10 19.2 1.40
73 17.0 2.90 19.0 2.50 20.4 2.05 20.8 1.40
70 19.2 1.95 21.2 1.65 22.7 1.50 23.2 1.40

Critical 
boom angle 69° 69° 69° 69°

Standard hook for 5 ton (Hook mass : 120kg)
Parts of line 1

Boom 
angle
(°)

Outriggers extended （over front）
Offset 7° Offset 25° Offset 45° Offset 60°

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

84 5.8 4.00 8.7 3.50 10.5 2.20 11.5 1.40
80 10.1 4.00 12.8 3.50 14.2 2.20 15.0 1.40
77 13.3 4.00 15.6 3.20 16.9 2.15 17.5 1.40
75 15.4 4.00 17.5 2.90 18.7 2.10 19.2 1.40
73 17.3 3.65 19.2 2.65 20.4 2.05 20.8 1.40
70 19.9 3.20 21.7 2.45 23.0 2.00 23.2 1.40
68 21.5 2.85 23.2 2.25 24.6 1.90 24.7 1.40
65 24.0 2.50 25.6 2.05 26.9 1.80 26.9 1.40
63 25.5 2.20 27.1 1.80 28.3 1.65 28.3 1.40
60 27.9 1.95 29.4 1.65 30.4 1.50
57 30.1 1.65 31.6 1.45 32.3 1.35
54 32.3 1.45 33.7 1.30 34.2 1.20
51 34.3 1.25 35.7 1.20 36.0 1.15
49 35.6 0.90 36.7 0.85 37.1 0.85
46 37.3 0.50 38.2 0.50 38.6 0.50

Critical 
boom angle 45° 45° 45° 62°

Standard hook for 5 ton (Hook mass : 120kg)
Parts of line 1

 (4.3m) 

Outriggers intermediately extended (over side)

Boom 
angle
(°)

Offset 7° Offset 25° Offset 45° Offset 60°
Working

radius (m)
Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

84 5.8 4.00 8.7 3.50 10.5 2.20 11.5 1.40
80 10.1 4.00 12.8 3.50 14.2 2.20 15.0 1.40
77 13.2 3.45 15.6 2.70 16.9 2.15 17.5 1.40
75 14.8 2.60

Critical 
boom angle 74° 76° 76° 76°

Standard hook for 5 ton (Hook mass : 120kg)
Parts of line 1

 (7.6m) 

Outriggers fully extended (over side and over rear)

Boom 
angle
(°)

Offset 7° Offset 25° Offset 45° Offset 60°
Working

radius (m)
Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

84 6.9 2.50 11.3 2.40 14.1 1.30 15.7 0.70
80 11.6 2.50 15.5 2.25 18.1 1.30 19.1 0.70
77 15.1 2.50 18.6 2.10 20.9 1.30 21.8 0.70
75 17.3 2.50 20.5 2.00 22.7 1.25 23.5 0.70
73 19.4 2.50 22.3 1.85 24.5 1.25 25.2 0.70
70 22.4 2.35 25.0 1.70 27.0 1.20 27.6 0.70
68 24.3 2.10 26.8 1.55 28.7 1.20 29.1 0.70
65 26.9 1.90 29.4 1.40 31.1 1.15 31.3 0.70
63 28.4 1.50 31.1 1.30 32.6 1.10 32.7 0.70
60 30.7 0.95 33.2 0.90 34.6 0.80

Critical 
boom angle 59° 59° 59° 62°

Standard hook for 5 ton (Hook mass : 120kg)
Parts of line 1

 (7.6m) 

Outriggers fully extended (over side and  over rear)

Boom 
angle
(°)

Offset 7° Offset 25° Offset 45° Offset 60°
Working

radius (m)
Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

84 5.8 4.00 8.7 3.50 10.5 2.20 11.5 1.40
80 10.1 4.00 12.8 3.50 14.2 2.20 15.0 1.40
77 13.3 4.00 15.6 3.20 16.9 2.15 17.5 1.40
75 15.4 4.00 17.5 2.90 18.7 2.10 19.2 1.40
73 17.3 3.65 19.2 2.65 20.4 2.05 20.8 1.40
70 19.9 3.20 21.7 2.45 23.0 2.00 23.2 1.40
68 21.5 2.85 23.2 2.25 24.6 1.90 24.7 1.40
65 24.0 2.30 25.6 2.05 26.9 1.80 26.9 1.40
63 25.5 1.80 27.1 1.70 28.3 1.55 28.3 1.40
60 27.5 1.30 29.1 1.20 30.1 1.10
57 29.5 0.75

Critical 
boom angle 56ﾟ 59ﾟ 59ﾟ 62ﾟ

Standard hook for 5 ton (Hook mass : 120kg)
Parts of line 1

 (7.2m) 

Outriggers intermediately extended (over side)

Boom 
angle
(°)

Offset 7° Offset 25° Offset 45° Offset 60°
Working

radius (m)
Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

84 6.9 2.50 11.3 2.40 14.1 1.30 15.5 0.70
80 11.6 2.50 15.5 2.20 18.1 1.30 19.1 0.70
77 15.1 2.50 18.6 2.10 20.9 1.30 21.8 0.70
75 17.3 2.50 20.5 2.00 22.7 1.25 23.5 0.70
73 19.4 2.50 22.3 1.85 24.5 1.25 25.2 0.70
70 22.4 2.35 25.0 1.70 27.0 1.20 27.6 0.70
68 24.3 2.10 26.8 1.55 28.7 1.20 29.1 0.70
65 26.8 1.60 29.4 1.40 31.1 1.15 31.3 0.70
63 28.3 1.25 30.8 1.10 32.5 1.05 32.7 0.70
60 30.5 0.70

Critical 
boom angle 59° 62° 62° 62°

Standard hook for 5 ton (Hook mass : 120kg)
Parts of line 1

 (6.5m) 

Outriggers intermediately extended (over side)

Boom 
angle
(°)

Offset 7° Offset 25° Offset 45° Offset 60°
Working

radius (m)
Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

84 6.9 2.50 11.3 2.40 14.1 1.30 15.5 0.70
80 11.6 2.50 15.5 2.25 18.1 1.30 19.1 0.70
77 15.1 2.50 18.6 2.10 20.9 1.30 21.8 0.70
75 17.3 2.50 20.5 2.00 22.7 1.25 23.5 0.70
73 19.4 2.50 22.3 1.85 24.5 1.25 25.2 0.70
70 22.4 2.30 25.0 1.70 27.0 1.20
68 24.0 1.80 26.8 1.55 28.7 1.20
65 26.3 1.20 29.0 1.00 30.9 0.90

Critical 
boom angle 64° 64° 64° 72°

Standard hook for 5 ton (Hook mass : 120kg)
Parts of line 1

 (5.4m) 

Outriggers intermediately extended (over side)

Boom 
angle
(°)

Offset 7° Offset 25° Offset 45° Offset 60°
Working

radius (m)
Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

84 6.9 2.50 11.3 2.40 14.1 1.30 15.5 0.70
80 11.6 2.50 15.5 2.25 18.1 1.30 19.1 0.70
77 15.1 2.50 18.6 2.10 20.9 1.30 21.8 0.70
75 17.3 2.50 20.5 2.00 22.7 1.25 23.5 0.70
73 19.3 2.35 22.3 1.85 24.5 1.25 25.2 0.70
70 21.8 1.50

Critical 
boom angle 69° 72° 72° 72°

Standard hook for 5 ton (Hook mass : 120kg)
Parts of line 1

 (4.3m) 

Outriggers intermediately extended (over side)

Boom 
angle
(°)

Offset 7° Offset 25° Offset 45° Offset 60°
Working

radius (m)
Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

84 6.9 2.50 11.3 2.40 14.1 1.30 15.5 0.70
80 11.6 2.50 15.5 2.25 18.1 1.30 19.1 0.70
77 15.1 2.50 18.6 2.10 20.9 1.30 21.8 0.70

Critical 
boom angle 76° 76° 76° 76°

Standard hook for 5 ton (Hook mass : 120kg)
Parts of line 1

Boom 
angle
(°)

Outriggers extended （over front）
Offset 7° Offset 25° Offset 45° Offset 60°

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

84 6.9 2.50 11.3 2.40 14.1 1.30 15.7 0.70
80 11.6 2.50 15.5 2.25 18.1 1.30 19.1 0.70
77 15.1 2.50 18.6 2.10 20.9 1.30 21.8 0.70
75 17.3 2.50 20.5 2.00 22.7 1.25 23.5 0.70
73 19.4 2.50 22.3 1.85 24.5 1.25 25.2 0.70
70 22.4 2.35 25.0 1.70 27.0 1.20 27.6 0.70
68 24.3 2.10 26.8 1.55 28.7 1.20 29.1 0.70
65 27.0 1.90 29.4 1.40 31.1 1.15 31.3 0.70
63 28.7 1.70 31.1 1.30 32.6 1.10 32.7 0.70
60 31.1 1.45 33.5 1.20 34.8 1.05
57 33.5 1.30 35.7 1.10 36.8 1.00
54 35.8 1.15 37.8 0.95 38.7 0.90
51 38.0 1.00 39.8 0.85 40.5 0.80
49 39.3 0.75 41.0 0.75 41.6 0.75

Critical 
boom angle 48° 48° 48° 62°

Standard hook for 5 ton (Hook mass : 120kg)
Parts of line 1

Based on  ISO 4305
Not exceed 75% of static tipping loads
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■When the outriggers are not used

Working
radius (m)

Stationary on rubber Pick & carry (less than 2 km/h)

Working
radius (m)

 10.0m Boom  16.9m Boom 23.8m Boom  10.0m Boom  16.9m Boom 23.8m Boom

Over 
front

360°
full 

range

Over 
front

360°
full 

range

Over 
front

360°
full 

range

Over 
front

360°
full 

range

Over 
front

360°
full 

range

Over 
front

360°
full 

range
3.5 16.00 9.00 13.00 6.50 8.00 4.00 12.00 7.00 8.50 5.50 7.00 2.70 3.5 
4.0 16.00 7.00 13.00 6.50 8.00 4.00 11.00 5.70 8.50 4.80 7.00 2.70 4.0 
4.5 14.60 5.70 13.00 5.60 8.00 4.00 10.00 4.60 8.50 4.20 7.00 2.70 4.5 
5.0 13.40 4.60 13.00 4.60 8.00 4.00 9.00 3.80 8.50 3.60 7.00 2.70 5.0 
5.5 12.20 3.80 12.00 3.80 8.00 3.50 8.10 3.20 7.80 3.00 7.00 2.70 5.5 
6.0 11.20 3.20 11.00 3.10 8.00 3.00 7.30 2.60 7.10 2.50 7.00 2.30 6.0 
6.5 10.20 2.70 10.00 2.60 7.60 2.60 6.60 2.10 6.40 2.00 6.30 1.90 6.5 
7.0 9.30 2.20 9.20 2.20 7.30 2.20 5.90 1.70 5.80 1.60 5.70 1.50 7.0 
7.5 8.40 1.80 7.00 5.20 1.15 5.10 7.5 
8.0 7.80 1.40 6.70 4.70 0.75 4.65 8.0 
8.5 7.00 1.10 6.50 4.20 4.15 8.5 
9.0 6.30 6.00 3.75 3.70 9.0 

10.0 5.10 5.00 3.00 2.95 10.0 
11.0 4.20 4.10 2.35 2.30 11.0 
12.0 3.50 3.40 1.75 1.70 12.0 
13.0 2.90 2.80 1.25 1.20 13.0 
14.0 2.30 0.80 14.0 
15.0 1.85 15.0 
16.0 1.45 16.0 
17.0 1.10 17.0 
18.0 0.80 18.0 

Critical 
boom angle ─ ─ ─ 49° 30° 68° ─ ─ ─ 52° 45° 68° Critical 

boom angle
Standard 

hook for 34 ton for 34 ton Standard 
hook

Hook mass 330kg 330kg Hook mass
Parts of line 4 4 Parts of line

(Unit : Metric ton)
521-74306001

44.5m Boom＋17.5m SLJib

521-74305001

 (6.5m) 

Outriggers intermediately extended (over side)

Boom 
angle
(°)

Offset 7° Offset 25° Offset 45° Offset 60°
Working

radius (m)
Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

84 8.0 1.50 13.7 1.00 18.1 0.70 19.9 0.35
80 12.9 1.40 18.2 0.90 22.1 0.65 23.6 0.35
77 16.5 1.25 21.3 0.85 25.0 0.60 26.3 0.35
75 18.7 1.20 23.4 0.85 26.9 0.60 28.0 0.35
73 20.9 1.15 25.5 0.80 28.7 0.60 29.7 0.35
70 24.1 1.05 28.6 0.80 31.3 0.55 32.0 0.35
68 26.2 1.00 30.5 0.75 33.1 0.55 33.5 0.35
65 29.3 0.95 33.2 0.70 35.5 0.55 35.8 0.35

Critical 
boom angle 64° 64° 64° 64°

Standard hook for 5 ton (Hook mass : 120kg)
Parts of line 1

 (7.2m) 

Outriggers intermediately extended (over side)

Boom 
angle
(°)

Offset 7° Offset 25° Offset 45° Offset 60°
Working

radius (m)
Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

84 8.0 1.50 13.7 1.00 18.1 0.70 19.9 0.35
80 12.9 1.40 18.2 0.90 22.1 0.65 23.6 0.35
77 16.5 1.25 21.3 0.85 25.0 0.60 26.3 0.35
75 18.7 1.20 23.4 0.85 26.9 0.60 28.0 0.35
73 20.9 1.15 25.5 0.80 28.7 0.60 29.7 0.35
70 24.1 1.05 28.6 0.80 31.3 0.55 32.0 0.35
68 26.2 1.00 30.5 0.75 33.1 0.55 33.5 0.35
65 29.3 0.95 33.2 0.70 35.5 0.55 35.8 0.35
63 31.3 0.90 35.0 0.70 37.1 0.55 37.2 0.35

Critical 
boom angle 62° 62° 62° 62°

Standard hook for 5 ton (Hook mass : 120kg)
Parts of line 1

 (5.4m) 

Outriggers intermediately extended (over side)

Boom 
angle
(°)

Offset 7° Offset 25° Offset 45° Offset 60°
Working

radius (m)
Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

84 8.0 1.50 13.7 1.00 18.1 0.70 19.9 0.35
80 12.9 1.40 18.2 0.90 22.1 0.65 23.6 0.35
77 16.5 1.25 21.3 0.85 25.0 0.60 26.3 0.35
75 18.7 1.20 23.4 0.85 26.9 0.60 28.0 0.35
73 20.9 1.15 25.5 0.80 28.7 0.60 29.7 0.35

Critical 
boom angle 72° 72° 72° 72°

Standard hook for 5 ton (Hook mass : 120kg)
Parts of line 1

Boom 
angle
(°)

Outriggers extended （over front）
Offset 7° Offset 25° Offset 45° Offset 60°

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

84 8.0 1.50 13.7 1.00 18.1 0.70 19.9 0.35
80 12.9 1.40 18.2 0.90 22.1 0.65 23.6 0.35
77 16.5 1.25 21.3 0.85 25.0 0.60 26.3 0.35
75 18.7 1.20 23.4 0.85 26.9 0.60 28.0 0.35
73 20.9 1.15 25.5 0.80 28.7 0.60 29.7 0.35
70 24.1 1.05 28.6 0.80 31.3 0.55 32.0 0.35
68 26.2 1.00 30.5 0.75 33.1 0.55 33.5 0.35
65 29.3 0.95 33.2 0.70 35.5 0.55 35.8 0.35
63 31.3 0.90 35.0 0.70 37.1 0.55 37.2 0.35
60 34.2 0.85 37.5 0.65 39.3 0.50
57 36.9 0.85 39.9 0.65 41.4 0.50
54 39.4 0.80 42.2 0.60 43.4 0.50
51 41.9 0.75 44.4 0.60 45.1 0.50
49 43.2 0.55 45.7 0.55

Critical 
boom angle 48° 48° 50° 62°

Standard hook for 5 ton (Hook mass : 120kg)
Parts of line 1

 (4.3m) 

Outriggers intermediately extended (over side)

Boom 
angle
(°)

Offset 7° Offset 25° Offset 45° Offset 60°
Working

radius (m)
Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

84 8.0 1.50 13.7 1.00 18.1 0.70 19.9 0.35
80 12.9 1.40 18.2 0.90 22.1 0.65 23.6 0.35
77 16.5 1.25 21.3 0.85 25.0 0.60 26.3 0.35

Critical 
boom angle 76° 76° 76° 76°

Standard hook for 5 ton (Hook mass : 120kg)
Parts of line 1

 (7.6m) 

Outriggers fully extended (over side and  over rear)

Boom 
angle
(°)

Offset 7° Offset 25° Offset 45° Offset 60°
Working

radius (m)
Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

84 8.0 1.50 13.7 1.00 18.1 0.70 19.9 0.35
80 12.9 1.40 18.2 0.90 22.1 0.65 23.6 0.35
77 16.5 1.25 21.3 0.85 25.0 0.60 26.3 0.35
75 18.7 1.20 23.4 0.85 26.9 0.60 28.0 0.35
73 20.9 1.15 25.5 0.80 28.7 0.60 29.7 0.35
70 24.1 1.05 28.6 0.80 31.3 0.55 32.0 0.35
68 26.2 1.00 30.5 0.75 33.1 0.55 33.5 0.35
65 29.3 0.95 33.2 0.70 35.5 0.55 35.8 0.35
63 31.3 0.90 35.0 0.70 37.1 0.55 37.2 0.35
60 34.1 0.70 37.5 0.55 39.3 0.50

Critical 
boom angle 59° 59° 59° 62°

Standard hook for 5 ton (Hook mass : 120kg)
Parts of line 1

Based on  ISO 4305
Not exceed 75% of static tipping loads
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■Notes for the lifting capacity chart
■When the outriggers are used
 1. The lifting capacity chart indicates the maximum load which can 

be lifted by this crane provided it is level and standing on fi rm 
level ground. The values in the chart include the mass of the 
main hook and slings for boom operation, and auxiliary hook 
and slings for jib operation.

  [70 ton hook (mass: 530 kg), 48 ton hook (mass: 470 kg), 34 ton 
hook (mass: 330 kg), 5 ton hook (mass: 120 kg) ]

  Within the chart the fi gures in the area bordered with a thick line 
are based on structural limitations while other figures are 
determined by stability limitations.

 2. The working radii are the actual values allowing for boom and jib 
defl ection. Therefore you must always operate the crane on the 
basis of the working radius.

 3. The jib working radius is based on the jib mounted on the end of 
the 44.5 m boom. When operating at other boom lengths, use 
the boom angle alone as the criterion.

 4. Do not operate the jib when the outriggers are completely retracted.
 5. The lifting capacities for the over sides vary with the outriggers 

extension width. Therefore for each outriggers extension 
condition you should work according the lifting capacity chart.

  Use the front area lifting capacity chart for the front area lifting 
work, and use the lifting capacity chart of outriggers full 
extension for the rear area lifting work.

Outrigger
extension

status

Full extension
(7.6m)

Intermediate 
extension 

(7.2m)

Intermediate 
extension 

(6.5 ― 5.4m)

Intermediate 
extension 

(4.3m)
Full retraction

Area α◦
Only front area 

35 30 25 15 3

 6. The lifting capacity of the rooster sheave is the lifting capacity of 
the boom minus the mass of all attached hook, slings etc. to the 
boom, with an upper limit of 5,000 kg.

  [The hook for use with the rooster sheave is the 5 ton hook 
(mass: 120 kg) with one part of line.]

 7. If the boom length, boom angle, jib length, jib angle and/or 
working radius exceeds the rated value, use the lifting capacity 
for the rated value or for the next one, whichever gives the 
smaller lifting capacity.

 8. If you are working with the boom while the jib is rigged, subtract 
4,300 kg plus the mass of all attached hook, slings, etc. to the 
boom from the each lifting capacity of the boom, with an upper 
limit of 18 ton.

  Do not use the rooster sheave in this situation. And do not 
operate the boom while the jib is rigged, when the outriggers are 
retracted.

  [The main hook for use with the jib rigged is 34 ton hook (mass: 
330 kg).]

 9. In whatever working conditions the corresponding boom critical 
angel is shown in the chart. The crane can tip over if the boom 
is lowered below the critical angle even if unloaded.

  Therefore, never lower the boom below these angles.
 10. If you work with 16 parts of line on the hook (with * marked in 

the lifting capacity chart), use the rooster sheave and sheave 
bracket.

  [The main hook for use with the sheave bracket is the 70 ton 
hook (mass: 530 kg) ]

 11. The standard parts of line for each boom length are as indicated 
in the chart. If you work with a non-standard number of parts of 
line, do not exceed 45.1 kN (4.6 tf) per wire rope respectively.

 12. Crane operation is permissible up to a wind speed of 10 m/s. 
Even in relatively light wind conditions, extra care should be 
taken when handling loads presenting large wind catching areas.

 13. If you work with a load in excess of the lifting capacity or use 
incorrect working procedures, you are risking damaging the crane 
or tipping it over. In such cases, the crane will not be guaranteed.

■When the outriggers are not used
 1. The lifting capacity chart indicates the maximum load the crane 

can lift when its body is level on fi rm level ground with all tires 
inflated to the rated pressure and the suspension cylinder 
completely retracted. The values in the chart include the mass 
of the main hook and slings.

  Within the chart the fi gures in the area bordered with a thick line 
are based on structural limitations while other figures are 
determined by stability limitations.

  [Rated tire pressure: 900 kPa (9.0 kgf/cm2)]
 2. The working radii are the actual values allowing for boom 

defl ection. Therefore you must always operate the crane on the 
basis of the working radius.

 3. The lifting capacity differs between the front area capacity and 
the full range capacity. When slewing from the front to the side, 
take care that the crane could not be over loaded.

Crane operation
Stationary 

crane-on-rubber 
operation

Pick and carry 
operation

Area α◦ 1 1

 4. The lifting capacity of the rooster sheave is the lifting capacity of 
the boom minus the mass of 34 ton hook (mass: 330 kg), with 
an upper limit of 5,000 kg.

  [The hook for use with the rooster sheave is the 5 ton hook 
(mass: 120 kg) with one part of line.]

 5. Do not work with the jib or with a boom length of more than  
23.8 m.

 6. For stationary crane-on-rubber operation, the parking brake and 
brake lock device must be engaged. 

 7. For pick and carry operation, the ultra-slow switch must be 
switched to "ON" and the shift lever set to speed 1.

 8. For pick and carry operation, lower the load to just above the 
ground and keep your speed strictly below 2 km/h to avoid 
swinging the load. 

  Take particular care to avoid sharp turns, sudden starts and 
stops.

 9. Never operate the crane during pick and carry operation. The 
slewing brake must be applied.

 10. If the boom length, boom angle, jib length, jib angle and/or 
working radius exceeds the rated value, use the lifting capacity 
for the rated value or for the next one, whichever gives the 
smaller lifting capacity.

 11. In whatever working conditions the corresponding boom critical 
angel is shown in the chart. The crane can tip over if the boom 
is lowered below the critical angle even if unloaded.

  Therefore, never lower the boom below these angles.
 12. The standard parts of line for each boom length are as indicated 

in the chart. If you work with a non-standard number of parts of 
line, do not exceed 45.1 kN (4.6 tf) per wire rope respectively.

 13. Crane operation is permissible up to a wind speed of 10 m/s. 
Even in relatively light wind conditions, extra care should be 
taken when handling loads presenting large wind catching 
areas.

 14. If you work with a load in excess of the rated lifting capacity or 
use incorrect working procedures, you are risking damaging the 
crane or tipping it over. In such cases, the crane will not be 
guaranteed.
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521-75109000

■WORKING RANGE
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■Minimum path width

Reduced scale: 1/100 Unit (mm)

●Right turn in 4-wheel steering mode ●Right turn in 8-wheel steering mode

・R1=11.60m ・R6=10.23m ・R1=6.84m ・R6=7.71m
(Minimum turning radius) (Turning radius at the rear end of the chassis) (Minimum turning radius) (Turning radius at the rear end of the chassis)

・R2=11.80m ・A=6.13m (Width of entrance) ・R2=7.04m ・R7=6.85m
(Turning radius of extremely ・B=6.13m (Width of wheel exit) (Turning radius of (Turning radius at the rear end of the outermost wheel)
outer tyre) ・C=7.03m (Width of chassis exit) extremely outer tyre) ・R8=3.46m

・R3=12.70m ・D=7.87m (Width of exit at end of boom) ・R3=8.01m (Turning radius of the innermost wheel)
(Chassis turning radius) (Chassis turning radius) ・A0=5.71m (Width of chassis entrance)

・R4=13.54m ・R4=9.05m ・A1=4.52m (Width of wheel entrance)
(Boom end turning radius) (Boom end turning radius) ・B =4.52m (Width of wheel exit)

・R5=7.00m ・R5=3.04m ・C =5.71m (Width of chassis exit)
(Turning radius extremely chassis inner) (Turning radius extremely 

chassis inner)
・D =6.75m (Width of exit at end of boom)

Note: The above values are based on calculations.

■Overall view
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48ton hook

34ton hook

5ton hook

5ton hook

0 ー 84°

Min.:  10000,
Max.: 44500, stroke 34500

Ramp break over angle: 24ﾟ
When the suspension is locked, the height shall be the overall height: - 85 mm.
(Suspension cylinder fully retracted) 

■Overall view

Reduced scale: 1/100 Unit (mm)

9-37, Higashi-ohi 1-chome,Shinagawa-ku, Tokyo, 140-0011, Japan
Tel. : Head Offi ce Tokyo (03) 3458-1111
   Overseas Marketing Department. Tokyo (03) 3458-1115
Fax. : Tokyo (03) 3458-1163
URL http://www.kato-works.co.jp

C03361
 12.2012-1000 (TI) 1

We acquired the "ISO 9001" certifi cation which is
an international standard for quality assurance.

* KATO products and specifi cations are subject to improvements and changes without notice.

Address inquiries to:
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【SPECIFICATION】
■CRANE 
Description Rough terrain crane with maximum lifting capacity 70 ton
●Crane specifi cation
Maximum lifting capacity 70 ton × 2.5 m

Maximum rated lifting 
capacity

 10.0 m Boom  70,000kg × 2.5 m (Parts of line : 16)
 16.9 m Boom  32,000kg × 6.0 m (Parts of line : 7)
 23.8 m Boom  25,000kg × 5.5 m (Parts of line : 5)
 30.7 m Boom  12,500kg × 10.0 m (Parts of line : 4)
 37.6 m Boom  12,000kg × 10.0 m (Parts of line : 4)
 41.5 m Boom  10,000kg × 11.0 m (Parts of line : 4)
 44.5 m Boom  8,000kg × 13.0 m (Parts of line : 4)
 8.3 m Jib  4,000kg   (Parts of line : 1)
 12.9 m Jib  2,500kg   (Parts of line : 1)
 17.5 m Jib  1,500kg   (Parts of line : 1)
Rooster  5,000kg   (Parts of line : 1)

Boom length 10.0m ― 44.5m (6 section)
Fly jib length  8.3m ― 17.5m (3 section, offset 7° ― 60°)
Maximum rated lifting 
height

45.5m (Boom)
62.7m (jib)

Hoisting line 
speed (winch up)

Main winch 160m / min. (at 5th layer)
Auxiliary winch 150m / min. (at 4th layer)

Hoisting hook 
speed (winch up)

Main winch (Parts of line: 16) : 10m / min. (at 5th layer)
Auxiliary winch (Parts of line: 1) : 150m / min. (at 4th layer)

Boom derricking angle 0° ― 84°
Boom derricking time 66s / 0° ― 84°
Boom extending speed 10.0m ― 44.5m / 135s
Slewing speed 1.8min-1

Tail slewing radius 3,550mm
●Equipment and structure
Boom type Round shaped, 6-section hydraulically telescopic type

(Boom section 2 / 3, 4 / 5 / 6 simultaneously operated)

Jib type 3 sections (hydraulically telescopic type 2 / 3 section of simultaneously 
operated) Hydraulic stepless tilting type (offset angles 7° ― 60°)

Boom extension/
retraction equipment Three hydrauric cylinders and wire ropes used together

Jib extension/
retraction equipment Hydrauric cylinder and wire ropes used together

Boom derricking/lowering
equipment

Two hydraulic cylinders of direct acting type with pressure 
compensated fl ow control valve

Winch system
Main & Auxiliary winches

Driven by axial plunger type hoisting motor through planetary gear 
reduction. Controlled independently by respective operating lever.
Equipped with automatic brake.

Slewing equipment
Equipped with Hydraulic motor drive and a planetary gear speed 
reducer (built-in negative brake) Free/Lock change-over model,
High/Low speed switching system.

Slewing bearing Ball bearing type

Outriggers 

Type Hydraulic H-beam type (with fl oat and vertical cylinder in single unit)

Extension 
width

7,600mm (Fully extended)
7,200mm (Intermediately extended)
6,500mm (Intermediately extended)
5,400mm (Intermediately extended)
4,300mm (Intermediately extended)
2,690mm (Fully retracted)

Wire rope for 
hoisting

Main winch Diameter: 18mm×Length: 240m
Auxiliary winch Diameter: 18mm×Length: 131m

●Hydraulic equipment
Oil pump 4 pumps, plunger type

Hydraulic 
motor

Hoisting 
motor Axial plunger type

Slewing 
motor Axial plunger type

Control valve Double acting with integral check and relief valves
Cylinder Double acting type
Oil reservoir capacity 740L
●Safety devices

ACS (Automatic Crane System with Voice alarm),
Slewing automatic stop system,
Boom raise / lower dampening function,
Boom extension / retraction dampening function,
Working range limit mode, Outrigger status detector,
Boom derricking / telescoping holding valve,
Overhoist prevention device, Drum lock device (on auxiliary winch),
Winch holding valve, Automatic winch brake, Winch drum roller,
Hydraulic safety valves, Outrigger lock pins, Slewing lock,
Slewing warning lamp, Hydraulic oil temperature warning device,
Hydraulic oil return fi lter warning device

●Standard equipment
Air conditioner(with cold/warm box), Hydraulic oil cooler,
Working light (on boom, table and cab),
Winch drum turning indication device, Hook for 70 / 48 ton,
Hook for 34 ton, Hook for 5 ton, Winch view camera and color monitor

●Operator's cab
Hydraulic cab suspension, Adjustable steering wheel,
Adjustable suspension seat,
Power Window(external closing switch),
Front windscreen wiper & washer (2 speed wiper),
Roof window wiper & washer, Tea table, Cigarette lighter,
Access step light, Fire extinguisher, Floor mat, AM/FM Radio

●Optional equipment
ACS outside indicator, PA system, Door visor, Searchlight, 
Anemometer

■CARRIER
●Carrier specifi cation
Maximum traveling speed 49km/h
Grade ability (tanθ) 54 % (computed at G.V.W. = 41145 kg) 
Minimum turning radius
(center of extreme outer tire)

 11.6 m (4 wheel steer) 
 6.84 m (8 wheel steer) 

●Engine
Model Mitsubishi 6M70-TLE3A

Type 4 cycle, 6 cylinders, water cooled, direct injection turbo-charged 
diesel engine with intercooling

Piston displacement 12.882L
Max. power 272kW at 2,000min-1

Max. torque 1,510N･m at 1,600min-1

Diesel Fuel recommended by KATO must be used
●Equipment and structure
Drive system 8×4, 8×6

Torque converter Engine mounted 3 elements 
1 stage (with lock up clutch)

Transmission Remote mounted full automatic
Number of speeds 6 forward & 2 reverse speed

Axles

Front - Front 1 Planetary, drive/steer type, Reverse "ELLIOT" type
Front - Rear 2 Planetary, drive/steer type, Reverse "ELLIOT" type
Rear - Front 3 Steer type, Reverse "ELLIOT" type
Rear - Rear 4 Planetary, drive/steer type, Reverse "ELLIOT" type

Suspension Front & Rear Hydro-pneumatic suspension 
Hydraulic locking device with suspension cylinder

Brake system

Service
brake 2 circuit brake 8 wheels internal expanding type

Parking
brake Spring applied, electrically air released parking brake (2&3 Axles)

Auxiliary
brake

Engine brake (Decompression brake)
Hydraulic retarder

Steering
Full hydraulic power steering 
Completely independent front and rear steering
(with automatic rear wheel steering lock system)

Tire size Front 385 / 95 R25 170E ROAD
Rear 385 / 95 R25 170E ROAD

Fuel tank capacity 370 L
Batteries (12V－150AH)×2
●Safety devices

Emergency steering device,
Rear wheel steering lock system (automatic),
Brake fl uid leak warning device, Service brake lock,
Suspension lock, Engine overspeed alarm,
Radiator coolant level warning device,
Air fi lter service warning device, Automatic open/close side mirror

●Standard equipment
Centralized lubricating system, Bypass oil fi lter, 
Aluminum sheet for outrigger, Rear view camera,
Left side view camera

●Optional equipments
Wheel stopper, Right side view camera

■GENERAL Dimensions
Overall length 12,900mm
Overall width  2,990mm 
Overall height  3,740mm
Wheel base  1,500+3,800+1,500=6,800mm

Treads Front  2,540mm
Rear  2,540mm

Passenger capacity One person

Gross vehicle 
mass

Gross 
weight approx. 41,145kg

Front - Front 
1st axle approx. 10,260kg

Front - Rear
2nd axle approx. 10,400kg

Rear - Front
3rd axle approx.  7,965kg

Rear - Rear
4th axle approx. 12,520kg

● Stow the hooks in place before traveling.
● Before you use this machine, read the precautions in the instruction manual thoroughly to 

operate it correctly.
● KATO products and specifi cations are subject to improvements and changes without notice.

5210010101

ROUGH TERRAIN CRANE
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■RATED LIFTING CAPACITY

Working
radius (m)

 (7.6m) 

Outriggers fully extended (over side and over rear)

10.0m
Boom

16.9m
Boom

23.8m
Boom

30.7m
Boom

37.6m
Boom

41.5m
Boom

44.5m
Boom

2.5 70.00* 32.00 25.00 12.50
3.0 61.00* 32.00 25.00 12.50
3.5 55.00* 32.00 25.00 12.50 12.00
4.0 49.20* 32.00 25.00 12.50 12.00 10.00
4.5 44.10 32.00 25.00 12.50 12.00 10.00 8.00
5.0 39.50 32.00 25.00 12.50 12.00 10.00 8.00
5.5 35.70 32.00 25.00 12.50 12.00 10.00 8.00
6.0 32.50 32.00 23.40 12.50 12.00 10.00 8.00
6.5 29.50 29.00 22.00 12.50 12.00 10.00 8.00
7.0 26.80 26.40 20.70 12.50 12.00 10.00 8.00
7.5 24.00 19.50 12.50 12.00 10.00 8.00
8.0 22.00 18.50 12.50 12.00 10.00 8.00
9.0 17.45 16.60 12.50 12.00 10.00 8.00

10.0 14.00 13.85 12.50 12.00 10.00 8.00
11.0 11.45 11.30 12.00 11.10 10.00 8.00
12.0 9.55 9.40 10.45 10.20 9.40 8.00
13.0 8.05 7.90 8.90 9.40 8.70 8.00
14.0 6.65 7.65 8.20 8.00 7.50
15.0 5.60 6.65 7.20 7.40 7.00
16.0 4.75 5.75 6.30 6.55 6.60
17.0 4.00 5.00 5.55 5.80 5.95
18.0 3.35 4.30 4.90 5.15 5.30
19.0 2.80 3.75 4.30 4.55 4.75
20.0 2.30 3.25 3.80 4.00 4.20
21.0 2.80 3.35 3.55 3.75
22.0 2.40 2.95 3.15 3.35
24.0 1.75 2.25 2.50 2.65
26.0 1.20 1.70 1.90 2.05
28.0 1.25 1.45 1.60
30.0 0.85 1.05 1.20
32.0 0.70 0.85
33.0 0.55 0.70
34.0 0.55
Critical 

boom angle ─ ─ ─ ─ 28° 30° 34°

Standard 
hook

for
70*/48 ton for 34 ton

Hook mass 530*/470kg 330kg
Parts of line 16*/10 7 5 4 4 4 4

(Unit : Metric ton)

10.0m ― 44.5m Boom

521-74302001

Working
radius (m)

 (7.2m)  (6.5m) 

Outriggers intermediately extended (over side) Outriggers intermediately extended (over side)

10.0m
Boom

16.9m
Boom

23.8m
Boom

30.7m
Boom

37.6m
Boom

41.5m
Boom

44.5m
Boom

10.0m
Boom

16.9m
Boom

23.8m
Boom

30.7m
Boom

37.6m
Boom

41.5m
Boom

44.5m
Boom

2.5 55.00* 32.00 25.00 12.50 50.00* 32.00 25.00 12.50
3.0 55.00* 32.00 25.00 12.50 50.00* 32.00 25.00 12.50
3.5 50.00* 32.00 25.00 12.50 12.00 46.00 32.00 25.00 12.50 12.00
4.0 46.00 32.00 25.00 12.50 12.00 10.00 42.00 32.00 25.00 12.50 12.00 10.00
4.5 42.00 32.00 25.00 12.50 12.00 10.00 8.00 38.00 32.00 25.00 12.50 12.00 10.00 8.00
5.0 38.50 32.00 25.00 12.50 12.00 10.00 8.00 34.50 32.00 25.00 12.50 12.00 10.00 8.00
5.5 35.00 32.00 25.00 12.50 12.00 10.00 8.00 31.50 32.00 25.00 12.50 12.00 10.00 8.00
6.0 32.00 32.00 23.40 12.50 12.00 10.00 8.00 29.00 31.65 23.40 12.50 12.00 10.00 8.00
6.5 29.50 29.00 22.00 12.50 12.00 10.00 8.00 25.50 26.20 22.00 12.50 12.00 10.00 8.00
7.0 26.80 26.40 20.70 12.50 12.00 10.00 8.00 22.00 22.15 20.70 12.50 12.00 10.00 8.00
7.5 23.35 19.50 12.50 12.00 10.00 8.00 19.10 19.00 12.50 12.00 10.00 8.00
8.0 20.25 18.50 12.50 12.00 10.00 8.00 16.65 16.55 12.50 12.00 10.00 8.00
9.0 15.75 15.60 12.50 12.00 10.00 8.00 13.00 12.90 12.50 12.00 10.00 8.00

10.0 12.65 12.50 12.50 12.00 10.00 8.00 10.45 10.35 11.45 12.00 10.00 8.00
11.0 10.35 10.20 11.30 11.10 10.00 8.00 8.60 8.45 9.50 10.10 10.00 8.00
12.0 8.60 8.50 9.50 10.10 9.40 8.00 7.10 6.95 7.95 8.55 8.80 8.00
13.0 7.25 7.10 8.10 8.65 8.70 8.00 5.90 5.75 6.75 7.30 7.55 7.70
14.0 5.95 6.95 7.50 7.75 7.50 4.70 5.75 6.30 6.55 6.70
15.0 4.95 6.00 6.55 6.80 6.95 3.90 4.90 5.45 5.70 5.90
16.0 4.15 5.15 5.75 5.95 6.15 3.15 4.15 4.75 5.00 5.15
17.0 3.45 4.45 5.00 5.25 5.45 2.55 3.55 4.10 4.35 4.50
18.0 2.85 3.85 4.40 4.65 4.80 2.05 3.00 3.55 3.80 3.95
19.0 2.35 3.30 3.85 4.10 4.25 1.55 2.50 3.05 3.30 3.45
20.0 1.85 2.80 3.35 3.60 3.75 1.15 2.10 2.65 2.85 3.05
21.0 2.40 2.95 3.20 3.35 1.75 2.25 2.50 2.65
22.0 2.05 2.55 2.80 2.95 1.40 1.95 2.15 2.30
24.0 1.40 1.90 2.15 2.30 0.85 1.35 1.60 1.75
26.0 0.90 1.40 1.60 1.75 0.90 1.10 1.25
28.0 0.95 1.15 1.30 0.70 0.85
30.0 0.60 0.80 0.95
32.0 0.60
Critical 

boom angle ─ ─ ─ ─ 30° 36° 39° ─ ─ ─ 25° 40° 43° 47°

Standard 
hook

for
70*/48 ton for 34 ton for

70*/48 ton for 34 ton

Hook mass 530*/470kg 330kg 530*/470kg 330kg
Parts of line 16*/10 7 5 4 4 4 4 16*/10 7 5 4 4 4 4

(Unit : Metric ton)

Working
radius (m)

 (5.4m)  (4.3m)  (2.69m) 

Outriggers intermediately extended (over side) Outriggers intermediately extended (over side) Outriggers completely
retracted (over side)

10.0m
Boom

16.9m
Boom

23.8m
Boom

30.7m
Boom

37.6m
Boom

41.5m
Boom

44.5m
Boom

10.0m
Boom

16.9m
Boom

23.8m
Boom

30.7m
Boom

37.6m
Boom

41.5m
Boom

44.5m
Boom

10.0m
Boom

16.9m
Boom

23.8m
Boom

2.5 50.00* 32.00 25.00 12.50 40.00 32.00 25.00 12.50 20.00 15.00 12.00
3.0 50.00* 32.00 25.00 12.50 40.00 32.00 25.00 12.50 20.00 15.00 12.00
3.5 46.00 32.00 25.00 12.50 12.00 40.00 32.00 25.00 12.50 12.00 18.70 15.00 12.00
4.0 42.00 32.00 25.00 12.50 12.00 10.00 32.00 31.00 25.00 12.50 12.00 10.00 14.60 14.30 12.00
4.5 38.00 32.00 25.00 12.50 12.00 10.00 8.00 25.70 25.30 21.90 12.50 12.00 10.00 8.00 11.70 11.40 10.50
5.0 33.00 31.50 25.00 12.50 12.00 10.00 8.00 20.60 20.30 18.50 12.50 12.00 10.00 8.00 9.60 9.30 8.90
5.5 26.60 26.20 23.50 12.50 12.00 10.00 8.00 17.00 16.70 15.90 12.50 12.00 10.00 8.00 8.00 7.70 7.50
6.0 22.05 21.60 20.30 12.50 12.00 10.00 8.00 14.40 14.00 13.70 12.50 12.00 10.00 8.00 6.80 6.50 6.30
6.5 18.70 18.25 17.70 12.50 12.00 10.00 8.00 12.30 11.90 11.90 12.00 12.00 10.00 8.00 5.80 5.50 5.40
7.0 16.10 15.65 15.60 12.50 12.00 10.00 8.00 10.70 10.30 10.20 10.90 10.80 10.00 8.00 5.00 4.60 4.60
7.5 13.60 13.50 12.50 12.00 10.00 8.00 8.90 8.90 9.70 9.70 10.00 8.00 3.90 3.90
8.0 11.90 11.80 12.50 12.00 10.00 8.00 7.80 7.70 8.70 8.80 8.80 8.00 3.30 3.20
9.0 9.35 9.25 10.35 10.40 10.00 8.00 6.10 6.00 6.90 7.30 7.30 7.40 2.30

10.0 7.50 7.40 8.40 8.80 8.80 8.00 4.80 4.70 5.60 6.10 6.10 6.20 1.30
11.0 6.00 5.90 6.95 7.50 7.50 7.50 3.70 3.55 4.55 5.05 5.20 5.30
12.0 4.85 4.70 5.75 6.30 6.50 6.60 2.80 2.70 3.65 4.20 4.40 4.50
13.0 3.90 3.75 4.75 5.35 5.60 5.75 2.10 1.95 2.90 3.50 3.70 3.80
14.0 2.95 3.95 4.50 4.75 4.95 1.35 2.30 2.85 3.10 3.25
15.0 2.30 3.25 3.80 4.05 4.25 1.75 2.30 2.55 2.75
16.0 1.75 2.70 3.20 3.45 3.65 1.30 1.85 2.10 2.25
17.0 1.25 2.20 2.70 2.95 3.15 1.45 1.70 1.85
18.0 0.80 1.75 2.25 2.50 2.70
19.0 1.35 1.90 2.10 2.30
20.0 1.05 1.55 1.75 1.95
21.0 0.75 1.25 1.45 1.65
22.0 0.95 1.20 1.35
Critical 

boom angle ─ ─ 30° 40° 50° 54° 57° ─ ─ 46° 53° 60° 63° 65° ─ 41° 64°

Standard 
hook

for
70*/48 ton for 34 ton for

48 ton for 34 ton for
48 ton for 34 ton

Hook mass 530*/470kg 330kg 470kg 330kg 470kg 330kg
Parts of line 16*/10 7 5 4 4 4 4 10 7 5 4 4 4 4 10 7 5

(Unit : Metric ton)

Working
radius (m)

Outriggers  extended (over front)

10.0m
Boom

16.9m
Boom

23.8m
Boom

30.7m
Boom

37.6m
Boom

41.5m
Boom

44.5m
Boom

2.5 70.00* 32.00 25.00 12.50
3.0 61.00* 32.00 25.00 12.50
3.5 55.00* 32.00 25.00 12.50 12.00
4.0 49.20* 32.00 25.00 12.50 12.00 10.00
4.5 44.10 32.00 25.00 12.50 12.00 10.00 8.00
5.0 39.50 32.00 25.00 12.50 12.00 10.00 8.00
5.5 35.70 32.00 25.00 12.50 12.00 10.00 8.00
6.0 32.50 32.00 23.40 12.50 12.00 10.00 8.00
6.5 29.50 29.00 22.00 12.50 12.00 10.00 8.00
7.0 26.80 26.40 20.70 12.50 12.00 10.00 8.00
7.5 24.00 19.50 12.50 12.00 10.00 8.00
8.0 22.00 18.50 12.50 12.00 10.00 8.00
9.0 19.00 16.60 12.50 12.00 10.00 8.00

10.0 16.30 14.90 12.50 12.00 10.00 8.00
11.0 13.70 13.60 12.00 11.10 10.00 8.00
12.0 11.50 12.40 10.90 10.20 9.40 8.00
13.0 10.00 11.40 10.00 9.40 8.70 8.00
14.0 10.50 9.20 8.60 8.00 7.50
15.0 9.45 8.50 8.00 7.50 7.00
16.0 8.25 7.80 7.40 7.00 6.60
17.0 7.20 7.30 6.90 6.50 6.20
18.0 6.25 6.80 6.40 6.10 5.80
19.0 5.50 6.30 6.00 5.80 5.40
20.0 4.80 5.80 5.60 5.40 5.10
21.0 5.15 5.30 5.10 4.80
22.0 4.60 5.00 4.80 4.50
24.0 3.70 4.20 4.20 4.00
26.0 2.90 3.45 3.60 3.50
28.0 2.80 3.00 3.10
30.0 2.20 2.50 2.60
32.0 1.70 2.00 2.10
34.0 1.30 1.60 1.70
36.0 1.20 1.30
38.0 0.90 1.00
40.0 0.70
Critical 

boom angle ─ ─ ─ ─  ─ ─ ─

Standard 
hook

for
70*/48 ton for 34 ton

Hook mass 530*/470kg 330kg
Parts of line 16*/10 7 5 4 4 4 4

(Unit : Metric ton)

521-74301001

Based on  ISO 4305
Not exceed 75% of static tipping loads



3

44.5m Boom＋8.3m SLJib

44.5m Boom＋12.9m SLJib

521-74304001

521-74303001

 (6.5m) 

Outriggers intermediately extended (over side)

Boom 
angle
(°)

Offset 7° Offset 25° Offset 45° Offset 60°
Working

radius (m)
Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

84 5.8 4.00 8.7 3.50 10.5 2.20 11.5 1.40
80 10.1 4.00 12.8 3.50 14.2 2.20 15.0 1.40
77 13.3 4.00 15.6 3.20 16.9 2.15 17.5 1.40
75 15.4 4.00 17.5 2.90 18.7 2.10 19.2 1.40
73 17.3 3.65 19.2 2.65 20.4 2.05 20.8 1.40
70 19.9 2.80 21.6 2.45 23.0 2.00 23.2 1.40
68 21.4 2.20 23.0 2.05 24.6 1.80 24.7 1.40
65 23.5 1.50 25.2 1.40 26.2 1.35

Critical 
boom angle 64ﾟ 64ﾟ 64ﾟ 67ﾟ

Standard hook for 5 ton (Hook mass : 120kg)
Parts of line 1

 (7.2m) 

Outriggers intermediately extended (over side)

Boom 
angle
(°)

Offset 7° Offset 25° Offset 45° Offset 60°
Working

radius (m)
Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

84 5.8 4.00 8.7 3.50 10.5 2.20 11.5 1.40
80 10.1 4.00 12.8 3.50 14.2 2.20 15.0 1.40
77 13.3 4.00 15.6 3.20 16.9 2.15 17.5 1.40
75 15.4 4.00 17.5 2.90 18.7 2.10 19.2 1.40
73 17.3 3.65 19.2 2.65 20.4 2.05 20.8 1.40
70 19.9 3.20 21.7 2.45 23.0 2.00 23.2 1.40
68 21.5 2.80 23.2 2.25 24.6 1.90 24.7 1.40
65 23.8 2.00 25.6 1.75 26.8 1.70 26.9 1.40
63 25.2 1.60 27.0 1.40 28.1 1.35 28.3 1.35
60 27.4 0.95 29.0 0.90 30.0 0.80

Critical 
boom angle 59ﾟ 59ﾟ 59° 62ﾟ

Standard hook for 5 ton (Hook mass : 120kg)
Parts of line 1

 (5.4m) 

Outriggers intermediately extended (over side)

Boom 
angle
(°)

Offset 7° Offset 25° Offset 45° Offset 60°
Working

radius (m)
Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

84 5.8 4.00 8.7 3.50 10.5 2.20 11.4 1.40
80 10.1 4.00 12.8 3.50 14.2 2.20 15.0 1.40
77 13.3 4.00 15.6 3.20 16.9 2.15 17.5 1.40
75 15.4 3.60 17.5 2.90 18.7 2.10 19.2 1.40
73 17.0 2.90 19.0 2.50 20.4 2.05 20.8 1.40
70 19.2 1.95 21.2 1.65 22.7 1.50 23.2 1.40

Critical 
boom angle 69° 69° 69° 69°

Standard hook for 5 ton (Hook mass : 120kg)
Parts of line 1

Boom 
angle
(°)

Outriggers extended （over front）
Offset 7° Offset 25° Offset 45° Offset 60°

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

84 5.8 4.00 8.7 3.50 10.5 2.20 11.5 1.40
80 10.1 4.00 12.8 3.50 14.2 2.20 15.0 1.40
77 13.3 4.00 15.6 3.20 16.9 2.15 17.5 1.40
75 15.4 4.00 17.5 2.90 18.7 2.10 19.2 1.40
73 17.3 3.65 19.2 2.65 20.4 2.05 20.8 1.40
70 19.9 3.20 21.7 2.45 23.0 2.00 23.2 1.40
68 21.5 2.85 23.2 2.25 24.6 1.90 24.7 1.40
65 24.0 2.50 25.6 2.05 26.9 1.80 26.9 1.40
63 25.5 2.20 27.1 1.80 28.3 1.65 28.3 1.40
60 27.9 1.95 29.4 1.65 30.4 1.50
57 30.1 1.65 31.6 1.45 32.3 1.35
54 32.3 1.45 33.7 1.30 34.2 1.20
51 34.3 1.25 35.7 1.20 36.0 1.15
49 35.6 0.90 36.7 0.85 37.1 0.85
46 37.3 0.50 38.2 0.50 38.6 0.50

Critical 
boom angle 45° 45° 45° 62°

Standard hook for 5 ton (Hook mass : 120kg)
Parts of line 1

 (4.3m) 

Outriggers intermediately extended (over side)

Boom 
angle
(°)

Offset 7° Offset 25° Offset 45° Offset 60°
Working

radius (m)
Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

84 5.8 4.00 8.7 3.50 10.5 2.20 11.5 1.40
80 10.1 4.00 12.8 3.50 14.2 2.20 15.0 1.40
77 13.2 3.45 15.6 2.70 16.9 2.15 17.5 1.40
75 14.8 2.60

Critical 
boom angle 74° 76° 76° 76°

Standard hook for 5 ton (Hook mass : 120kg)
Parts of line 1

 (7.6m) 

Outriggers fully extended (over side and over rear)

Boom 
angle
(°)

Offset 7° Offset 25° Offset 45° Offset 60°
Working

radius (m)
Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

84 6.9 2.50 11.3 2.40 14.1 1.30 15.7 0.70
80 11.6 2.50 15.5 2.25 18.1 1.30 19.1 0.70
77 15.1 2.50 18.6 2.10 20.9 1.30 21.8 0.70
75 17.3 2.50 20.5 2.00 22.7 1.25 23.5 0.70
73 19.4 2.50 22.3 1.85 24.5 1.25 25.2 0.70
70 22.4 2.35 25.0 1.70 27.0 1.20 27.6 0.70
68 24.3 2.10 26.8 1.55 28.7 1.20 29.1 0.70
65 26.9 1.90 29.4 1.40 31.1 1.15 31.3 0.70
63 28.4 1.50 31.1 1.30 32.6 1.10 32.7 0.70
60 30.7 0.95 33.2 0.90 34.6 0.80

Critical 
boom angle 59° 59° 59° 62°

Standard hook for 5 ton (Hook mass : 120kg)
Parts of line 1

 (7.6m) 

Outriggers fully extended (over side and  over rear)

Boom 
angle
(°)

Offset 7° Offset 25° Offset 45° Offset 60°
Working

radius (m)
Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

84 5.8 4.00 8.7 3.50 10.5 2.20 11.5 1.40
80 10.1 4.00 12.8 3.50 14.2 2.20 15.0 1.40
77 13.3 4.00 15.6 3.20 16.9 2.15 17.5 1.40
75 15.4 4.00 17.5 2.90 18.7 2.10 19.2 1.40
73 17.3 3.65 19.2 2.65 20.4 2.05 20.8 1.40
70 19.9 3.20 21.7 2.45 23.0 2.00 23.2 1.40
68 21.5 2.85 23.2 2.25 24.6 1.90 24.7 1.40
65 24.0 2.30 25.6 2.05 26.9 1.80 26.9 1.40
63 25.5 1.80 27.1 1.70 28.3 1.55 28.3 1.40
60 27.5 1.30 29.1 1.20 30.1 1.10
57 29.5 0.75

Critical 
boom angle 56ﾟ 59ﾟ 59ﾟ 62ﾟ

Standard hook for 5 ton (Hook mass : 120kg)
Parts of line 1

 (7.2m) 

Outriggers intermediately extended (over side)

Boom 
angle
(°)

Offset 7° Offset 25° Offset 45° Offset 60°
Working

radius (m)
Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

84 6.9 2.50 11.3 2.40 14.1 1.30 15.5 0.70
80 11.6 2.50 15.5 2.20 18.1 1.30 19.1 0.70
77 15.1 2.50 18.6 2.10 20.9 1.30 21.8 0.70
75 17.3 2.50 20.5 2.00 22.7 1.25 23.5 0.70
73 19.4 2.50 22.3 1.85 24.5 1.25 25.2 0.70
70 22.4 2.35 25.0 1.70 27.0 1.20 27.6 0.70
68 24.3 2.10 26.8 1.55 28.7 1.20 29.1 0.70
65 26.8 1.60 29.4 1.40 31.1 1.15 31.3 0.70
63 28.3 1.25 30.8 1.10 32.5 1.05 32.7 0.70
60 30.5 0.70

Critical 
boom angle 59° 62° 62° 62°

Standard hook for 5 ton (Hook mass : 120kg)
Parts of line 1

 (6.5m) 

Outriggers intermediately extended (over side)

Boom 
angle
(°)

Offset 7° Offset 25° Offset 45° Offset 60°
Working

radius (m)
Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

84 6.9 2.50 11.3 2.40 14.1 1.30 15.5 0.70
80 11.6 2.50 15.5 2.25 18.1 1.30 19.1 0.70
77 15.1 2.50 18.6 2.10 20.9 1.30 21.8 0.70
75 17.3 2.50 20.5 2.00 22.7 1.25 23.5 0.70
73 19.4 2.50 22.3 1.85 24.5 1.25 25.2 0.70
70 22.4 2.30 25.0 1.70 27.0 1.20
68 24.0 1.80 26.8 1.55 28.7 1.20
65 26.3 1.20 29.0 1.00 30.9 0.90

Critical 
boom angle 64° 64° 64° 72°

Standard hook for 5 ton (Hook mass : 120kg)
Parts of line 1

 (5.4m) 

Outriggers intermediately extended (over side)

Boom 
angle
(°)

Offset 7° Offset 25° Offset 45° Offset 60°
Working

radius (m)
Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

84 6.9 2.50 11.3 2.40 14.1 1.30 15.5 0.70
80 11.6 2.50 15.5 2.25 18.1 1.30 19.1 0.70
77 15.1 2.50 18.6 2.10 20.9 1.30 21.8 0.70
75 17.3 2.50 20.5 2.00 22.7 1.25 23.5 0.70
73 19.3 2.35 22.3 1.85 24.5 1.25 25.2 0.70
70 21.8 1.50

Critical 
boom angle 69° 72° 72° 72°

Standard hook for 5 ton (Hook mass : 120kg)
Parts of line 1

 (4.3m) 

Outriggers intermediately extended (over side)

Boom 
angle
(°)

Offset 7° Offset 25° Offset 45° Offset 60°
Working

radius (m)
Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

84 6.9 2.50 11.3 2.40 14.1 1.30 15.5 0.70
80 11.6 2.50 15.5 2.25 18.1 1.30 19.1 0.70
77 15.1 2.50 18.6 2.10 20.9 1.30 21.8 0.70

Critical 
boom angle 76° 76° 76° 76°

Standard hook for 5 ton (Hook mass : 120kg)
Parts of line 1

Boom 
angle
(°)

Outriggers extended （over front）
Offset 7° Offset 25° Offset 45° Offset 60°

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

84 6.9 2.50 11.3 2.40 14.1 1.30 15.7 0.70
80 11.6 2.50 15.5 2.25 18.1 1.30 19.1 0.70
77 15.1 2.50 18.6 2.10 20.9 1.30 21.8 0.70
75 17.3 2.50 20.5 2.00 22.7 1.25 23.5 0.70
73 19.4 2.50 22.3 1.85 24.5 1.25 25.2 0.70
70 22.4 2.35 25.0 1.70 27.0 1.20 27.6 0.70
68 24.3 2.10 26.8 1.55 28.7 1.20 29.1 0.70
65 27.0 1.90 29.4 1.40 31.1 1.15 31.3 0.70
63 28.7 1.70 31.1 1.30 32.6 1.10 32.7 0.70
60 31.1 1.45 33.5 1.20 34.8 1.05
57 33.5 1.30 35.7 1.10 36.8 1.00
54 35.8 1.15 37.8 0.95 38.7 0.90
51 38.0 1.00 39.8 0.85 40.5 0.80
49 39.3 0.75 41.0 0.75 41.6 0.75

Critical 
boom angle 48° 48° 48° 62°

Standard hook for 5 ton (Hook mass : 120kg)
Parts of line 1

Based on  ISO 4305
Not exceed 75% of static tipping loads
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■When the outriggers are not used

Working
radius (m)

Stationary on rubber Pick & carry (less than 2 km/h)

Working
radius (m)

 10.0m Boom  16.9m Boom 23.8m Boom  10.0m Boom  16.9m Boom 23.8m Boom

Over 
front

360°
full 

range

Over 
front

360°
full 

range

Over 
front

360°
full 

range

Over 
front

360°
full 

range

Over 
front

360°
full 

range

Over 
front

360°
full 

range
3.5 16.00 9.00 13.00 6.50 8.00 4.00 12.00 7.00 8.50 5.50 7.00 2.70 3.5 
4.0 16.00 7.00 13.00 6.50 8.00 4.00 11.00 5.70 8.50 4.80 7.00 2.70 4.0 
4.5 14.60 5.70 13.00 5.60 8.00 4.00 10.00 4.60 8.50 4.20 7.00 2.70 4.5 
5.0 13.40 4.60 13.00 4.60 8.00 4.00 9.00 3.80 8.50 3.60 7.00 2.70 5.0 
5.5 12.20 3.80 12.00 3.80 8.00 3.50 8.10 3.20 7.80 3.00 7.00 2.70 5.5 
6.0 11.20 3.20 11.00 3.10 8.00 3.00 7.30 2.60 7.10 2.50 7.00 2.30 6.0 
6.5 10.20 2.70 10.00 2.60 7.60 2.60 6.60 2.10 6.40 2.00 6.30 1.90 6.5 
7.0 9.30 2.20 9.20 2.20 7.30 2.20 5.90 1.70 5.80 1.60 5.70 1.50 7.0 
7.5 8.40 1.80 7.00 5.20 1.15 5.10 7.5 
8.0 7.80 1.40 6.70 4.70 0.75 4.65 8.0 
8.5 7.00 1.10 6.50 4.20 4.15 8.5 
9.0 6.30 6.00 3.75 3.70 9.0 

10.0 5.10 5.00 3.00 2.95 10.0 
11.0 4.20 4.10 2.35 2.30 11.0 
12.0 3.50 3.40 1.75 1.70 12.0 
13.0 2.90 2.80 1.25 1.20 13.0 
14.0 2.30 0.80 14.0 
15.0 1.85 15.0 
16.0 1.45 16.0 
17.0 1.10 17.0 
18.0 0.80 18.0 

Critical 
boom angle ─ ─ ─ 49° 30° 68° ─ ─ ─ 52° 45° 68° Critical 

boom angle
Standard 

hook for 34 ton for 34 ton Standard 
hook

Hook mass 330kg 330kg Hook mass
Parts of line 4 4 Parts of line

(Unit : Metric ton)
521-74306001

44.5m Boom＋17.5m SLJib

521-74305001

 (6.5m) 

Outriggers intermediately extended (over side)

Boom 
angle
(°)

Offset 7° Offset 25° Offset 45° Offset 60°
Working

radius (m)
Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

84 8.0 1.50 13.7 1.00 18.1 0.70 19.9 0.35
80 12.9 1.40 18.2 0.90 22.1 0.65 23.6 0.35
77 16.5 1.25 21.3 0.85 25.0 0.60 26.3 0.35
75 18.7 1.20 23.4 0.85 26.9 0.60 28.0 0.35
73 20.9 1.15 25.5 0.80 28.7 0.60 29.7 0.35
70 24.1 1.05 28.6 0.80 31.3 0.55 32.0 0.35
68 26.2 1.00 30.5 0.75 33.1 0.55 33.5 0.35
65 29.3 0.95 33.2 0.70 35.5 0.55 35.8 0.35

Critical 
boom angle 64° 64° 64° 64°

Standard hook for 5 ton (Hook mass : 120kg)
Parts of line 1

 (7.2m) 

Outriggers intermediately extended (over side)

Boom 
angle
(°)

Offset 7° Offset 25° Offset 45° Offset 60°
Working

radius (m)
Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

84 8.0 1.50 13.7 1.00 18.1 0.70 19.9 0.35
80 12.9 1.40 18.2 0.90 22.1 0.65 23.6 0.35
77 16.5 1.25 21.3 0.85 25.0 0.60 26.3 0.35
75 18.7 1.20 23.4 0.85 26.9 0.60 28.0 0.35
73 20.9 1.15 25.5 0.80 28.7 0.60 29.7 0.35
70 24.1 1.05 28.6 0.80 31.3 0.55 32.0 0.35
68 26.2 1.00 30.5 0.75 33.1 0.55 33.5 0.35
65 29.3 0.95 33.2 0.70 35.5 0.55 35.8 0.35
63 31.3 0.90 35.0 0.70 37.1 0.55 37.2 0.35

Critical 
boom angle 62° 62° 62° 62°

Standard hook for 5 ton (Hook mass : 120kg)
Parts of line 1

 (5.4m) 

Outriggers intermediately extended (over side)

Boom 
angle
(°)

Offset 7° Offset 25° Offset 45° Offset 60°
Working

radius (m)
Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

84 8.0 1.50 13.7 1.00 18.1 0.70 19.9 0.35
80 12.9 1.40 18.2 0.90 22.1 0.65 23.6 0.35
77 16.5 1.25 21.3 0.85 25.0 0.60 26.3 0.35
75 18.7 1.20 23.4 0.85 26.9 0.60 28.0 0.35
73 20.9 1.15 25.5 0.80 28.7 0.60 29.7 0.35

Critical 
boom angle 72° 72° 72° 72°

Standard hook for 5 ton (Hook mass : 120kg)
Parts of line 1

Boom 
angle
(°)

Outriggers extended （over front）
Offset 7° Offset 25° Offset 45° Offset 60°

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

84 8.0 1.50 13.7 1.00 18.1 0.70 19.9 0.35
80 12.9 1.40 18.2 0.90 22.1 0.65 23.6 0.35
77 16.5 1.25 21.3 0.85 25.0 0.60 26.3 0.35
75 18.7 1.20 23.4 0.85 26.9 0.60 28.0 0.35
73 20.9 1.15 25.5 0.80 28.7 0.60 29.7 0.35
70 24.1 1.05 28.6 0.80 31.3 0.55 32.0 0.35
68 26.2 1.00 30.5 0.75 33.1 0.55 33.5 0.35
65 29.3 0.95 33.2 0.70 35.5 0.55 35.8 0.35
63 31.3 0.90 35.0 0.70 37.1 0.55 37.2 0.35
60 34.2 0.85 37.5 0.65 39.3 0.50
57 36.9 0.85 39.9 0.65 41.4 0.50
54 39.4 0.80 42.2 0.60 43.4 0.50
51 41.9 0.75 44.4 0.60 45.1 0.50
49 43.2 0.55 45.7 0.55

Critical 
boom angle 48° 48° 50° 62°

Standard hook for 5 ton (Hook mass : 120kg)
Parts of line 1

 (4.3m) 

Outriggers intermediately extended (over side)

Boom 
angle
(°)

Offset 7° Offset 25° Offset 45° Offset 60°
Working

radius (m)
Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

84 8.0 1.50 13.7 1.00 18.1 0.70 19.9 0.35
80 12.9 1.40 18.2 0.90 22.1 0.65 23.6 0.35
77 16.5 1.25 21.3 0.85 25.0 0.60 26.3 0.35

Critical 
boom angle 76° 76° 76° 76°

Standard hook for 5 ton (Hook mass : 120kg)
Parts of line 1

 (7.6m) 

Outriggers fully extended (over side and  over rear)

Boom 
angle
(°)

Offset 7° Offset 25° Offset 45° Offset 60°
Working

radius (m)
Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

Working
radius (m)

Load
(ton)

84 8.0 1.50 13.7 1.00 18.1 0.70 19.9 0.35
80 12.9 1.40 18.2 0.90 22.1 0.65 23.6 0.35
77 16.5 1.25 21.3 0.85 25.0 0.60 26.3 0.35
75 18.7 1.20 23.4 0.85 26.9 0.60 28.0 0.35
73 20.9 1.15 25.5 0.80 28.7 0.60 29.7 0.35
70 24.1 1.05 28.6 0.80 31.3 0.55 32.0 0.35
68 26.2 1.00 30.5 0.75 33.1 0.55 33.5 0.35
65 29.3 0.95 33.2 0.70 35.5 0.55 35.8 0.35
63 31.3 0.90 35.0 0.70 37.1 0.55 37.2 0.35
60 34.1 0.70 37.5 0.55 39.3 0.50

Critical 
boom angle 59° 59° 59° 62°

Standard hook for 5 ton (Hook mass : 120kg)
Parts of line 1

Based on  ISO 4305
Not exceed 75% of static tipping loads
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■Notes for the lifting capacity chart
■When the outriggers are used
 1. The lifting capacity chart indicates the maximum load which can 

be lifted by this crane provided it is level and standing on fi rm 
level ground. The values in the chart include the mass of the 
main hook and slings for boom operation, and auxiliary hook 
and slings for jib operation.

  [70 ton hook (mass: 530 kg), 48 ton hook (mass: 470 kg), 34 ton 
hook (mass: 330 kg), 5 ton hook (mass: 120 kg) ]

  Within the chart the fi gures in the area bordered with a thick line 
are based on structural limitations while other figures are 
determined by stability limitations.

 2. The working radii are the actual values allowing for boom and jib 
defl ection. Therefore you must always operate the crane on the 
basis of the working radius.

 3. The jib working radius is based on the jib mounted on the end of 
the 44.5 m boom. When operating at other boom lengths, use 
the boom angle alone as the criterion.

 4. Do not operate the jib when the outriggers are completely retracted.
 5. The lifting capacities for the over sides vary with the outriggers 

extension width. Therefore for each outriggers extension 
condition you should work according the lifting capacity chart.

  Use the front area lifting capacity chart for the front area lifting 
work, and use the lifting capacity chart of outriggers full 
extension for the rear area lifting work.

Outrigger
extension

status

Full extension
(7.6m)

Intermediate 
extension 

(7.2m)

Intermediate 
extension 

(6.5 ― 5.4m)

Intermediate 
extension 

(4.3m)
Full retraction

Area α◦
Only front area 

35 30 25 15 3

 6. The lifting capacity of the rooster sheave is the lifting capacity of 
the boom minus the mass of all attached hook, slings etc. to the 
boom, with an upper limit of 5,000 kg.

  [The hook for use with the rooster sheave is the 5 ton hook 
(mass: 120 kg) with one part of line.]

 7. If the boom length, boom angle, jib length, jib angle and/or 
working radius exceeds the rated value, use the lifting capacity 
for the rated value or for the next one, whichever gives the 
smaller lifting capacity.

 8. If you are working with the boom while the jib is rigged, subtract 
4,300 kg plus the mass of all attached hook, slings, etc. to the 
boom from the each lifting capacity of the boom, with an upper 
limit of 18 ton.

  Do not use the rooster sheave in this situation. And do not 
operate the boom while the jib is rigged, when the outriggers are 
retracted.

  [The main hook for use with the jib rigged is 34 ton hook (mass: 
330 kg).]

 9. In whatever working conditions the corresponding boom critical 
angel is shown in the chart. The crane can tip over if the boom 
is lowered below the critical angle even if unloaded.

  Therefore, never lower the boom below these angles.
 10. If you work with 16 parts of line on the hook (with * marked in 

the lifting capacity chart), use the rooster sheave and sheave 
bracket.

  [The main hook for use with the sheave bracket is the 70 ton 
hook (mass: 530 kg) ]

 11. The standard parts of line for each boom length are as indicated 
in the chart. If you work with a non-standard number of parts of 
line, do not exceed 45.1 kN (4.6 tf) per wire rope respectively.

 12. Crane operation is permissible up to a wind speed of 10 m/s. 
Even in relatively light wind conditions, extra care should be 
taken when handling loads presenting large wind catching areas.

 13. If you work with a load in excess of the lifting capacity or use 
incorrect working procedures, you are risking damaging the crane 
or tipping it over. In such cases, the crane will not be guaranteed.

■When the outriggers are not used
 1. The lifting capacity chart indicates the maximum load the crane 

can lift when its body is level on fi rm level ground with all tires 
inflated to the rated pressure and the suspension cylinder 
completely retracted. The values in the chart include the mass 
of the main hook and slings.

  Within the chart the fi gures in the area bordered with a thick line 
are based on structural limitations while other figures are 
determined by stability limitations.

  [Rated tire pressure: 900 kPa (9.0 kgf/cm2)]
 2. The working radii are the actual values allowing for boom 

defl ection. Therefore you must always operate the crane on the 
basis of the working radius.

 3. The lifting capacity differs between the front area capacity and 
the full range capacity. When slewing from the front to the side, 
take care that the crane could not be over loaded.

Crane operation
Stationary 

crane-on-rubber 
operation

Pick and carry 
operation

Area α◦ 1 1

 4. The lifting capacity of the rooster sheave is the lifting capacity of 
the boom minus the mass of 34 ton hook (mass: 330 kg), with 
an upper limit of 5,000 kg.

  [The hook for use with the rooster sheave is the 5 ton hook 
(mass: 120 kg) with one part of line.]

 5. Do not work with the jib or with a boom length of more than  
23.8 m.

 6. For stationary crane-on-rubber operation, the parking brake and 
brake lock device must be engaged. 

 7. For pick and carry operation, the ultra-slow switch must be 
switched to "ON" and the shift lever set to speed 1.

 8. For pick and carry operation, lower the load to just above the 
ground and keep your speed strictly below 2 km/h to avoid 
swinging the load. 

  Take particular care to avoid sharp turns, sudden starts and 
stops.

 9. Never operate the crane during pick and carry operation. The 
slewing brake must be applied.

 10. If the boom length, boom angle, jib length, jib angle and/or 
working radius exceeds the rated value, use the lifting capacity 
for the rated value or for the next one, whichever gives the 
smaller lifting capacity.

 11. In whatever working conditions the corresponding boom critical 
angel is shown in the chart. The crane can tip over if the boom 
is lowered below the critical angle even if unloaded.

  Therefore, never lower the boom below these angles.
 12. The standard parts of line for each boom length are as indicated 

in the chart. If you work with a non-standard number of parts of 
line, do not exceed 45.1 kN (4.6 tf) per wire rope respectively.

 13. Crane operation is permissible up to a wind speed of 10 m/s. 
Even in relatively light wind conditions, extra care should be 
taken when handling loads presenting large wind catching 
areas.

 14. If you work with a load in excess of the rated lifting capacity or 
use incorrect working procedures, you are risking damaging the 
crane or tipping it over. In such cases, the crane will not be 
guaranteed.
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521-75109000

■WORKING RANGE
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■Minimum path width

Reduced scale: 1/100 Unit (mm)

●Right turn in 4-wheel steering mode ●Right turn in 8-wheel steering mode

・R1=11.60m ・R6=10.23m ・R1=6.84m ・R6=7.71m
(Minimum turning radius) (Turning radius at the rear end of the chassis) (Minimum turning radius) (Turning radius at the rear end of the chassis)

・R2=11.80m ・A=6.13m (Width of entrance) ・R2=7.04m ・R7=6.85m
(Turning radius of extremely ・B=6.13m (Width of wheel exit) (Turning radius of (Turning radius at the rear end of the outermost wheel)
outer tyre) ・C=7.03m (Width of chassis exit) extremely outer tyre) ・R8=3.46m

・R3=12.70m ・D=7.87m (Width of exit at end of boom) ・R3=8.01m (Turning radius of the innermost wheel)
(Chassis turning radius) (Chassis turning radius) ・A0=5.71m (Width of chassis entrance)

・R4=13.54m ・R4=9.05m ・A1=4.52m (Width of wheel entrance)
(Boom end turning radius) (Boom end turning radius) ・B =4.52m (Width of wheel exit)

・R5=7.00m ・R5=3.04m ・C =5.71m (Width of chassis exit)
(Turning radius extremely chassis inner) (Turning radius extremely 

chassis inner)
・D =6.75m (Width of exit at end of boom)

Note: The above values are based on calculations.

■Overall view
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48ton hook

34ton hook

5ton hook

5ton hook

0 ー 84°

Min.:  10000,
Max.: 44500, stroke 34500

Ramp break over angle: 24ﾟ
When the suspension is locked, the height shall be the overall height: - 85 mm.
(Suspension cylinder fully retracted) 

■Overall view

Reduced scale: 1/100 Unit (mm)

9-37, Higashi-ohi 1-chome,Shinagawa-ku, Tokyo, 140-0011, Japan
Tel. : Head Offi ce Tokyo (03) 3458-1111
   Overseas Marketing Department. Tokyo (03) 3458-1115
Fax. : Tokyo (03) 3458-1163
URL http://www.kato-works.co.jp

C03361
 12.2012-1000 (TI) 1

We acquired the "ISO 9001" certifi cation which is
an international standard for quality assurance.

* KATO products and specifi cations are subject to improvements and changes without notice.

Address inquiries to:
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【主要諸元】
■クレーン部
名 称 70ton吊りラフテレーンクレーン

型 式 KR-70H-L

●クレーン性能

最 大 定 格 総 荷 重

 10.0 mブーム  70,000kg× 2.5m (16本掛)

 16.9 mブーム  32,000kg× 6.0m (7本掛)

 23.8 mブーム  25,000kg× 5.5m (5本掛)

 30.7 mブーム  12,500kg× 10.0m (4本掛)

 37.6 mブーム  12,000kg× 10.0m (4本掛)

 41.5 mブーム  10,000kg× 11.0m (4本掛)

 44.5 mブーム  8,000kg× 13.0m (4本掛)

 8.3 mジブ  4,000kg  (1本掛)

 12.9 mジブ  2,500kg  (1本掛)

 17.5 mジブ  1,500kg  (1本掛)

ルースタシーブ  5,000kg  (1本掛)

ブ ー ム 長 さ  10.0m ～ 44.5m

ジ ブ 長 さ  8.3m ～ 17.5m

最 大 地 上 揚 程
45.5m (ブーム)

62.7m (ジブ)

巻上ロープ速度
主 巻 160m / min (5層目)

補 巻 150m / min (4層目)

巻上フック速 度
主フック (ロープ掛数 16) 10.0m / min (5層目)

補フック (ロープ掛数  1) 150.0m / min (4層目)

ブ ー ム 起 伏 範 囲 0°～ 84°

ブ ー ム 上 げ 時 間 66s / 0°～ 84°

ブ ー ム 伸 長 速 度 34.5m / 135s

旋 回 速 度 1.8min－１

旋 回 後 端 半 径 3,550mm

●上部旋回体の装置および構造
ブ ー ム 形 式 箱型6段油圧伸縮式 (2・3段同時、4・5・6段同時)

ジ ブ 形 式
3段油圧伸縮式 (2･3段同時)
油圧無段階傾斜式（オフセット7°～ 60°）

ブ ー ム 伸 縮 装 置 油圧シリンダー (3本) およびワイヤロープ併用

ジ ブ 伸 縮 装 置 油圧シリンダー (1本) およびワイヤロープ併用

ブ ー ム 起 伏 装 置 油圧シリンダー直押式 (2本)、圧力補償付流量調整弁付

巻 上 装 置
シングルウインチ2基、
油圧モータ駆動・遊星歯車減速式 (ネガティブブレーキ内蔵)
自動ブレーキ付、圧力補償付流量調整弁付

旋 回 装 置
油圧モータ駆動・遊星歯車減速機付 (ネガティブブレーキ内蔵)、
フリー・ロック切換式、高低速切換式

旋 回 サ ー ク ル ボールベアリング式

アウトリガ 装 置

形 式 全油圧Ｈ型 (フロート、バーチカルシリンダー一体型)

張出幅

7,600mm (最大張出)

7,200mm (中間張出)

6,500mm (中間張出)

5,400mm (中間張出)

4,300mm (中間張出)

2,690mm (最縮小張出)

ワ イ ヤ ロ ー プ
主 巻 難自転性ワイヤロープ φ18 × 240ｍ

補 巻 難自転性ワイヤロープ φ18 × 131ｍ

●油圧装置
油 圧 ポ ン プ ２連可変プランジャ型、2連可変プランジャ型

油 圧 モ ー タ
巻上用 アキシャルプランジャ型

旋回用 アキシャルプランジャ型

コ ン ト ロ ー ル バ ル ブ マルチプル自動復元式 (圧力補償付流量調整弁付)

シ リ ン ダ ー ダブルアクティング式

オ イ ル リ ザ ー バ 容 量 740L

●安全装置
ACS (過負荷防止装置･音声警報装置付)、旋回自動停止装置、ブーム起伏緩停止装置、
ブーム伸長緩停止装置、作業範囲制限装置、アウトリガ張出幅自動検出装置、
ブーム起伏自然降下防止装置、ブーム伸縮自然降下防止装置、ジブ起伏自然降下防止装置、
ジブ伸縮自然降下防止装置、過巻防止装置、ドラムロック装置 (補巻)、
ドラムホールド安全装置、自動ブレーキ装置、乱巻防止装置、油圧安全弁、
アウトリガロック装置、旋回ロック装置、旋回警告灯、作動油オーバーヒート警報装置、
作動油フィルタ目づまり警報装置、玉掛けロープはずれ止め

●標準装置
除湿機能付エアコン、オイルクーラ、ウインチ確認カメラ、
作業灯 (ブーム､テーブル､キャブ)、ドラム回転指示装置

●キャブ装備
液封式キャブマウント、チルト/テレスコピックハンドル、
フルアジャスタブル･サスペンションシート (ヘッドレスト､アームレスト付)、
パワーウインドウ (閉め忘れ防止スイッチ付)、ホット＆クールボックス、
間欠付フロント＆ルーフワイパー (ウオッシャー付)、ランチテーブル、
時計付AM/FMラジオ、シガーライター、ステップランプ、消火器、フロアマット

●オプション装置
テレビ放送受信装置、ACS外部表示装置、拡声器、
ドアバイザ、リモコンサーチライト、風速計、外部音声警報装置、34tフック

■キャリア部
●走行性能
最 高 速 度 49km / h

登 坂 能 力 0.54 (tanθ)

最 小 回 転 半 径
11.6m (4輪操向)

6.84m (8輪操向)

●エンジン

エ ン ジ ン 名 称
三菱6M70-TLE3A (インタークーラターボ付)
(平成18年ディーゼル特殊自動車排出ガス規制適合)

エ ン ジ ン 形 式 水冷4サイクル6気筒　直接噴射式ディーゼルエンジン

総 排 気 量 12.882L

最 大 出 力 272kW / 2,000min－1

最 大 ト ル ク 1,510N･m / 1,600min－１

●下部走行体の装置および構造
走 行 駆 動 形 式 4輪駆動 (8×4)･6輪駆動 (8×6) 切換式

トルクコンバータ形式 3要素　1段 (自動ロックアップクラッチ付)

変 速 機 形 式 全自動および手動変速式

変 速 段 数 前進6段　後退2段

車 軸 形 式

前前輪 全浮動軸管式逆エリオット形 (ドライブステア、減速機、デフロック付)

前後輪 全浮動軸管式逆エリオット形 (ドライブステア、減速機、インターアクスルデフロック、デフロック付)

後前輪 逆エリオット形 (ステア)

後後輪 全浮動軸管式逆エリオット形 (ドライブステア、減速機、デフロック付)

懸 架 装 置

前前輪 ハイドロニューマチックサスペンション (油圧ロックシリンダー付)

前後輪 ハイドロニューマチックサスペンション (油圧ロックシリンダー付)

後前輪 ハイドロニューマチックサスペンション (油圧ロックシリンダー付)

後後輪 ハイドロニューマチックサスペンション (油圧ロックシリンダー付)

ブ レ ー キ 装 置

主 2系統空気式全輪制動

駐 車 空気式車輪制動形スプリングブレーキ (2･3軸)

補 助
パワータードエンジンブレーキ (電子制御によるトルコンロックアップ同時制御方式)
流体式リターダ、作業用補助制動装置

ステアリング装置
形 式 全油圧式パワーステアリング　逆ステアリング補正機構付

モード 前4輪、カウンタ、クラブ、後4輪、前後輪独立 (5モード) (リヤステ自動ロック機構付)

タ イ ヤ サ イ ズ
前 輪 385 / 95 R25 170E ROAD

後 輪 385 / 95 R25 170E ROAD

燃 料 タ ン ク 容 量 370L

バ ッ テ リ (12V-150AH) × 2

●安全装置
緊急用かじ取装置、後輪ステアリングロック装置、ブレーキ液漏警報装置、
作業用補助制動装置、サスペンションロック装置、オーバーラン警報装置、
電動格納サイドミラー、ブーム右側ミラー (ヒータ付)、ラジエータ液面警報装置、
エアフィルタ目づまり警報装置、ローエアー警報装置

●標準装置
集中給脂装置、バイパスフィルター、アルミ敷板、左方確認カメラ、後方確認カメラ

●オプション装置
車輪止め

■寸法･重量
全 長 12,900mm

全 幅 2,990mm

全 高 3,740mm

軸 距 1,500+3,800+1,500=6,800mm

輪 距
前 輪 2,540mm

後 輪 2,540mm

乗 車 定 員 1人

車 両 総 重 量

全重量  41,145kg

前前軸重  10,260kg

前後軸重  10,400kg

後前軸重  7,965kg

後後軸重  12,520kg

● KR-70H-L型は、新規開発車両証明制度による適合証明書「基本通行条件 重量：D」
の交付を受けていますが、実際の通行条件は、運行経路ごとの道路管理者の算定結果によっ
て付与されます。

■運転および作業に必要な資格
ク レ ー ン の 運 転 移動式クレーン運転免許

玉 掛 作 業 玉掛技能講習

車 両 の 運 転 大型特殊自動車運転免許

● 走行時はフックを所定の位置に格納してください。
● 道路の走行には、道路法による通行の許可と道路運送車両法による保安基準の緩和が必要です。
● くい打機およびくい抜機等の建設機械として使用する場合は、労働安全衛生法による車両系建設

機械運転技能講習が必要です。
● 本車両は最低速度 (50km/h) の定めのある「高速自動車国道」を走行することはできません。
● 本機の使用にあたっての注意事項は、取扱説明書をよく読んで正しくお使いください。
● 本カタログに記載されております性能ならびに仕様は、改良などによりお届けいたします製品と

異なる場合があります。また、仕様は予告なく変更することがありますのであらかじめご了承く
ださい。 52133000

KR-70H-L (SLジブ)
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■定格総荷重表

（単位 : ton）

作業

半径

(m)

 (7.6m) 

アウトリガ最大 (7.6m) 張出 （側　方、後　方）

10.0m
ブーム

16.9m
ブーム

23.8m
ブーム

30.7m
ブーム

37.6m
ブーム

41.5m
ブーム

44.5m
ブーム

2.5 70.00* 32.00 25.00 12.50
3.0 61.00* 32.00 25.00 12.50
3.5 55.00* 32.00 25.00 12.50 12.00
4.0 49.20* 32.00 25.00 12.50 12.00 10.00
4.5 44.10 32.00 25.00 12.50 12.00 10.00 8.00
5.0 39.50 32.00 25.00 12.50 12.00 10.00 8.00
5.5 35.70 32.00 25.00 12.50 12.00 10.00 8.00
6.0 32.50 32.00 23.40 12.50 12.00 10.00 8.00
6.5 29.50 29.00 22.00 12.50 12.00 10.00 8.00
7.0 26.80 26.40 20.70 12.50 12.00 10.00 8.00
7.5 24.00 19.50 12.50 12.00 10.00 8.00
8.0 22.00 18.50 12.50 12.00 10.00 8.00
9.0 18.10 16.60 12.50 12.00 10.00 8.00

10.0 14.60 14.40 12.50 12.00 10.00 8.00
11.0 12.00 11.80 12.00 11.10 10.00 8.00
12.0 10.00 9.80 10.90 10.20 9.40 8.00
13.0 8.40 8.20 9.30 9.40 8.70 8.00
14.0 7.00 8.00 8.50 8.00 7.50
15.0 5.95 6.90 7.50 7.50 7.00
16.0 5.10 6.05 6.60 6.80 6.60
17.0 4.35 5.30 5.80 6.05 6.20
18.0 3.65 4.65 5.15 5.40 5.50
19.0 3.00 4.05 4.60 4.80 4.95
20.0 2.45 3.55 4.10 4.30 4.45
21.0 3.05 3.65 3.85 4.00
22.0 2.60 3.20 3.45 3.60
24.0 1.85 2.45 2.70 2.90
26.0 1.25 1.80 2.05 2.25
28.0 1.30 1.55 1.70
30.0 0.90 1.10 1.30
32.0 0.75 0.90
33.0 0.60 0.75
34.0 0.60

危険角度 ─ ─ ─ ─ 28° 30° 34°
標準フック 70t*/48t 25t
フック質量 530*/470kg 330kg
巻掛本数 16*/10 7 5 4 4 4 4

10.0m ～ 44.5m ブーム

521-75002000

（単位 : ton）

作業

半径

(m)

 (7.2m)  (6.5m) 

アウトリガ中間 (7.2m) 張出 （側　方） アウトリガ中間 (6.5m) 張出 （側　方）

10.0m
ブーム

16.9m
ブーム

23.8m
ブーム

30.7m
ブーム

37.6m
ブーム

41.5m
ブーム

44.5m
ブーム

10.0m
ブーム

16.9m
ブーム

23.8m
ブーム

30.7m
ブーム

37.6m
ブーム

41.5m
ブーム

44.5m
ブーム

2.5 55.00* 32.00 25.00 12.50 50.00* 32.00 25.00 12.50
3.0 55.00* 32.00 25.00 12.50 50.00* 32.00 25.00 12.50
3.5 50.00* 32.00 25.00 12.50 12.00 46.00 32.00 25.00 12.50 12.00
4.0 46.00 32.00 25.00 12.50 12.00 10.00 42.00 32.00 25.00 12.50 12.00 10.00
4.5 42.00 32.00 25.00 12.50 12.00 10.00 8.00 38.00 32.00 25.00 12.50 12.00 10.00 8.00
5.0 38.50 32.00 25.00 12.50 12.00 10.00 8.00 34.50 32.00 25.00 12.50 12.00 10.00 8.00
5.5 35.00 32.00 25.00 12.50 12.00 10.00 8.00 31.50 32.00 25.00 12.50 12.00 10.00 8.00
6.0 32.00 32.00 23.40 12.50 12.00 10.00 8.00 29.00 32.00 23.40 12.50 12.00 10.00 8.00
6.5 29.50 29.00 22.00 12.50 12.00 10.00 8.00 25.50 26.90 22.00 12.50 12.00 10.00 8.00
7.0 26.80 26.40 20.70 12.50 12.00 10.00 8.00 22.00 22.80 20.70 12.50 12.00 10.00 8.00
7.5 24.00 19.50 12.50 12.00 10.00 8.00 19.60 19.20 12.50 12.00 10.00 8.00
8.0 21.10 18.50 12.50 12.00 10.00 8.00 17.10 17.00 12.50 12.00 10.00 8.00
9.0 16.40 16.30 12.50 12.00 10.00 8.00 13.40 13.30 12.50 12.00 10.00 8.00

10.0 13.20 13.10 12.50 12.00 10.00 8.00 10.80 10.60 11.70 12.00 10.00 8.00
11.0 10.80 10.70 11.80 11.10 10.00 8.00 8.80 8.70 9.70 10.40 10.00 8.00
12.0 9.00 8.80 9.90 10.20 9.40 8.00 7.30 7.20 8.20 8.80 8.90 8.00
13.0 7.60 7.40 8.40 9.00 8.70 8.00 6.10 6.00 6.95 7.50 7.80 7.70
14.0 6.30 7.20 7.80 8.00 7.50 5.00 5.95 6.50 6.70 6.90
15.0 5.30 6.30 6.85 7.00 7.00 4.20 5.10 5.65 5.90 6.00
16.0 4.50 5.45 6.00 6.25 6.40 3.45 4.40 4.90 5.15 5.30
17.0 3.80 4.75 5.30 5.50 5.70 2.75 3.80 4.30 4.55 4.70
18.0 3.10 4.15 4.65 4.90 5.05 2.15 3.25 3.75 4.00 4.15
19.0 2.50 3.60 4.10 4.35 4.50 1.65 2.75 3.30 3.50 3.65
20.0 2.00 3.05 3.65 3.85 4.05 1.20 2.25 2.90 3.10 3.25
21.0 2.60 3.20 3.45 3.60 1.85 2.45 2.70 2.90
22.0 2.20 2.80 3.05 3.25 1.50 2.10 2.35 2.55
24.0 1.50 2.05 2.35 2.50 0.85 1.45 1.70 1.85
26.0 0.95 1.55 1.75 1.90 0.90 1.15 1.35
28.0 1.05 1.30 1.45 0.70 0.85
30.0 0.65 0.85 1.00
32.0 0.65

危険角度 ─ ─ ─ ─ 30° 36° 39° ─ ─ ─ 25° 40° 43° 47°
標準フック 70t*/48t 25t 70t*/48t 25t
フック質量 530*/470kg 330kg 530*/470kg 330kg
巻掛本数 16*/10 7 5 4 4 4 4 16*/10 7 5 4 4 4 4

（単位 : ton）

作業

半径

(m)

 (5.4m)  (4.3m)  (2.69m) 

アウトリガ中間 (5.4m) 張出 （側　方） アウトリガ中間 (4.3m) 張出 （側　方） アウトリガ最縮小 (2.69m) 張出 （側　方）

10.0m
ブーム

16.9m
ブーム

23.8m
ブーム

30.7m
ブーム

37.6m
ブーム

41.5m
ブーム

44.5m
ブーム

10.0m
ブーム

16.9m
ブーム

23.8m
ブーム

30.7m
ブーム

37.6m
ブーム

41.5m
ブーム

44.5m
ブーム

10.0m
ブーム

16.9m
ブーム

23.8m
ブーム

2.5 50.00* 32.00 25.00 12.50 40.00 32.00 25.00 12.50 20.00 15.00 12.00
3.0 50.00* 32.00 25.00 12.50 40.00 32.00 25.00 12.50 20.00 15.00 12.00
3.5 46.00 32.00 25.00 12.50 12.00 40.00 32.00 25.00 12.50 12.00 18.70 15.00 12.00
4.0 42.00 32.00 25.00 12.50 12.00 10.00 32.00 31.00 25.00 12.50 12.00 10.00 14.60 14.30 12.00
4.5 38.00 32.00 25.00 12.50 12.00 10.00 8.00 25.70 25.30 21.90 12.50 12.00 10.00 8.00 11.70 11.40 10.50
5.0 33.00 31.50 25.00 12.50 12.00 10.00 8.00 20.60 20.30 18.50 12.50 12.00 10.00 8.00 9.60 9.30 8.90
5.5 26.70 26.30 23.50 12.50 12.00 10.00 8.00 17.00 16.70 15.90 12.50 12.00 10.00 8.00 8.00 7.70 7.50
6.0 22.20 21.70 20.30 12.50 12.00 10.00 8.00 14.40 14.00 13.70 12.50 12.00 10.00 8.00 6.80 6.50 6.30
6.5 18.80 18.30 17.70 12.50 12.00 10.00 8.00 12.30 11.90 11.90 12.00 12.00 10.00 8.00 5.80 5.50 5.40
7.0 16.20 15.70 15.60 12.50 12.00 10.00 8.00 10.70 10.30 10.20 10.90 10.80 10.00 8.00 5.00 4.60 4.60
7.5 13.70 13.60 12.50 12.00 10.00 8.00 8.90 8.90 9.70 9.70 10.00 8.00 3.90 3.90
8.0 12.00 11.90 12.50 12.00 10.00 8.00 7.80 7.70 8.70 8.80 8.80 8.00 3.30 3.20
9.0 9.40 9.30 10.40 10.40 10.00 8.00 6.10 6.00 6.90 7.30 7.30 7.40 2.30

10.0 7.50 7.40 8.40 8.80 8.80 8.00 4.80 4.70 5.60 6.10 6.10 6.20 1.30
11.0 6.10 6.00 7.00 7.50 7.50 7.50 3.80 3.65 4.55 5.05 5.20 5.30
12.0 5.00 4.90 5.80 6.35 6.50 6.60 3.00 2.85 3.70 4.20 4.40 4.50
13.0 4.10 3.95 4.90 5.40 5.60 5.75 2.30 2.10 3.00 3.50 3.70 3.80
14.0 3.20 4.10 4.60 4.85 5.00 1.40 2.45 2.95 3.10 3.25
15.0 2.50 3.45 3.95 4.20 4.35 1.90 2.40 2.65 2.75
16.0 1.85 2.90 3.40 3.60 3.75 1.40 2.00 2.20 2.30
17.0 1.30 2.40 2.90 3.10 3.30 1.60 1.80 1.95
18.0 0.80 1.90 2.50 2.70 2.85
19.0 1.45 2.05 2.30 2.45
20.0 1.05 1.65 1.90 2.10
21.0 0.75 1.30 1.60 1.80
22.0 1.00 1.30 1.45

危険角度 ─ ─ 30° 40° 50° 54° 57° ─ ─ 46° 53° 60° 63° 65° ─ 41° 64°
標準フック 70t*/48t 25t 48t 25t 48t 25t
フック質量 530*/470kg 330kg 470kg 330kg 470kg 330kg
巻掛本数 16*/10 7 5 4 4 4 4 10 7 5 4 4 4 4 10 7 5

（単位 : ton）
作業

半径

(m)

アウトリガ張出 （前方）

10.0m
ブーム

16.9m
ブーム

23.8m
ブーム

30.7m
ブーム

37.6m
ブーム

41.5m
ブーム

44.5m
ブーム

2.5 70.00* 32.00 25.00 12.50
3.0 61.00* 32.00 25.00 12.50
3.5 55.00* 32.00 25.00 12.50 12.00
4.0 49.20* 32.00 25.00 12.50 12.00 10.00
4.5 44.10 32.00 25.00 12.50 12.00 10.00 8.00
5.0 39.50 32.00 25.00 12.50 12.00 10.00 8.00
5.5 35.70 32.00 25.00 12.50 12.00 10.00 8.00
6.0 32.50 32.00 23.40 12.50 12.00 10.00 8.00
6.5 29.50 29.00 22.00 12.50 12.00 10.00 8.00
7.0 26.80 26.40 20.70 12.50 12.00 10.00 8.00
7.5 24.00 19.50 12.50 12.00 10.00 8.00
8.0 22.00 18.50 12.50 12.00 10.00 8.00
9.0 19.00 16.60 12.50 12.00 10.00 8.00

10.0 16.30 14.90 12.50 12.00 10.00 8.00
11.0 13.70 13.60 12.00 11.10 10.00 8.00
12.0 11.50 12.40 10.90 10.20 9.40 8.00
13.0 10.00 11.40 10.00 9.40 8.70 8.00
14.0 10.50 9.20 8.60 8.00 7.50
15.0 9.70 8.50 8.00 7.50 7.00
16.0 8.40 7.80 7.40 7.00 6.60
17.0 7.30 7.30 6.90 6.50 6.20
18.0 6.40 6.80 6.40 6.10 5.80
19.0 5.60 6.30 6.00 5.80 5.40
20.0 4.90 5.80 5.60 5.40 5.10
21.0 5.20 5.30 5.10 4.80
22.0 4.70 5.00 4.80 4.50
24.0 3.80 4.30 4.20 4.00
26.0 2.90 3.50 3.60 3.50
28.0 2.80 3.00 3.10
30.0 2.20 2.50 2.60
32.0 1.70 2.00 2.10
34.0 1.30 1.60 1.70
36.0 1.20 1.30
38.0 0.90 1.00
40.0 0.70

危険角度 ─ ─ ─ ─ ─ ─ ─

標準フック 70t*/48t 25t
フック質量 530*/470kg 330kg
巻掛本数 16*/10 7 5 4 4 4 4

521-75001000
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44.5m ブーム＋8.3m SLジブ

44.5m ブーム＋12.9m SLジブ

521-75004000

521-75003000

 (6.5m) 

アウトリガ中間 (6.5m) 張出 （側 方）

ブーム
角度
(°)

オフセット7°オフセット25°オフセット45°オフセット60°
作業半径

(m)
荷重
(ton)

作業半径
(m)

荷重
(ton)

作業半径
(m)

荷重
(ton)

作業半径
(m)

荷重
(ton)

84 5.8 4.00 8.7 3.50 10.5 2.20 11.5 1.40
80 10.1 4.00 12.8 3.50 14.2 2.20 15.0 1.40
77 13.3 4.00 15.6 3.20 16.9 2.15 17.5 1.40
75 15.4 4.00 17.5 2.90 18.7 2.10 19.2 1.40
73 17.3 3.65 19.2 2.65 20.4 2.05 20.8 1.40
70 19.9 2.95 21.6 2.45 23.0 2.00 23.2 1.40
68 21.4 2.30 23.0 2.10 24.6 1.90 24.7 1.40
65 23.5 1.50 25.2 1.40 26.2 1.35

危険角度 64° 64° 64° 67°

標準フック 5tフック (フック質量 : 120kg)
巻掛本数 1

 (7.2m) 

アウトリガ中間 (7.2m) 張出 （側 方）

ブーム
角度
(°)

オフセット7°オフセット25°オフセット45°オフセット60°
作業半径

(m)
荷重
(ton)

作業半径
(m)

荷重
(ton)

作業半径
(m)

荷重
(ton)

作業半径
(m)

荷重
(ton)

84 5.8 4.00 8.7 3.50 10.5 2.20 11.5 1.40
80 10.1 4.00 12.8 3.50 14.2 2.20 15.0 1.40
77 13.3 4.00 15.6 3.20 16.9 2.15 17.5 1.40
75 15.4 4.00 17.5 2.90 18.7 2.10 19.2 1.40
73 17.3 3.65 19.2 2.65 20.4 2.05 20.8 1.40
70 19.9 3.20 21.7 2.45 23.0 2.00 23.2 1.40
68 21.5 2.85 23.2 2.25 24.6 1.90 24.7 1.40
65 23.8 2.10 25.6 1.75 26.8 1.80 26.9 1.40
63 25.2 1.65 27.0 1.40 28.1 1.40 28.3 1.40
60 27.4 0.95 29.0 0.90 30.0 0.80

危険角度 59° 59° 59° 62°

標準フック 5tフック (フック質量 : 120kg)
巻掛本数 1

 (5.4m) 

アウトリガ中間 (5.4m) 張出 （側 方）

ブーム
角度
(°)

オフセット7°オフセット25°オフセット45°オフセット60°
作業半径

(m)
荷重
(ton)

作業半径
(m)

荷重
(ton)

作業半径
(m)

荷重
(ton)

作業半径
(m)

荷重
(ton)

84 5.8 4.00 8.7 3.50 10.5 2.20 11.4 1.40
80 10.1 4.00 12.8 3.50 14.2 2.20 15.0 1.40
77 13.3 4.00 15.6 3.20 16.9 2.15 17.5 1.40
75 15.4 3.60 17.5 2.90 18.7 2.10 19.2 1.40
73 17.0 2.90 19.0 2.50 20.4 2.05 20.8 1.40
70 19.2 2.00 21.2 1.65 22.7 1.50 23.2 1.40

危険角度 69° 69° 69° 69°

標準フック 5tフック (フック質量 : 120kg)
巻掛本数 1

ブーム
角度
(°)

アウトリガ張出 （前 方）

オフセット7°オフセット25°オフセット45°オフセット60°
作業半径

(m)
荷重
(ton)

作業半径
(m)

荷重
(ton)

作業半径
(m)

荷重
(ton)

作業半径
(m)

荷重
(ton)

84 5.8 4.00 8.7 3.50 10.5 2.20 11.5 1.40
80 10.1 4.00 12.8 3.50 14.2 2.20 15.0 1.40
77 13.3 4.00 15.6 3.20 16.9 2.15 17.5 1.40
75 15.4 4.00 17.5 2.90 18.7 2.10 19.2 1.40
73 17.3 3.65 19.2 2.65 20.4 2.05 20.8 1.40
70 19.9 3.20 21.7 2.45 23.0 2.00 23.2 1.40
68 21.5 2.85 23.2 2.25 24.6 1.90 24.7 1.40
65 24.0 2.50 25.6 2.05 26.9 1.80 26.9 1.40
63 25.5 2.20 27.1 1.80 28.3 1.65 28.3 1.40
60 27.9 1.95 29.4 1.65 30.4 1.50
57 30.1 1.65 31.6 1.45 32.3 1.35
54 32.3 1.45 33.7 1.30 34.2 1.20
51 34.3 1.30 35.7 1.20 36.0 1.15
49 35.6 0.90 36.7 0.85 37.1 0.85
46 37.3 0.50 38.2 0.50 38.6 0.50

危険角度 45° 45° 45° 62°

標準フック 5tフック (フック質量 : 120kg)
巻掛本数 1

 (4.3m) 

アウトリガ中間 (4.3m) 張出 （側 方）

ブーム
角度
(°)

オフセット7°オフセット25°オフセット45°オフセット60°
作業半径

(m)
荷重
(ton)

作業半径
(m)

荷重
(ton)

作業半径
(m)

荷重
(ton)

作業半径
(m)

荷重
(ton)

84 5.8 4.00 8.7 3.50 10.5 2.20 11.5 1.40
80 10.1 4.00 12.8 3.50 14.2 2.20 15.0 1.40
77 13.2 3.45 15.6 2.70 16.9 2.15 17.5 1.40
75 14.8 2.60

危険角度 74° 76° 76° 76°

標準フック 5tフック (フック質量 : 120kg)
巻掛本数 1

 (7.6m) 

アウトリガ最大 (7.6m) 張出 （側 方、後 方）

ブーム
角度
(°)

オフセット7°オフセット25°オフセット45°オフセット60°
作業半径

(m)
荷重
(ton)

作業半径
(m)

荷重
(ton)

作業半径
(m)

荷重
(ton)

作業半径
(m)

荷重
(ton)

84 6.9 2.50 11.3 2.40 14.1 1.30 15.7 0.70
80 11.6 2.50 15.5 2.25 18.1 1.30 19.1 0.70
77 15.1 2.50 18.6 2.10 20.9 1.30 21.8 0.70
75 17.3 2.50 20.5 2.00 22.7 1.25 23.5 0.70
73 19.4 2.50 22.3 1.85 24.5 1.25 25.2 0.70
70 22.4 2.35 25.0 1.70 27.0 1.20 27.6 0.70
68 24.3 2.10 26.8 1.55 28.7 1.20 29.1 0.70
65 26.9 1.90 29.4 1.40 31.1 1.15 31.3 0.70
63 28.4 1.50 31.1 1.30 32.6 1.10 32.7 0.70
60 30.7 0.95 33.2 0.90 34.6 0.80

危険角度 59° 59° 59° 62°

標準フック 5tフック (フック質量 : 120kg)
巻掛本数 1

 (7.6m) 

アウトリガ最大 (7.6m) 張出 （側 方、後 方）

ブーム
角度
(°)

オフセット7°オフセット25°オフセット45°オフセット60°
作業半径

(m)
荷重
(ton)

作業半径
(m)

荷重
(ton)

作業半径
(m)

荷重
(ton)

作業半径
(m)

荷重
(ton)

84 5.8 4.00 8.7 3.50 10.5 2.20 11.5 1.40
80 10.1 4.00 12.8 3.50 14.2 2.20 15.0 1.40
77 13.3 4.00 15.6 3.20 16.9 2.15 17.5 1.40
75 15.4 4.00 17.5 2.90 18.7 2.10 19.2 1.40
73 17.3 3.65 19.2 2.65 20.4 2.05 20.8 1.40
70 19.9 3.20 21.7 2.45 23.0 2.00 23.2 1.40
68 21.5 2.85 23.2 2.25 24.6 1.90 24.7 1.40
65 24.0 2.40 25.6 2.05 26.9 1.80 26.9 1.40
63 25.5 1.90 27.1 1.80 28.3 1.65 28.3 1.40
60 27.5 1.30 29.1 1.20 30.1 1.10
57 29.5 0.75

危険角度 56° 59° 59° 62°

標準フック 5tフック (フック質量 : 120kg)
巻掛本数 1

 (7.2m) 

アウトリガ中間 (7.2m) 張出 （側 方）

ブーム
角度
(°)

オフセット7°オフセット25°オフセット45°オフセット60°
作業半径

(m)
荷重
(ton)

作業半径
(m)

荷重
(ton)

作業半径
(m)

荷重
(ton)

作業半径
(m)

荷重
(ton)

84 6.9 2.50 11.3 2.40 14.1 1.30 15.5 0.70
80 11.6 2.50 15.5 2.20 18.1 1.30 19.1 0.70
77 15.1 2.50 18.6 2.10 20.9 1.30 21.8 0.70
75 17.3 2.50 20.5 2.00 22.7 1.25 23.5 0.70
73 19.4 2.50 22.3 1.85 24.5 1.25 25.2 0.70
70 22.4 2.35 25.0 1.70 27.0 1.20 27.6 0.70
68 24.3 2.10 26.8 1.55 28.7 1.20 29.1 0.70
65 26.8 1.65 29.4 1.40 31.1 1.15 31.3 0.70
63 28.3 1.25 30.8 1.10 32.5 1.10 32.7 0.70
60 30.5 0.70

危険角度 59° 62° 62° 62°

標準フック 5tフック (フック質量 : 120kg)
巻掛本数 1

 (6.5m) 

アウトリガ中間 (6.5m) 張出 （側 方）

ブーム
角度
(°)

オフセット7°オフセット25°オフセット45°オフセット60°
作業半径

(m)
荷重
(ton)

作業半径
(m)

荷重
(ton)

作業半径
(m)

荷重
(ton)

作業半径
(m)

荷重
(ton)

84 6.9 2.50 11.3 2.40 14.1 1.30 15.5 0.70
80 11.6 2.50 15.5 2.25 18.1 1.30 19.1 0.70
77 15.1 2.50 18.6 2.10 20.9 1.30 21.8 0.70
75 17.3 2.50 20.5 2.00 22.7 1.25 23.5 0.70
73 19.4 2.50 22.3 1.85 24.5 1.25 25.2 0.70
70 22.4 2.35 25.0 1.70 27.0 1.20
68 24.0 1.85 26.8 1.55 28.7 1.20
65 26.3 1.20 29.0 1.00 30.9 0.90

危険角度 64° 64° 64° 72°

標準フック 5tフック (フック質量 : 120kg)
巻掛本数 1

 (5.4m) 

アウトリガ中間 (5.4m) 張出 （側 方）

ブーム
角度
(°)

オフセット7°オフセット25°オフセット45°オフセット60°
作業半径

(m)
荷重
(ton)

作業半径
(m)

荷重
(ton)

作業半径
(m)

荷重
(ton)

作業半径
(m)

荷重
(ton)

84 6.9 2.50 11.3 2.40 14.1 1.30 15.5 0.70
80 11.6 2.50 15.5 2.25 18.1 1.30 19.1 0.70
77 15.1 2.50 18.6 2.10 20.9 1.30 21.8 0.70
75 17.3 2.50 20.5 2.00 22.7 1.25 23.5 0.70
73 19.3 2.50 22.3 1.85 24.5 1.25 25.2 0.70
70 21.8 1.50

危険角度 69° 72° 72° 72°

標準フック 5tフック (フック質量 : 120kg)
巻掛本数 1

 (4.3m) 

アウトリガ中間 (4.3m) 張出 （側 方）

ブーム
角度
(°)

オフセット7°オフセット25°オフセット45°オフセット60°
作業半径

(m)
荷重
(ton)

作業半径
(m)

荷重
(ton)

作業半径
(m)

荷重
(ton)

作業半径
(m)

荷重
(ton)

84 6.9 2.50 11.3 2.40 14.1 1.30 15.5 0.70
80 11.6 2.50 15.5 2.25 18.1 1.30 19.1 0.70
77 15.1 2.50 18.6 2.10 20.9 1.30 21.8 0.70

危険角度 76° 76° 76° 76°

標準フック 5tフック (フック質量 : 120kg)
巻掛本数 1

ブーム
角度
(°)

アウトリガ張出 （前 方）

オフセット7°オフセット25°オフセット45°オフセット60°
作業半径

(m)
荷重
(ton)

作業半径
(m)

荷重
(ton)

作業半径
(m)

荷重
(ton)

作業半径
(m)

荷重
(ton)

84 6.9 2.50 11.3 2.40 14.1 1.30 15.7 0.70
80 11.6 2.50 15.5 2.25 18.1 1.30 19.1 0.70
77 15.1 2.50 18.6 2.10 20.9 1.30 21.8 0.70
75 17.3 2.50 20.5 2.00 22.7 1.25 23.5 0.70
73 19.4 2.50 22.3 1.85 24.5 1.25 25.2 0.70
70 22.4 2.35 25.0 1.70 27.0 1.20 27.6 0.70
68 24.3 2.10 26.8 1.55 28.7 1.20 29.1 0.70
65 27.0 1.90 29.4 1.40 31.1 1.15 31.3 0.70
63 28.7 1.70 31.1 1.30 32.6 1.10 32.7 0.70
60 31.1 1.45 33.5 1.20 34.8 1.05
57 33.5 1.30 35.7 1.10 36.8 1.00
54 35.8 1.15 37.8 0.95 38.7 0.90
51 38.0 1.00 39.8 0.85 40.5 0.80
49 39.3 0.75 41.0 0.75 41.6 0.75

危険角度 48° 48° 48° 62°

標準フック 5tフック (フック質量 : 120kg)
巻掛本数 1



4

44.5m ブーム＋17.5m SLジブ

521-75005000

 (7.6m) 

アウトリガ最大 (7.6m) 張出 （側 方、後 方）

ブーム
角度
(°)

オフセット7°オフセット25°オフセット45°オフセット60°
作業半径

(m)
荷重
(ton)

作業半径
(m)

荷重
(ton)

作業半径
(m)

荷重
(ton)

作業半径
(m)

荷重
(ton)

84 8.0 1.50 13.7 1.00 18.1 0.70 19.9 0.35
80 12.9 1.40 18.2 0.90 22.1 0.65 23.6 0.35
77 16.5 1.25 21.3 0.85 25.0 0.60 26.3 0.35
75 18.7 1.20 23.4 0.85 26.9 0.60 28.0 0.35
73 20.9 1.15 25.5 0.80 28.7 0.60 29.7 0.35
70 24.1 1.05 28.6 0.80 31.3 0.55 32.0 0.35
68 26.2 1.00 30.5 0.75 33.1 0.55 33.5 0.35
65 29.3 0.95 33.2 0.70 35.5 0.55 35.8 0.35
63 31.3 0.90 35.0 0.70 37.1 0.55 37.2 0.35
60 34.1 0.70 37.5 0.55 39.3 0.50

危険角度 59° 59° 59° 62°

標準フック 5tフック (フック質量 : 120kg)
巻掛本数 1

 (7.2m) 

アウトリガ中間 (7.2m) 張出 （側 方）

ブーム
角度
(°)

オフセット7°オフセット25°オフセット45°オフセット60°
作業半径

(m)
荷重
(ton)

作業半径
(m)

荷重
(ton)

作業半径
(m)

荷重
(ton)

作業半径
(m)

荷重
(ton)

84 8.0 1.50 13.7 1.00 18.1 0.70 19.9 0.35
80 12.9 1.40 18.2 0.90 22.1 0.65 23.6 0.35
77 16.5 1.25 21.3 0.85 25.0 0.60 26.3 0.35
75 18.7 1.20 23.4 0.85 26.9 0.60 28.0 0.35
73 20.9 1.15 25.5 0.80 28.7 0.60 29.7 0.35
70 24.1 1.05 28.6 0.80 31.3 0.55 32.0 0.35
68 26.2 1.00 30.5 0.75 33.1 0.55 33.5 0.35
65 29.3 0.95 33.2 0.70 35.5 0.55 35.8 0.35
63 31.3 0.90 35.0 0.70 37.1 0.55 37.2 0.35

危険角度 62° 62° 62° 62°

標準フック 5tフック (フック質量 : 120kg)
巻掛本数 1

 (6.5m) 

アウトリガ中間 (6.5m) 張出 （側 方）

ブーム
角度
(°)

オフセット7°オフセット25°オフセット45°オフセット60°
作業半径

(m)
荷重
(ton)

作業半径
(m)

荷重
(ton)

作業半径
(m)

荷重
(ton)

作業半径
(m)

荷重
(ton)

84 8.0 1.50 13.7 1.00 18.1 0.70 19.9 0.35
80 12.9 1.40 18.2 0.90 22.1 0.65 23.6 0.35
77 16.5 1.25 21.3 0.85 25.0 0.60 26.3 0.35
75 18.7 1.20 23.4 0.85 26.9 0.60 28.0 0.35
73 20.9 1.15 25.5 0.80 28.7 0.60 29.7 0.35
70 24.1 1.05 28.6 0.80 31.3 0.55 32.0 0.35
68 26.2 1.00 30.5 0.75 33.1 0.55 33.5 0.35
65 29.3 0.95 33.2 0.70 35.5 0.55 35.8 0.35

危険角度 64° 64° 64° 64°

標準フック 5tフック (フック質量 : 120kg)
巻掛本数 1

 (5.4m) 

アウトリガ中間 (5.4m) 張出 （側 方）

ブーム
角度
(°)

オフセット7°オフセット25°オフセット45°オフセット60°
作業半径

(m)
荷重
(ton)

作業半径
(m)

荷重
(ton)

作業半径
(m)

荷重
(ton)

作業半径
(m)

荷重
(ton)

84 8.0 1.50 13.7 1.00 18.1 0.70 19.9 0.35
80 12.9 1.40 18.2 0.90 22.1 0.65 23.6 0.35
77 16.5 1.25 21.3 0.85 25.0 0.60 26.3 0.35
75 18.7 1.20 23.4 0.85 26.9 0.60 28.0 0.35
73 20.9 1.15 25.5 0.80 28.7 0.60 29.7 0.35

危険角度 72° 72° 72° 72°

標準フック 5tフック (フック質量 : 120kg)
巻掛本数 1

 (4.3m) 

アウトリガ中間 (4.3m) 張出 （側 方）

ブーム
角度
(°)

オフセット7°オフセット25°オフセット45°オフセット60°
作業半径

(m)
荷重
(ton)

作業半径
(m)

荷重
(ton)

作業半径
(m)

荷重
(ton)

作業半径
(m)

荷重
(ton)

84 8.0 1.50 13.7 1.00 18.1 0.70 19.9 0.35
80 12.9 1.40 18.2 0.90 22.1 0.65 23.6 0.35
77 16.5 1.25 21.3 0.85 25.0 0.60 26.3 0.35

危険角度 76° 76° 76° 76°

標準フック 5tフック (フック質量 : 120kg)
巻掛本数 1

ブーム
角度
(°)

アウトリガ張出 （前 方）

オフセット7°オフセット25°オフセット45°オフセット60°
作業半径

(m)
荷重
(ton)

作業半径
(m)

荷重
(ton)

作業半径
(m)

荷重
(ton)

作業半径
(m)

荷重
(ton)

84 8.0 1.50 13.7 1.00 18.1 0.70 19.9 0.35
80 12.9 1.40 18.2 0.90 22.1 0.65 23.6 0.35
77 16.5 1.25 21.3 0.85 25.0 0.60 26.3 0.35
75 18.7 1.20 23.4 0.85 26.9 0.60 28.0 0.35
73 20.9 1.15 25.5 0.80 28.7 0.60 29.7 0.35
70 24.1 1.05 28.6 0.80 31.3 0.55 32.0 0.35
68 26.2 1.00 30.5 0.75 33.1 0.55 33.5 0.35
65 29.3 0.95 33.2 0.70 35.5 0.55 35.8 0.35
63 31.3 0.90 35.0 0.70 37.1 0.55 37.2 0.35
60 34.2 0.85 37.5 0.65 39.3 0.50
57 36.9 0.85 39.9 0.65 41.4 0.50
54 39.4 0.80 42.2 0.60 43.4 0.50
51 41.9 0.75 44.4 0.60 45.1 0.50
49 43.2 0.55 45.7 0.55

危険角度 48° 48° 50° 62°

標準フック 5tフック (フック質量 : 120kg)
巻掛本数 1

■アウトリガ不使用時
（単位 : ton）

作 業
半 径
(m)

定置つり 走行つり (2km/h 未満) 作 業
半 径
(m)

10.0mブーム 16.9mブーム 23.8mブーム 10.0mブーム 16.9mブーム 23.8mブーム

前方 全周 前方 全周 前方 全周 前方 全周 前方 全周 前方 全周

3.5 16.00 9.00 13.00 6.50 8.00 4.00 12.00 7.00 8.50 5.50 7.00 2.70 3.5 
4.0 16.00 7.00 13.00 6.50 8.00 4.00 11.00 5.70 8.50 4.80 7.00 2.70 4.0 
4.5 14.60 5.70 13.00 5.60 8.00 4.00 10.00 4.60 8.50 4.20 7.00 2.70 4.5 
5.0 13.40 4.60 13.00 4.60 8.00 4.00 9.00 3.80 8.50 3.60 7.00 2.70 5.0 
5.5 12.20 3.80 12.00 3.80 8.00 3.50 8.10 3.20 7.80 3.00 7.00 2.70 5.5 
6.0 11.20 3.20 11.00 3.10 8.00 3.00 7.30 2.60 7.10 2.50 7.00 2.30 6.0 
6.5 10.20 2.70 10.00 2.60 7.60 2.60 6.60 2.10 6.40 2.00 6.30 1.90 6.5 
7.0 9.30 2.20 9.20 2.20 7.30 2.20 5.90 1.70 5.80 1.60 5.70 1.50 7.0 
7.5 8.40 1.80 7.00 5.20 1.15 5.10 7.5 
8.0 7.80 1.40 6.70 4.70 0.75 4.65 8.0 
8.5 7.00 1.10 6.50 4.20 4.15 8.5 
9.0 6.30 6.00 3.75 3.70 9.0 

10.0 5.10 5.00 3.00 2.95 10.0 
11.0 4.20 4.10 2.35 2.30 11.0 
12.0 3.50 3.40 1.75 1.70 12.0 
13.0 2.90 2.80 1.25 1.20 13.0 
14.0 2.30 0.80 14.0 
15.0 1.85 15.0 
16.0 1.45 16.0 
17.0 1.10 17.0 
18.0 0.80 18.0 

危険角度 ─ ─ ─ 49° 30° 68° ─ ─ ─ 52° 45ﾟ 68ﾟ 危険角度

標準フック 25tフック 25tフック 標準フック

フック質量 330kg 330kg フック質量

巻掛本数 4 4 巻掛本数

521-75006000
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■定格総荷重表注意事項
● アウトリガ使用時
 1. 定格総荷重表は水平堅土上において機体を水平に設置した状態

での保証できる最大荷重を示しており、ブーム作業時は主フック

とつり具、ジブ作業時は補フックとつり具の質量を含んだ値です。

  【70tフック (質量530kg)､ 48tフック (質量470kg)､ 25tフック (質
量330kg)､ 5tフック (質量120kg) 】

   部分は機械の強度によって、他は機体の安定度によって

定められています。

 2. 作業半径はブーム、ジブのたわみを含んだ実際の値にもとづい

ていますので、必ず作業半径を基準として作業を行ってください。

 3. ジブの作業半径は 44.5m ブームにジブを装着して作業を行う場

合の値です。

  その他のブーム長さでのジブ作業はブーム角度だけを基準とし

て行ってください。

 4. アウトリガ最縮小張出では、ジブ作業を行わないでください。

 5. アウトリガ張出状態によって側方領域でのつり上性能は異なりま

す。従って各々の張出状態における定格総荷重表で作業を行っ

てください。

  また、前方領域でのつり上性能は前方性能の定格総荷重表で、

後方領域でのつり上性能はアウトリガ最大張出の定格総荷重表

でそれぞれ作業を行ってください。

アウトリガ張出状態 最大張出(7.6m) 中間張出(7.2～5.4m) 中間張出(4.3m) 最縮小張出

領域 α° 前方のみ40 30 15 3

 6. ルースタシーブの定格総荷重は、ブームの定格総荷重よりブー

ムに取付けられているフックその他のつり具の質量を差引いた

値とし、かつ限度を 5,000kg とします。

  【ルースタシーブ使用フック：5tフック (質量120kg) 巻掛本数1】
 7. ブーム長さ、ブーム角度、作業半径、ジブ長さおよび角度が規

定の値をこえる場合にはその規定の値と、次の規定の値の定格

総荷重のうち小さい方の定格総荷重を目安として作業を行ってく

ださい。

 8. ジブを装着したままでブーム作業を行う場合の定格総荷重は、

ブームの定格総荷重よりフックその他のつり具等の他に 4,300kg
を差引いた値とし、かつ上限をそれぞれ18tonとします。

  なおジブを装着したままでのルースタシーブ作業、およびアウト

リガ最縮小張出におけるジブを装着したままでのブーム作業は

行わないでください。

  【ジブ装着時使用主フック：25tフック (質量330kg) 】
 9. 各々の作業状態におけるブーム危険角度は表のとおりです。ブー

ムを危険角度以下にしますと無負荷でも転倒しますので充分注

意してください。

 10. フック巻掛本数16本 (定格総荷重表 *印) で作業を行う場合は

ルースタシーブおよびシーブブラケットを使用してください。

  【シーブブラケット使用時主フック：70tフック (質量530kg) 】
 11. 各ブーム長さに対する標準フック巻掛本数は表のとおりです。

ただし標準巻掛本数以外の掛数で使用する場合は、ワイヤロー

プ１本当たり 45.1kN (4.6tf) を限度としてください。

 12. クレーン作業は風速 10 m/s まで可能ですが、比較的弱い風の場

合でも受風面積の大きい荷重を取扱う場合は特別な注意を払っ

てください。

 13. 定格総荷重をこえる作業を行った場合、および正しい使い方を

行わなかった場合は転倒または破損します。この場合本機の保

証はいたしません。

● アウトリガ不使用時
 1. 定格総荷重表は、水平堅土上においてタイヤの空気圧が規定圧

で、かつサスペンションシリンダを「レベルロック」にした場合

に本機の保証できる最大荷重を示しており、主フックとつり具の

質量を含んだ値です。

   部分は機械の強度によって、他は機体の安定度によって

定められています。

  【タイヤ規定空気圧：900kPa (9.0kgf/cm2） 】
 2. 作業半径はブームのたわみを含んだ実際の値にもとづいていま

すので、必ず作業半径を基準として作業を行ってください。

 3. 前方性能と全周性能とでは定格総荷重が異なります。前方領域

から側方領域へ旋回する場合には過荷重になるおそれがありま

すので充分注意してください。

クレーン作業 定置つり 走行つり

領域 α° 1 1

 4. ルースタシーブの定格総荷重表は、ブームの定格総荷重より 25t
フックの質量 (330kg) を差し引いた値と等しく、かつ上限を 
5,000kg とします。

  【ルースタシーブ使用フック：5tフック (質量120kg) 巻掛本数1】
 5. ブーム長さ 23.8m をこえるブーム作業、およびジブ作業は行わ

ないでください。

 6. 定置つり作業はパーキングブレーキを効かせ、同時にブレーキ

ロックを掛けた状態で行ってください。

 7. 走行つりはシフトレバーを1速にして「低速スイッチ」を押して

行ってください。

 8. 走行つりは荷が振れないように地面近くに保持し、2km/h 未満

にて行ってください。

  特にコーナリング、急発進、急制動に注意してください。

 9. 走行つり中にはクレーン作業は行わないでください。また旋回ブ

レーキを必ず掛けてください。

 10. ブーム長さおよび作業半径が規定の値をこえる場合にはその規

定の値と、次の規定の値の定格総荷重のうち小さい方の定格総

荷重を目安として作業を行ってください。

 11. 各々の作業状態における危険角度は表のとおりです。ブームを

危険角度以下にしますと無負荷でも転倒しますので充分注意し

てください。

 12. 各ブーム長さに対する標準フック巻掛本数は表のとおりです。

ただし標準巻掛本数以外の掛数で使用する場合は、ワイヤロー

プ1本当たり 45.1kN (4.6tf) を限度としてください。

 13. クレーン作業は風速 10 m/s まで可能ですが、比較的弱い風の場

合でも受風面積の大きい荷重を取扱う場合は特別な注意を払っ

てください。

 14. 定格総荷重をこえる作業を行った場合、および正しい使い方を

行わなかった場合は転倒または破損します。この場合本機の保

証はいたしません。
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■作業範囲図
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●4輪ステアリングで右折する場合 ●8輪ステアリングで右折する場合 (構内移動)

・R1=11.60m ・R6=10.23m ・R1=6.84m ・R6=7.71m (車体後端回転半径)
(最小回転半径) (車体後端回転半径) (最小回転半径) ・R7=6.85m (最外輪後端回転半径)

・R2=11.80m ・A=6.13m (入口通路幅) ・R2=7.04m ・R8=3.46m (最内輪回転半径)
(最外輪端回転半径) ・B=6.13m (車輪出口通路幅) (最外輪端回転半径) ・A0=5.71m (車体入口通路幅)

・R3=12.70m ・C=7.03m (車体出口通路幅) ・R3=8.01m ・A1=4.52m (車輪入口通路幅)
(車体回転半径) ・D=7.87m (ブーム先端出口通路幅) (車体回転半径) ・B =4.52m (車輪出口通路幅)

・R4=13.54m ・R4=9.05m ・C =5.71m (車体出口通路幅)
(ブーム先端回転半径) (ブーム先端回転半径) ・D =6.75m (ブーム先端出口通路幅)

・R5=7.00m ・R5=3.04m
(車体内側回転半径) (車体内側半径)

(注) 上記の数値は計算値です

■最小直角通路幅

■全体図

縮尺：
1

単位 (mm)100
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■全体図

お問い合わせは…

縮尺：
1

単位 (mm)100

本　社／〠140-0011 東京都品川区東大井1丁目9番37号
☎ 03 (3458) 1111番 (大代表)
ホームページアドレス　　http://www.kato-works.co.jp

C02521
10.2008-4000 (TI) 1

品質保証の国際規格 「ISO 9001」 の認証を取得しています。

※本カタログに記載されております性能ならびに仕様は、改良などによりお届けいたします製品と異なる場合がありますので、あらかじめご了承ください。

ランプブレークオーバーアングル: 24°
サスペンションロック時全高より: －85mm
(サスペンションシリンダー最縮小)
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